

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						28F320			390SA0			SS125			PDZ27			08D02FLF			5D192D			2776C			262656			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			SST49LF00 - Coaxial cable connection of Antennas, Sensors, and Communication Trunk Lines Coaxial cable connection of Antennas/ Sensors/ and Communication Trunk Lines 



		
			
					
						
						[image: SST49LF00_321536.PDF Datasheet]



					
				
					 		
	Part No.	SST49LF00 GT10A-2022SCF   

	Description	Coaxial cable connection of Antennas, Sensors, and Communication Trunk Lines 
 Coaxial cable connection of Antennas/ Sensors/ and Communication Trunk Lines


	File Size	403.40K  / 
						14 Page	 
	

						Maker	
						[image: ]


						 Hirose Electric 
  
						










	
						
						









				
				

						
							[image: ][image: ]	
								
									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: SST49LF002A
	Maker: SST
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			 Related Part Number
	
					PART	Description	Maker
	GT7-1618PCF GT7A-2022SCF GT1-1_1PP-HU GT1-1_1S-HU 	Coaxial cable connection of Antennas, Sensors, and Communication Trunk Lines
	HIROSE[Hirose Electric]

	BYW34 BYW36 BYW32 BYW33 BYW35 	MINIATURE GLASS PASSIVATED FAST SWITCHING RECTIFIER
Composite Data, Audio, Video, Security & Control Cable; Composite Conductor Types:2 Coaxial   8 Pairs; Number of Conductors:18; Conductor Size AWG
Composite Cable; Composite Conductor Types:2 Coaxial  8 Pairs  2 Fibers; Number of Conductors:18; Conductor Size AWG:24-18; No. Strands x Strand Size
Coaxial Cable; Coaxial RG/U Type:7; Impedance:75ohm; Conductor Size AWG:16; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Black; Temperature Max:75 C RoHS Compliant: Yes
	GE[General Semiconductor]
GE Security, Inc.

	MC10SX1189 MC10SX1189D ON0811 MC10SX1189-D 	Fibre Channel Coaxial Cable Driver and Loop Resillency Circuit
From old datasheet system
Fibre Channel Coaxial Cable Driver and Loop Resiliency Circuit(光纤通道同轴电缆驱动器和环路弹性电
	ONSEMI[ON Semiconductor]
Motorola, Inc.

	KFW2G16D2M-DED5 KFW4G16Q2M-DEB5 KFW4G16Q2M-DED5 KF	RES, 15 OHM, 1%, 1/16W, 0402   PKG
CONN RCPT .100 100POS DL R/A AU
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:600V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:223; Impedance:50ohm; Conductor Size AWG:19; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:600V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:223; Impedance:50ohm; Conductor Size AWG:19; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Approval Categories:UL AWM Style 1354; Cable/Wire MIL SPEC:MIL-C-17G RoHS Compliant: Yes
FLASH MEMORY(54MHz) 闪存4MHz之间
   FLASH MEMORY(54MHz)
	SAMSUNG SEMICONDUCTOR CO. LTD.
Samsung Semiconductor Co., Ltd.

	1728307 	PC terminal block, Nominal current: 10 A, Nom. voltage: 160 V, Pitch: 3.81 mm, Number of positions: 4, Type of connection: Screw connection, Assembly: Soldering, Conductor/PCB connection
	PHOENIX CONTACT

	M36W108T100ZN5T M36W108T100ZM6T M36W108T120ZM6T M3	TV 5C 5#16 PIN RECP
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Copper; Jacket Color:Light Blue; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Blue; Leaded Process Compatible:Yes; Voltage Nom.:30V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
TV 6C 6#20 PIN WALL RECP 8兆8，启动块闪存兆位128KB的x8 SRAM的低电压多媒体存储产
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 8兆8，启动块闪存兆位128KB的x8 SRAM的低电压多媒体存储产
	意法半导
STMicroelectronics N.V.

	FCN-244D020-E FCN-244D020-G FCN-245D020-B FCN-245D	FOR BOARD-TO-CABLE CONNECTION
	Fujitsu Component Limit...
FUJITSU[Fujitsu Media Devices Limited]
Fujitsu Component Limited.

	AK67321-2 	USB2.0 Micro Connection Cable
	Assmann Electronics Inc...

	M36W108AT120ZM6T M36W108AB100ZM6T M36W108AT100ZM6T	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Leaded Process Compatible:Yes RoHS Compliant: Yes
Low-Smoke Zero-Halogen (LSZH) Shipboard Precision Low-Loss Serial Analog & Digital Video Coax Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid RoHS Compliant: Yes
8 Mbit 1Mb x8, Boot Block Flash Memory and 1 Mbit 128Kb x8 SRAM Low Voltage Multi-Memory Product 81兆8，启动块闪存1兆位128KB的x8 SRAM的低电压多媒体存储产
	意法半导
STMicroelectronics N.V.

	BYX82 BYX83 BYX84 BYX85 BYX86 	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Conductor Material:Steel; Conductor Plating:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Conductor Plating:Copper; Jacket Color:Black RoHS Compliant: Yes
Silicon Mesa Rectifiers
From old datasheet system
	Vishay Intertechnology,Inc.
Vishay Siliconix

	AK3780-10-R 	Premium VGA Moniter connection cable
	Assmann Electronics Inc...

	34080-0002 34062-0022 34062-0023 34083-2002 34675-	MX150TM Cable-Sealed 1-by-2 Connection System
	Molex Electronics Ltd.
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