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			UPD70F3733 - 1.2 Features Minimum instruction execution time: 50 ns (operation at main clock (fXX) = 20 MHz) 
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			 Related Part Number
	
					PART	Description	Maker
	MCP18480 	The MCP18480 is a –48V Hot Swap Controller with fully configurable features. This Hot Swap Controller have OVLO, UVLO protection features on top of Foldback Current Limiting and Circuit Breaker features. Although ideally suited optic
-48V Hot Swap Controller
	MICROCHIP[Microchip Technology]

	AT91F40816 AT91F40816-33CI 	The AT91F40816 features 8K bytes of on-chip SRAM, 2M bytes of Flash, an External Bus Interface, a 3-channel Timer/Counter, 2 USARTs, a Watchdog Timer and advanced power-saving features.
ARM Thumb Microcontrollers
	ATMEL Corporation

	58J9P36-01-2-05S 58J8P36-01-2-05N 58J8P36-01-2-05S	KEYLOCK SWITCH, DP5T, 0.2A
Minimum Space Behind Panel 15,000 Vdc Static Protection
   Minimum Space Behind Panel 15,000 Vdc Static Protection
	Grayhill, Inc.

	AT45DB021D-MH-T 	2-megabit 2.7V Minimum DataFlash
	List of Unclassifed Man...

	AT45DB021D08 AT45DB021D-SH-SL955 AT45DB021D-MH-SL9	2-megabit 2.7-volt Minimum DataFlash
	ATMEL Corporation

	LD7710 	14GHz, 40 W CW PPM FOCUSING, MINIMUM SIZE
	NEC[NEC]

	0757576281 75757-6281 	3.50mm (.138) Pitch, MX150 Header, Breakaway, Vertical, 16 Circuits, 1.25渭m (50渭) Nickel (Ni) Overall, 2.50渭m (100渭) Minimum Select Matte Tin (Sn) Plating on Ta
3.50mm (.138) Pitch, MX150 Header, Breakaway, Vertical, 16 Circuits, 1.25μm (50μ) Nickel (Ni) Overall, 2.50μm (100μ) Minimum Select Matte Tin (Sn) Plating on Tail
	Molex Electronics Ltd.

	AT90SC9636R 	AT90SC9636R Summary [Updated 06/03. 3 Pages] Summary of the AT90SC9636R giving the key features. a brief description and a block diagram.
Low-power, High performance 8-bit/16-bit secure microcontroller with 96K Byte ROM, 36K Byte EEPROM, programmable internal oscillator. Security Features: MMU, MED, OTP (one time programmable) EEPROM area, RN (Random Number Generator), "out
	Atmel

	TJA1080A TJA1080A11 	FlexRay transceiver Support of 60 ns minimum bit time
	NXP Semiconductors

	MRSS31U 	Micro power Built-in IC ultra-minimum MR sensor
	NEC Corp.

	BYT52A BYT52M BYT52 BYT52B BYT52D BYT52G BYT52J BY	INNOLINE: RP75-xxxxSB - Single Outputs up to 25A; Input/Output 1.6kVDC Isolation; Adjustable Output Voltage; No Minimum Load; Under -Voltage Lockout
- Adjustable Output Voltage, Independently Regulated Outputs- No Minimum Load- Industry Standard Footprint- Halt Tested- Compact 61.0 x
INNOLINE: RP75-S_DI - Single Output up to 20A Dual Outputs Total Current up to 15A up to 100% Load Imblance- Input/Output 1.6kVDC Isolation
Fast Silicon Mesa Rectifiers
From old datasheet system
	Vishay Intertechnology,Inc.
Vishay Telefunken
Vishay Siliconix
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