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			XC95288XV - High-Performance CPLD From old datasheet system Advance Product Specification D-Subminiature Connector; Gender:Female; No. of Contacts:15; Contact Termination:Through Hole; D Sub Shell Size:DB15; Body Material:Steel; Body Plating:Zinc; Contact Plating:Gold Flash; Mounting Type:Through Hole RoHS Compliant: Yes D-Subminiature Connector; Gender:Male; No. of Contacts:15; Contact Termination:Crimp; D Sub Shell Size:DB15; Body Material:Steel; Body Plating:Zinc; Contact Plating:Gold RoHS Compliant: Yes LJT 10C 10#20 PIN PLUG DSUB 15 M SOD FLOA G Metal Connector Backshell; Enclosure Material:Steel; Connector Type:Right-Angle; Leaded Process Compatible:No; No. of Positions:25; Peak Reflow Compatible (260 C):No RoHS Compliant: No DSUB B/S DB 90DEG METAL 1 FLASH PLD, 10 ns, PQFP144 DSUB B/S DB STRT METAL 1 FLASH PLD, 10 ns, PQFP208 Plastic Connector Backshell; Enclosure Material:Steel; Enclosure Color:Yellow; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No FLASH PLD, 10 ns, PQFP208 
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	Part No.	XC95288XV DS050 XC95288XV-7TQ144I XC95288XV-10CS280C XC95288XV-10CS280I XC95288XV-10FG256C XC95288XV-10FG256I XC95288XV-10PQ208C XC95288XV-10PQ208I XC95288XV-10TQ144C XC95288XV-10TQ144I XC95288XV-5CS280C XC95288XV-5FG256C XC95288XV-5FG256I XC95288XV-5PQ208C XC95288XV-5PQ208I XC95288XV-5TQ144C XC95288XV-5TQ144I XC95288XV-7CS280C XC95288XV-7CS280I XC95288XV-7FG256C XC95288XV-7FG256I XC95288XV-7PQ208C XC95288XV-7PQ208I XC95288XV-7TQ144C XC95288XV-5CS280I XILINXINC.-XC95288XV-5TQ144I XC95288XV-7FQ256C XC95288XV-10 XC95288XV-5 XC95288XV-SERIES  

	Description	High-Performance CPLD 
 From old datasheet system
Advance Product Specification
D-Subminiature Connector; Gender:Female; No. of Contacts:15; Contact Termination:Through Hole; D Sub Shell Size:DB15; Body Material:Steel; Body Plating:Zinc; Contact Plating:Gold Flash; Mounting Type:Through Hole RoHS Compliant: Yes
D-Subminiature Connector; Gender:Male; No. of Contacts:15; Contact Termination:Crimp; D Sub Shell Size:DB15; Body Material:Steel; Body Plating:Zinc; Contact Plating:Gold RoHS Compliant: Yes
LJT 10C 10#20 PIN PLUG
DSUB 15 M SOD FLOA G
Metal Connector Backshell; Enclosure Material:Steel; Connector Type:Right-Angle; Leaded Process Compatible:No; No. of Positions:25; Peak Reflow Compatible (260 C):No RoHS Compliant: No
DSUB B/S DB 90DEG METAL 1 FLASH PLD, 10 ns, PQFP144
DSUB B/S DB STRT METAL 1 FLASH PLD, 10 ns, PQFP208
Plastic Connector Backshell; Enclosure Material:Steel; Enclosure Color:Yellow; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No FLASH PLD, 10 ns, PQFP208
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						Maker	
						

						 XILINX[Xilinx, Inc] 
 Xilinx, Inc.
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	Part: XC95288XV-10CS280C
	Maker: Xilinx Inc
	Pack: ETC
	Stock: Reserved
	Unit price 
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 			 Full text search : High-Performance CPLD From old datasheet system Advance Product Specification D-Subminiature Connector; Gender:Female; No. of Contacts:15; Contact Termination:Through Hole; D Sub Shell Size:DB15; Body Material:Steel; Body Plating:Zinc; Contact Plating:Gold Flash; Mounting Type:Through Hole RoHS Compliant: Yes D-Subminiature Connector; Gender:Male; No. of Contacts:15; Contact Termination:Crimp; D Sub Shell Size:DB15; Body Material:Steel; Body Plating:Zinc; Contact Plating:Gold RoHS Compliant: Yes LJT 10C 10#20 PIN PLUG DSUB 15 M SOD FLOA G Metal Connector Backshell; Enclosure Material:Steel; Connector Type:Right-Angle; Leaded Process Compatible:No; No. of Positions:25; Peak Reflow Compatible (260 C):No RoHS Compliant: No DSUB B/S DB 90DEG METAL 1 FLASH PLD, 10 ns, PQFP144 DSUB B/S DB STRT METAL 1 FLASH PLD, 10 ns, PQFP208 Plastic Connector Backshell; Enclosure Material:Steel; Enclosure Color:Yellow; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No FLASH PLD, 10 ns, PQFP208   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	XC9536XV-7VQ44I XC9536XV XC9536XV-5PC44C XC9536XV-	High-performance CPLD
	XILINX[Xilinx, Inc]

	XC9500XL 	High-Performance CPLD
	Xilinx, Inc

	XC95288XL- XC95288-20 XC95288XL-10TQ144 XC95288XL-	XC95288XL High Performance CPLD
	XILINX[Xilinx, Inc]

	SC9500XV 	XC9500XV Family High-Performance CPLD
	Xilinx  Inc
XILINX[Xilinx, Inc]

	XC95288XV-10CS280C XC95288XV-10CS280I XC95288XV-10	Available in small footprint packages
High-Performance CPLD
	Xilinx, Inc

	ATF1504ASZ-25QI100 ATF1504AS-15QI100 ATF1504AS-15Q	High-performance EE CPLD, 100 MHz
Circular Connector; MIL SPEC:MIL-C-5015 A/B/C; Body Material:Aluminum Alloy; Series:MS3102; No. of Contacts:14; Connector Shell Size:20-27; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No
Circular Connector; No. of Contacts:22; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:12; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:12-22 RoHS Compliant: No
DIN Audio Connector; No. of Contacts:3; Contact Termination:Solder; Gender:Male; Terminal Type:Solder RoHS Compliant: Yes
High-performance EE CPLD, 70 MHz
   High- Performance EE CPLD
	Atmel Corp.
ATMEL Corporation

	XC95288XL DS055 	XC95288XL: 3.3V ISP CPLD Family
From old datasheet system
High Performance
	Xilinx

	XC9536XV-5CS48C XC9536XV-7VQ44C XC9536XV-7VQ44I XC	36 macrocells with 800 usable gates
High-performance CPLD EE PLD, 7.5 ns, PBGA48
EE PLD, 7.5 ns, PQCC44
	Xilinx, Inc.

	XC95144XV XC95144XV-5TQ100C XC95144XV-5TQ100I DS05	From old datasheet system
High-Performance CPLD
Advance Product Specification
Metal Connector Backshell; Enclosure Material:Steel; Connector Type:Right-Angle; No. of Positions:25 RoHS Compliant: Yes
DB24659
   144 macrocells with 3,200 usable gates
	XILINX[Xilinx, Inc]
Xilinx, Inc.

	HCMS-39X6 HCMS-3906 HCMS-3907 HCMS-3916 HCMS-3917 	HCMS-3977 · 3.3V High Brightness and High Performance CMOS 5x7 AlphaNumeric Displays
HCMS-3976 · 3.3V High Brightness and High Performance CMOS 5x7 AlphaNumeric Displays
HCMS-3967 · 3.3V High Brightness and High Performance CMOS 5x7 AlphaNumeric Displays
HCMS-3966 · 3.3V High Brightness and High Performance CMOS 5x7 AlphaNumeric Displays
HCMS-3917 · 3.3V High Brightness and High Performance CMOS 5x7 AlphaNumeric Displays
HCMS-3916 · 3.3V High Brightness and High Performance CMOS 5x7 AlphaNumeric Displays
HCMS-3907 · 3.3V High Brightness and High Performance CMOS 5x7 AlphaNumeric Displays
HCMS-3906 · 3.3V High Brightness and High Performance CMOS 5x7 AlphaNumeric Displays
3.3 V High Performance CMOS 5x7 AlphaNumeric Displays
	Agilent (Hewlett-Packard)
HP[Agilent(Hewlett-Packard)]

	XC9572-15P XC9572-15TQ100I XC9572-15TQ100C XC9572-	XC9572 In-System Programmable CPLD
From old datasheet system
XC9572 In-System Programmable CPLD XC9572在系统可编程的CPLD
XC9572 In-System Programmable CPLD FLASH PLD, 7.5 ns, PQFP100
XC9572 In-System Programmable CPLD FLASH PLD, 15 ns, PQCC44
XC9572 In-System Programmable CPLD FLASH PLD, 15 ns, PQFP100
	XILINX INC
XILINX[Xilinx, Inc]
Xilinx, Inc.
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