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	Part No.	11691D   

	Description	11691D Coaxial Directional Coupler 2 GHz to 18 GHz 
 

	File Size	197.79K  / 
						5 Page	 
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						 Agilent (Hewlett-Packard) 
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	Part: 11627-31
	Maker: CONEXANT
	Pack: QFP
	Stock: 57
	Unit price 
									for :
	    
									50: $16.62
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	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	4CR1750 4CK1750 4CK1950 2CK1900 4CL1450 	1700 MHz - 1800 MHz RF/MICROWAVE DIRECTIONAL COUPLER
1900 MHz - 2000 MHz RF/MICROWAVE DIRECTIONAL COUPLER
1850 MHz - 1950 MHz RF/MICROWAVE DIRECTIONAL COUPLER
1400 MHz - 1500 MHz RF/MICROWAVE DIRECTIONAL COUPLER
	PANASONIC CORP

	2082-4137-05N 2082-6198-06 2082-6199-08 2082-4137-	QPL Fixed Coaxial Attenuators 七匹狼固定同轴衰减器
OSM (SMA) Fixed Coaxial Attenuators Miniature
	ITW Switches

	CBG-11B-1250 CBG-20B-1250 CBG-10B-375 CBG-20B-375 	100 MHz - 2000 MHz RF/MICROWAVE DIRECTIONAL COUPLER, 1.5 dB INSERTION LOSS-MAX
3-PORT DIRECTIONAL COUPLERS
	MERRIMAC INDUSTRIES INC
http://
Merrimac Industries, Inc.

	BYW34 BYW36 BYW32 BYW33 BYW35 	MINIATURE GLASS PASSIVATED FAST SWITCHING RECTIFIER
Composite Data, Audio, Video, Security & Control Cable; Composite Conductor Types:2 Coaxial   8 Pairs; Number of Conductors:18; Conductor Size AWG
Composite Cable; Composite Conductor Types:2 Coaxial  8 Pairs  2 Fibers; Number of Conductors:18; Conductor Size AWG:24-18; No. Strands x Strand Size
Coaxial Cable; Coaxial RG/U Type:7; Impedance:75ohm; Conductor Size AWG:16; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Black; Temperature Max:75 C RoHS Compliant: Yes
	GE[General Semiconductor]
GE Security, Inc.

	2026-6009-20 2026-6009-10 2026-6007-10 2026-6001-1	1000 MHz - 18000 MHz RF/MICROWAVE DIRECTIONAL COUPLER, 1.2 dB INSERTION LOSS-MAX
Directional Couplers, Ultra-Broadband
	Tyco Electronics

	CRP-11N-1000 CRP-20N-1000 CRP-10N-250 CRP-20N-250 	BI-DIRECTIONAL COUPLERS
5 MHz - 500 MHz RF/MICROWAVE BI-DIRECTIONAL COUPLER, 1 dB INSERTION LOSS-MAX 8 PIN
	MERRIMAC INDUSTRIES INC
Merrimac Industries, Inc.
Merrimac Industries, In...

	10A02 10A01 10A07 10A03 10A04 10A05 10A06 	10 Amp Rectifier 50 to 1000 Volts
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Thermoplastic; Jacket Color:Natural; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Natural; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:LSPVC; Conductor Material:Copper; Jacket Color:Natural; Leaded Process Compatible:Yes RoHS Compliant: Yes
	Micro Commercial Compon...
MCC[Micro Commercial Components]
Micro Commercial Components Corp.

	723612L15PQF IDT723612L15PF8 	64 X 36 BI-DIRECTIONAL FIFO, 10 ns, PQFP132 PLASTIC, QFP-132
64 X 36 BI-DIRECTIONAL FIFO, 10 ns, PQFP120
	Integrated Device Technology, Inc.
INTEGRATED DEVICE TECHNOLOGY INC

	10ELS6 	Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 0.77 A, 600 V, SILICON, SIGNAL DIODE
HIGH SURGE CAPABILITY 100VOLTS TROUGH 600VOLTS TYPE AVAILABLE
	Nihon Inter Electronics, Corp.
ETC

	TDC-10-1 TDC-10-2 TDC-6-1 PDC-10-1 PDC-10-1-75 PDC	Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:36; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
6 to 30 dB COUPLING up to 10W 5 kHz to 2000 MHz 0.005 MHz - 20 MHz RF/MICROWAVE DIRECTIONAL COUPLER, 1.2 dB INSERTION LOSS-MAX
6 to 30 dB COUPLING up to 10W 5 kHz to 2000 MHz 1 MHz - 2000 MHz RF/MICROWAVE DIRECTIONAL COUPLER, 2.5 dB INSERTION LOSS-MAX
6 to 30 dB COUPLING up to 10W 5 kHz to 2000 MHz 1 MHz - 500 MHz RF/MICROWAVE DIRECTIONAL COUPLER, 1.2 dB INSERTION LOSS-MAX
6 to 30 dB COUPLING up to 10W 5 kHz to 2000 MHz 1 MHz - 150 MHz RF/MICROWAVE DIRECTIONAL COUPLER, 0.8 dB INSERTION LOSS-MAX
6 to 30 dB COUPLING up to 10W 5 kHz to 2000 MHz 10 MHz - 700 MHz RF/MICROWAVE DIRECTIONAL COUPLER, 1.1 dB INSERTION LOSS-MAX
6 to 30 dB COUPLING up to 10W 5 kHz to 2000 MHz 10 MHz - 1500 MHz RF/MICROWAVE DIRECTIONAL COUPLER, 2.3 dB INSERTION LOSS-MAX
6 to 30 dB COUPLING up to 10W 5 kHz to 2000 MHz 0.01 MHz - 35 MHz RF/MICROWAVE DIRECTIONAL COUPLER, 0.6 dB INSERTION LOSS-MAX
6 to 30 dB COUPLING up to 10W 5 kHz to 2000 MHz 5 MHz - 1000 MHz RF/MICROWAVE DIRECTIONAL COUPLER, 1.5 dB INSERTION LOSS-MAX
6 to 30 dB COUPLING up to 10W 5 kHz to 2000 MHz 5 MHz - 750 MHz RF/MICROWAVE DIRECTIONAL COUPLER, 1.9 dB INSERTION LOSS-MAX
6 to 30 dB COUPLING up to 10W 5 kHz to 2000 MHz 250 MHz - 1000 MHz RF/MICROWAVE DIRECTIONAL COUPLER, 2 dB INSERTION LOSS-MAX
6 to 30 dB COUPLING up to 10W 5 kHz to 2000 MHz 1 MHz - 1000 MHz RF/MICROWAVE DIRECTIONAL COUPLER, 2 dB INSERTION LOSS-MAX
6 to 30 dB COUPLING up to 10W 5 kHz to 2000 MHz 5 MHz - 1000 MHz RF/MICROWAVE DIRECTIONAL COUPLER, 2 dB INSERTION LOSS-MAX
6 to 30 dB COUPLING up to 10W 5 kHz to 2000 MHz 10 MHz - 400 MHz RF/MICROWAVE DIRECTIONAL COUPLER, 2.5 dB INSERTION LOSS-MAX
6 to 30 dB COUPLING up to 10W 5 kHz to 2000 MHz 800 MHz - 900 MHz RF/MICROWAVE DIRECTIONAL COUPLER, 0.5 dB INSERTION LOSS-MAX
6 to 30 dB COUPLING up to 10W 5 kHz to 2000 MHz 0.2 MHz - 250 MHz RF/MICROWAVE DIRECTIONAL COUPLER, 0.6 dB INSERTION LOSS-MAX
	N.A.
Mini-Circuits
Stackpole Electronics, Inc.

	GOB94015 GOB95015 GOB96015 	400 V Bi-directional 3-phse AC-DC bridge
500 V Bi-directional 3-phse AC-DC bridge
690 V Bi-directional 3-phse AC-DC bridge
	Green Power
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