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			LDECD3680 - ; Operating Temperature Range:-25 C to  105 C; Capacitance:270uF RoHS Compliant: Yes LED GREEN CLEAR 1210 DOMED SMD LED YELLOW CLEAR 1210 DOMED SMD Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:400VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-25 C to  105 C; Capacitance:330uF RoHS Compliant: Yes PEN-PET H.T 笔聚酯羟色胺 
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	Description	; Operating Temperature Range:-25 C to  105 C; Capacitance:270uF RoHS Compliant: Yes 
 LED GREEN CLEAR 1210 DOMED SMD
LED YELLOW CLEAR 1210 DOMED SMD
Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:400VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-25 C to  105 C; Capacitance:330uF RoHS Compliant: Yes
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			 Related Part Number
	
					PART	Description	Maker
	DN8897SE DN8897TE 	Hall IC(Operating Temperature Range Topr=-40 to  -100C, Operating in Alternative Magnetic Field)
	Panasonic

	DN6849 DN6849S DN6849SE DN6849TE 	Hall IC(Operating Temperature Range Topr = - 40 to -100∑C, Operating in Alternative Magnetic Field) SPECIALTY ANALOG CIRCUIT, PSIP3
Hall IC(Operating Temperature Range Topr = - 40 to -100∑C, Operating in Alternative Magnetic Field) SPECIALTY ANALOG CIRCUIT, PDSO4
Hall IC(Operating Temperature Range Topr = - 40 to -100°C, Operating in Alternative Magnetic Field)
	Panasonic, Corp.
Panasonic Semiconductor
http://

	A6214KLKTR-T A6216 A6216KLPTR-T 	2 A maximum output over operating temperature range
	Allegro MicroSystems

	LDECD3680 LDEIC1100 LDEIC1120 LDEIC1150 LDEIC1180 	; Operating Temperature Range:-25 C to  105 C; Capacitance:270uF RoHS Compliant: Yes
LED GREEN CLEAR 1210 DOMED SMD
LED YELLOW CLEAR 1210 DOMED SMD
Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:400VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-25 C to  105 C; Capacitance:330uF RoHS Compliant: Yes
PEN-PET H.T 笔聚酯羟色胺
	List of Unclassifed Man...
List of Unclassifed Manufac...
http://
List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.

	OCO-M36CH OCO-M36CH3 OCO-M36CH5 	Through hole OCXO HCMOS Wide operating temperature range: -40 up to  85 掳C
Through hole OCXO HCMOS Wide operating temperature range: -40 up to  85 °C
	QUARTZCOM the communications company

	OCO-M36CEH12 OCO-M36CEH5 OCO-M36CEH 	Through hole OCXO HCMOS Wide operating temperature range: -40 up to  85 掳C
Through hole OCXO HCMOS Wide operating temperature range: -40 up to  85 °C
	QUARTZCOM the communications company

	PE83511_06 83511-00 83511-01 83511-02 PE83511 PE83	DC - 1500 MHz Low Power UltraCMOS Divide-by-2 Prescaler Military Operating Temperature Range
	PEREGRINE[Peregrine Semiconductor Corp.]

	GRM0222C1E180GA02 GRM0225C1H170GA02 	   Temperature characteristics (complied standard)
Operating temperature range
	Murata Manufacturing Co...

	MBM29F800TA MBM29F800TA-70 MBM29F800TA-90PF MBM29F	LED Lamp; Bulb Size:T-1; LED Color:Yellow; Luminous Intensity:45ucd; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1; LED Color:Red; Luminous Intensity:12ucd; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes; Lens Color:Clear RoHS Compliant: Yes
0.345A, 2.7-5.5V Single Hi-Side MOSFET, Fault Report, Act-Low Enable 8-SOIC 0 to 85
Replaced by TPS2045A : 0.345A, 2.7-5.5V Single Hi-Side MOSFET, Fault Report, Act-Low Enable 8-PDIP -40 to 85
122 x 32 pixel format, Compact LCD size
LED Lamp; Bulb Size:T-1; LED Color:Yellow; Luminous Intensity:20ucd; Viewing Angle:60 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:2500ucd; Viewing Angle:10 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:500mcd; Viewing Angle:25 ; Forward Current:20mA; Forward Voltage:2.15V; Operating Temperature Range:-25 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
8M (1M X 8/512K X 16) BIT
	FUJITSU LTD
Fujitsu Limited
http://
Fujitsu Component Limited.

	LTC1778EGN-1PBF LTC1778EGNPBF 	Wide Operating Range, No RSENSE Step-Down Controller; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg;C to  125&deg;C 2 A SWITCHING CONTROLLER, PDSO16
	Linear Technology, Corp.
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