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			LN377GCPX - Round Type Force/Pressure transducer; Compensated; Pressure Range: 0 to 25 psi T-1 SINGLE COLOR LED, GREEN, 3 mm 



		
			
					
						
						[image: LN377GCPX_415746.PDF Datasheet]



					
				
					 		
	Part No.	LN377GCPX LN477YCPX LN277RCPX   

	Description	Round Type 
 Force/Pressure transducer; Compensated; Pressure Range: 0 to 25 psi T-1 SINGLE COLOR LED, GREEN, 3 mm
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			 Related Part Number
	
					PART	Description	Maker
	LN377GCPX LN477YCPX LN277RCPX 	Round Type
Force/Pressure transducer; Compensated; Pressure Range: 0 to 25 psi T-1 SINGLE COLOR LED, GREEN, 3 mm
	PANASONIC[Panasonic Semiconductor]
Panasonic, Corp.

	UPD78F9177YGB-8ES UPD78F9177GB-8ES 	8-bit Microcontroller with 2/4/8K Bytes In-System Programmable Flash 8位微控制器与2/4/8K字节在系统可编程闪存
Force/Pressure transducer; Compensated; Pressure Range: 0 to 15 psi 8位单片机
	NEC, Corp.
NEC Corp.

	SKRPABE010 SKRPADE010 SKRPACE010 	4.2×3.2mm Compact High Operating Force (Surface Mount Type)
4.2隆驴3.2mm Compact High Operating Force (Surface Mount Type)
	ALPS ELECTRIC CO.,LTD.

	UR7HCPXZ-P440 UR7HCPXZ-P440-FA 	Advanced “Click-to-Select No-DriftTM PS/2 Force Stick Controller
Advanced ??lick-to-Select??No-DriftTM PS/2 Force Stick Controller
PTSE 8C 8#16 PIN RECP 先进的“点击即可选择”无DriftTM的PS / 2力棒控制
Advanced “Click-to-SelectNo-DriftTM PS/2 Force Stick Controller
Advanced Click-to-Select No-DriftTM PS/2 Force Stick Controller
Advanced “Click-to-Select” No-DriftTM PS/2 Force Stick Controller
Advanced Click-to-SelectNo-Drift PS/2 Force Stick Controller
	Semtech, Corp.
SEMTECH[Semtech Corporation]

	MPX4250D MPX4250DP MPX4250GS MPX4250GSX 	OPERATING OVERVIEW INTEGRATED PRESSURE SENSOR 0 to 250 kPa (0 to 36.3 psi) 0.2 to 4.91 Volts Output 经营概况集成压力传感250 kPa36.3 PSI）的0.2.91伏特输出
OPERATING OVERVIEW INTEGRATED PRESSURE SENSOR 0 to 250 kPa (0 to 36.3 psi) 0.2 to 4.91 Volts Output GAGE, PEIZORESISTIVE PRESSURE SENSOR, 0-36.25Psi, 1.4%, 0.20-4.90V, ROUND, THROUGH HOLE MOUNT
	Motorola Mobility Holdings, Inc.
MOTOROLA[Motorola, Inc]

	0561208628 56120-8628 	CRC Shielded Rectangular I/O Female Terminal, Signal, Low-Insertion Force Type, Reel, Lead-free
CRC垄芒 Shielded Rectangular I/O Female Terminal, Signal, Low-Insertion Force Type, Reel, Lead-free
	Molex Electronics Ltd.

	MPX4250D 	DIFFERENTIAL, PEIZORESISTIVE PRESSURE SENSOR, 0-36.25Psi, 1.4%, 0.20-4.90V, ROUND, THROUGH HOLE MOUNT
	MOTOROLA INC

	MPX2700 MPX2700D MPX2700DP MPX2700GP MPX2700GS MPX	0 to 700 kPa (0 to 100 psi) 40 mV FULL SCALE SPAN (TYPICAL) GAGE, PEIZORESISTIVE PRESSURE SENSOR, 0-101.52Psi, 0.5%, 0-40mV, ROUND, THROUGH HOLE MOUNT
	Motorola Mobility Holdings, Inc.
Motorola, Inc.
MOTOROLA[Motorola, Inc]

	22-01-1063 22-01-1123 	Connector Housing; Gender:Female; Number of Contacts:6; Series:5051-NM; Body Material:PA Polyamide (Nylon) 6/6; Number of Rows:1; Pitch Spacing:2.5mm 6 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP
CRIMP HOUSING, 2.5MM 12WAY ; Ways, No. of:12; Colour:White; Current rating:2.5A; Dielectric strength:1500V/m; Flammability rating:UL94V-0; Force, de-mating:0.5N; Force, mating:2N; Housing type:White Nylon UL94V-0; Material:Nylon;
	Molex, Inc.
MOLEX INC

	MPX4100A 	MPX4100A Integrated Silicon     Pressure Sensor Manifold Absolute Pressure     Sensor On-Chip Signal Conditioned, Temperature     Compensated and Calibrated
From old datasheet system
Integrated Silicon Pressure Sensor for Manifold Absolute Pressure Applications
	Motorola
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