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			AA05B-024L-050S - 6W max 4.5V or 24V or 48V inputs Single / Dual output Circular Connector; No. of Contacts:12; Series:D38999; Body Material:Composite; Connecting Termination:Crimp; Connector Shell Size:15; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle 
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	Description	6W max 4.5V or 24V or 48V inputs Single / Dual output 
 Circular Connector; No. of Contacts:12; Series:D38999; Body Material:Composite; Connecting Termination:Crimp; Connector Shell Size:15; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle
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			 Related Part Number
	
					PART	Description	Maker
	L130-27800BHV00001 L130-50800BHV00001 L130-57800BH	High flux, hot-color targeted, 24V and 48V mid power packages
	Lumileds Lighting Compa...

	GPLW5V060STRT003 GPLC2V5100MTRT001 GPLC2V5100MTRT0	LEO Series Industry’s Highest Current DC/DC Converter. 48V or 24V Input, 250W, 120A Output, 3.3V 90A, 2.5V 100A, 1.8V 120A, 1.5V 120A, 1.2V 120A stan
	GALAXY[Galaxy Power, Inc.]

	CLX30-10 CLX30 CLX30-00 CLX30-05 	HiRel X-Band GaAs Power-MESFET
Reed Relay; Contacts:SPST; Contact Carry Current:1A; Coil Voltage DC Max:24V; Relay Terminals:Thru Hole; Switching Current Max:0.5A; Switching Voltage Max:200V; Contact Carrying Power:10W; Leaded Process Compatible:Yes RoHS Compliant: Yes
	Infineon Technologies A...
INFINEON[Infineon Technologies AG]

	5E24D 12E24D 24E24D 5E12D 5E5S 5E9S 5E5D 24E5D 24E	µP Supervisory Circuits with Windowed (Min/Max) Watchdog and Manual Reset
Dual/Triple Ultra-Low-Voltage SOT23 µP Supervisory Circuits
Analog IC 模拟IC
-48V Hot-Swap Controllers with VIN Step Immunity and No RSENSE 模拟IC
&#181;P Supervisory Circuits with Windowed (Min/Max) Watchdog and Manual Reset
	Amphenol, Corp.
TE Connectivity, Ltd.
Torex Semiconductor, Ltd.
Dialight PLC
Maxim Integrated Products, Inc.

	802-Z1-016-20-001 800-10-016-20-001 800-90-016-20-	Safety Control Relay; Contacts:4NO; Coil Voltage DC Max:24V; Contact Carry Current:6A; Relay Mounting:Din Rail; Contact Rating:6A 电路板连接器2.54毫米单列/双列焊尾
Safety Control Relay; Contacts:SPST-NO; Coil Voltage DC Max:24V; Contact Carry Current:4A; Relay Mounting:DIN Rail; Contact Rating:250VAC/VDC, 4 AAC/ADC; Height:110mm; Leaded Process Compatible:No; Mounting Type:DIN Rail 电路板连接器2.54毫米单列/双列焊尾
PROFET™: Smart High Side Switches; Package: PG-SOT223-4; Channels: 1.0; RON @ Tj = 25°C : 200.0 mOhm; Recommended Operating Voltage Range: 12.0 - 45.0 V; IL(SC): 3.0 A; Diagnostic: n.a.
PROFET™: Smart High Side Switches; Package: PG-SOT223-4; Channels: 1.0; RON @ Tj = 25°C : 200.0 mOhm; Recommended Operating Voltage Range: 12.0 - 45.0 V; IL(SC): 3.0 A; Diagnostic: n.a.
HITFET™, TEMPFET™ - Smart Low-Side Switches; Package: PG-SOT223-4; Channels: 1.0; VDS (max): 60.0 V; ID(nom): 0.7 A; RDS (on) (max): 550.0 mOhm; ID(lim) (min): 1.0 A
PCB connectors 2.54 mm Single row / double row Solder tail
	PRECI-DIP SA
PREDIP[Precid-Dip Durtal SA]

	Q62902-B50 Q62902-B16-A BDX29-10 Q62702-D162-V6 Q6	IC,Normally-Open Panel-Mount Solid-State Relay,1-CHANNEL,M:HL048HD4.4
50/125    PVC MTRJ-MTRJ 1DUPLEX ASSEM
50/125    PVC MTRJ-ST 1M DUPLEX ASSEM
50/125    PVC MTRJ-MTRJ 5DUPLEX ASSEM
PNP SILICON PLANAR TRANSISTORS 进步党硅平面型晶体管
Reed Relay; Contacts:SPST; Contact Carry Current:1A; Coil Voltage DC Max:24V; Relay Terminals:Thru Hole; Switching Current Max:0.5A; Switching Voltage Max:200V; Contact Carrying Power:10W; Leaded Process Compatible:Yes RoHS Compliant: Yes 进步党硅平面型晶体管
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:NPN; Switch Terminals:Quick Connect; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA 进步党硅平面型晶体管
	Siemens Semiconductor G...
SIEMENS[Siemens Semiconductor Group]
SIEMENS AG

	FAN2500_FAN2501 FAN2501S25 FAN2501S28 FAN2500X25 F	Pch Power MOSFET; ; Package: TPS; R DS On (Î©): (max 0.2) (max 0.12); I_S (A): (max -5)
Pch Power MOSFET; Surface Mount Type: N; Package: PW-MINI; R DS On (Î©): (max 0.76) (max 0.45); I_S (A): (max -2)
From old datasheet system
100 mA CMOS LDO Regulators
	Fairchild Semiconductor

	FAN2502 FAN2503S285 FAN2502S27 FAN2502S25 FAN2503S	150 mA CMOS LDO Regulators
Pch Power MOSFET; ; Package: PS-8; Number Of Pins: 8; R DS On (Î©): (max 0.09) (max 0.041) (max 0.03); I_S (A): (max -5.6)
Pch Power MOSFET; Surface Mount Type: Y; Package: SOP-8; Application Scope: mobile; R DS On (Î©): (max 0.03) (max 0.02); I_S (A): (max -10)
Pch Power MOSFET; Surface Mount Type: N; Package: VS-6; R DS On (Î©): (max 0.09) (max 0.055) (max 0.035); I_S (A): (max -5.5)
Pch Power MOSFET; Surface Mount Type: Y; Package: VS-8; Application Scope: mobile; R DS On (Î©): (max 0.3) (max 0.16) (max 0.11); I_S (A): (max -2.7)
	Fairchild Semiconductor

	RK117 RK1171114V02 RK117111000A RK117111000N RK117	VOLTAGE REG POS 18V 100MA TO-92 11毫米大小金属轴低姿态电
VOLT REG POS 12V 100MA SMD TO243 11毫米大小金属轴低姿态电
VOLT REG POS 18V 100MA SMD TO243 11毫米大小金属轴低姿态电
VOLTAGE REG POS 6V 100MA TO-92 11毫米大小金属轴低姿态电
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:PNP; Switch Terminals:Quick Connect; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA 11毫米大小金属轴低姿态电
Safety Relay; Contacts:NC; Coil Voltage DC Max:24V; Contact Carry Current:4A; Relay Mounting:DIN Rail; Contact Rating:250 VAC/VDC, 4 AAC/ADC 11毫米大小金属轴低姿态电
11mm Size Metal Shaft Low-profile Potentiometer 11毫米大小金属轴低姿态电
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:NPN; Switch Terminals:Connector; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Sensor Housing:Rectangular 11毫米大小金属轴低姿态电
; Sensor Input Type:Fiber Optic; Sensing Range Max:3m; Sensor Output:NPN; Leaded Process Compatible:No; Mounting Type:DIN Rail; Peak Reflow Compatible (260 C):No; Sensor Housing:Rectangular
VOLT REG POS 10V 100MA SMD TO243
VOLT REG POS 15V 100MA SMD TO243
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:PNP; Switch Terminals:Connector; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA
Safety Relay; Contacts:NC; Coil Voltage DC Max:24V; Contact Carry Current:6A; Relay Mounting:DIN Rail; Contact Rating:250 VAC/VDC, 6A
Safety Control Relay; Contacts:2NC; Coil Voltage DC Max:24V; Contact Carry Current:6A; Relay Mounting:DIN Rail; Contact Rating:250 VAC/VDC, 6A
FIBER IA.753SMTA
VOLT REG POS 8V 100MA SMD TO-243
Safety Relay; Contacts:NC/NO; Coil Voltage DC Max:24V; Contact Carry Current:6A; Relay Mounting:DIN Rail; Contact Rating:250 VAC/VDC, 6A
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:PNP; Switch Terminals:Connector; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Sensor Housing:Rectangular
VOLT REG POS 6V 100MA SMD TO-243
	List of Unclassifed Man...
Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]
ALPS Electric co.,Ltd

	422B 422E 	Max voltage:24V; 200mA; data processing data line protector. For data processing equipment, long line transmission systems, control processing computers, building managenent systems
	Protek Devices

	BCX56 BCX56135 	80 V, 1 A NPN medium power transistors - fT min: 130 MHz; hFE max: 250 ; hFE min: 40 ; I<sub>C</sub> max: 1000 mA; Polarity: NPN ; Ptot max: 1300 mW; VCEO max: 80 V; Package: SOT89 (MPT3; UPAK); Container: Tape reel smd
	NXP SEMICONDUCTORS
Philips

	FAN1086D-2.85 FAN1086S-3.3 FAN1086S-2.5 FAN1086M-2	Neuron ICs; Max. Input Clock: 20 MHz; EEPROM: 2 KB; RAM: 2 KB; ROM: 16 KB; Package: 32 pin SOP; External Memory I/F: No
; Sensitivity dBµmV: 93 ~ 107; Package: SSOP16; Production Status: MP
FETs Nch 30VFETs Nch 30VPhase Lock Loop; Dual or Single: Single; Features: Integer - N; Power Supply V: 2.4 ~ 3.5; ImA: 4.8; Input FMHz: 700 ~ 1800; Operating Freq-MHz: 5 ~ 25; Sensitivity dBµmV: 92 ~ 107; Package: SSOP10; Production Status: MP
FETs Nch 30VFETs Nch 30VFETs Nch 30VMOSFETs - Nch VDSS=30V; Surface Mount Type: Y; Package: TSSOP-8; Number Of Pins: 8; R DS On (Î©): (max 0.018) (max 0.013) (max 0.012); I_S (A): (max 6)
FETs Nch 30VFETs Nch 30VFETs Nch 30VFETs Nch 30VTHREE-TERMINAL POSITIVE FIXED VOLTAGE REGULATORS
积极的固定电压稳压器
FETs Nch 30V<VDSS=60V; ; Package: TO-3P(N); R DS On (O): (max 0.055) (max 0.03); I_S (A): (max 45)
FETs Nch 30V<VDSS=60V; Surface Mount Type: N; Package: TO-220NIS; R DS On (O): (max 0.025) (max 0.017); I_S (A): (max 45)
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