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			AD8010 - Smartcard Connector; No. of Contacts:6; Body Material:Thermosplastic; Contact Material:Tin Bronze; Contact Plating:Gold Over Nickel; Series:C707A; Operating Temperature Range  /-:-40 C to  85 C; Voltage Rating:540V RoHS Compliant: Yes Circular Connector Cable Assembly; Connector Type A:Circular Plug; Connector Type B:Stripped End Leads; Cable Length:10ft; Features:500 Mating Cycles, PVC Jacket, IP67 Rating, E63093 Rated Connector; No. of Contacts:6 RoHS Compliant: Yes 200 MA OUTPUT CURRENT HIGH SPEED AMPLIFIER 
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	Part No.	AD8010 AD8010AR-16 AD8010AR-16-REEL AD8010AR-REEL AD8010AR-REEL7 AD8010AR AD8010AR-16-REEL7 AD8010AN   

	Description	Smartcard Connector; No. of Contacts:6; Body Material:Thermosplastic; Contact Material:Tin Bronze; Contact Plating:Gold Over Nickel; Series:C707A; Operating Temperature Range  /-:-40 C to  85 C; Voltage Rating:540V RoHS Compliant: Yes 
 Circular Connector Cable Assembly; Connector Type A:Circular Plug; Connector Type B:Stripped End Leads; Cable Length:10ft; Features:500 Mating Cycles, PVC Jacket, IP67 Rating, E63093 Rated Connector; No. of Contacts:6 RoHS Compliant: Yes
200 MA OUTPUT CURRENT HIGH SPEED AMPLIFIER
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	Part: AD8010AN
	Maker: AD
	Pack: DIP8
	Stock: Reserved
	Unit price 
									for :
	    
									50: $8.68
	  
									100: $8.25
	1000: 
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 			 Full text search : Smartcard Connector; No. of Contacts:6; Body Material:Thermosplastic; Contact Material:Tin Bronze; Contact Plating:Gold Over Nickel; Series:C707A; Operating Temperature Range  /-:-40 C to  85 C; Voltage Rating:540V RoHS Compliant: Yes Circular Connector Cable Assembly; Connector Type A:Circular Plug; Connector Type B:Stripped End Leads; Cable Length:10ft; Features:500 Mating Cycles, PVC Jacket, IP67 Rating, E63093 Rated Connector; No. of Contacts:6 RoHS Compliant: Yes 200 MA OUTPUT CURRENT HIGH SPEED AMPLIFIER   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	ST19SF16 6224 	CMOS MCU BASED SAFEGUARDED SMARTCARD WITH 2, 4, 8, OR 16KBYTES EEPROM
Smartcard MCU With 16 KBytes EEPROM
From old datasheet system
	SGS Thomson Microelectronics
STMICROELECTRONICS[STMicroelectronics]

	AD8010 AD8010AR-16 AD8010AR-16-REEL AD8010AR-REEL 	Smartcard Connector; No. of Contacts:6; Body Material:Thermosplastic; Contact Material:Tin Bronze; Contact Plating:Gold Over Nickel; Series:C707A; Operating Temperature Range  /-:-40 C to  85 C; Voltage Rating:540V RoHS Compliant: Yes
Circular Connector Cable Assembly; Connector Type A:Circular Plug; Connector Type B:Stripped End Leads; Cable Length:10ft; Features:500 Mating Cycles, PVC Jacket, IP67 Rating, E63093 Rated Connector; No. of Contacts:6 RoHS Compliant: Yes
200 MA OUTPUT CURRENT HIGH SPEED AMPLIFIER
	ANALOG DEVICES INC
Analog Devices, Inc.
AD[Analog Devices]

	ST19WL66 ST19WL34 GST/ST19WL66AW40 	Smartcard MCU with Modular Arithmetic Processor & 34 or 66 Kbytes High Density EEPROM
Smartcard MCU with Modular Arithmetic Processor & 34 or 66 Kbytes High Density EEROM
From old datasheet system
	ST Microelectronics
STMICROELECTRONICS[STMicroelectronics]

	ST22FJ1M GST/ST22FJ1MAW40 ST22FJ1MBD80PZZA 	Smartcard 32-Bit RISC MCU with 1 Mbytes FLASH & Javacard" HW Execution
Smartcard 32-Bit RISC MCU with 1 Mbytes FLASH & Javacard HW Execution
Smartcard 32-Bit RISC MCU with 1 Mbytes FLASH & Javacard垄芒 HW Execution
	ST Microelectronics
STMicroelectronics

	STEVAL-IPT007V1 	   Smartcard connector
	STMicroelectronics

	ST19XL34V2 	Smartcard MCU
	ST Microelectronics

	ST19NR66 	Dual Contactless Smartcard MCU
	ST Microelectronics

	ST19RF08GW40ROXA 	Smartcard MCU With 8 KBytes EEPROM
	ST Microelectronics

	ST16SF42 	Smartcard MCU With 2048 Bytes EEPROM
	ST Microelectronics
STMicroelectronics

	MC3356005 MC33560DTBR2G MC33560DWR2G MC33560DWR2 M	Power Management and Interface IC for Smartcard Readers and Couplers
	ONSEMI[ON Semiconductor]

	GST/ST19WM18AW40 GST/ST19WM34AW40 ST19WM18AW4082AA	Smartcard MCU With 18, 34, 66 Kbytes High Density EEPROM
	ST Microelectronics

	ST19SF08 6223 	From old datasheet system
Smartcard MCU With 8 KBytes EEPROM
	STMICROELECTRONICS[STMicroelectronics]
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