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			EC2-6 - High Insulation, High breakdown voltage, compact and lightweight, Surface mounting type COMPACT AND LIGHTWEIGHT/ SMALL MOUNTING SIZE/ HIGH BREAKDOWN VOLTAGE High Insulation/ High breakdown voltage/ compact and lightweight/ Surface mounting type A/D Converter (A-D) IC; Resolution (Bits):24; Sample Rate:192kSPS; Input Channels Per ADC:8; Input Channel Type:Differential; Data Interface:Serial; Package/Case:48-LQFP RoHS Compliant: Yes CONNECTOR ACCESSORY Film Capacitor; Capacitor Type:Suppression; Voltage Rating:100VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.022uF; Capacitance Tolerance: 10%; Lead Pitch:5.00mm; Leaded Process Compatible:Yes RoHS Compliant: Yes COMPACT AND LIGHTWEIGHT, SMALL MOUNTING SIZE, HIGH BREAKDOWN VOLTAGE 小巧轻盈，小安装尺寸，高击穿电压 
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	Part No.	EC2-6 EC2 EC2-12ND EC2-12NP EC2-12NU EC2-12NJ EC2-24 EC2-4.5 EC2-12S EC2-12SND EC2-12SNJ EC2-12SNU EC2-12TNJ EC2-3 EC2-9 EC2-4.5SNJ EC2-4.5TNJ EC2-5 EC2-4.5SNP EC2-4.5NJ EC2-4.5TNU EC2-3NJ EC2-5S EC2-5SNU EC2-3NP EC2-4.5NP EC2-4.5NU EC2-5TNP EC2-4.5TNP EC2-5TNJ EC2-3NU  

	Description	High Insulation, High breakdown voltage, compact and lightweight, Surface mounting type 
 COMPACT AND LIGHTWEIGHT/ SMALL MOUNTING SIZE/ HIGH BREAKDOWN VOLTAGE
High Insulation/ High breakdown voltage/ compact and lightweight/ Surface mounting type
A/D Converter (A-D) IC; Resolution (Bits):24; Sample Rate:192kSPS; Input Channels Per ADC:8; Input Channel Type:Differential; Data Interface:Serial; Package/Case:48-LQFP RoHS Compliant: Yes
CONNECTOR ACCESSORY
Film Capacitor; Capacitor Type:Suppression; Voltage Rating:100VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.022uF; Capacitance Tolerance: 10%; Lead Pitch:5.00mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
COMPACT AND LIGHTWEIGHT, SMALL MOUNTING SIZE, HIGH BREAKDOWN VOLTAGE 小巧轻盈，小安装尺寸，高击穿电压


	File Size	100.40K  / 
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						 NEC Corp. 
 NEC, Corp.
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									TECHNOLOGY 

									(CHINA HK & SZ)
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	Part: EC21QS10-TE12L
	Maker: NIHON
	Pack: N/A
	Stock: 1538
	Unit price 
									for :
	    
									50: $0.17
	  
									100: $0.16
	1000: 
									$0.15
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 			 Full text search : High Insulation, High breakdown voltage, compact and lightweight, Surface mounting type COMPACT AND LIGHTWEIGHT/ SMALL MOUNTING SIZE/ HIGH BREAKDOWN VOLTAGE High Insulation/ High breakdown voltage/ compact and lightweight/ Surface mounting type A/D Converter (A-D) IC; Resolution (Bits):24; Sample Rate:192kSPS; Input Channels Per ADC:8; Input Channel Type:Differential; Data Interface:Serial; Package/Case:48-LQFP RoHS Compliant: Yes CONNECTOR ACCESSORY Film Capacitor; Capacitor Type:Suppression; Voltage Rating:100VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.022uF; Capacitance Tolerance: 10%; Lead Pitch:5.00mm; Leaded Process Compatible:Yes RoHS Compliant: Yes COMPACT AND LIGHTWEIGHT, SMALL MOUNTING SIZE, HIGH BREAKDOWN VOLTAGE 小巧轻盈，小安装尺寸，高击穿电压   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	RCMY 	Accurate Dimensions, High Insulation, High Voltage
	Vishay

	DE2A-L2-9 DE1A1B-1V DE1A1B-2V DE1A1B-3V DE1A1B-4V 	COMPACT HIGH-INSULATION POLARIZED POWER RELAY
	http://
NAIS[Nais(Matsushita Electric Works)]

	FTR-C1 FTR-C1CA012G FTR-C1CB012G FTR-C1GA012G FTR-	POWER RELAY 2 POLES-2A High Insulation/wide Gap
	Fujitsu Component Limited.

	AQV210EAX AQV210EHAZ AQV210EAZ AQV210EHAX 	High cost-performance DIP6-pin type, reinforced insulation available Computers
	Panasonic Semiconductor

	MG90V2YS40 	WIRE, ETFE, TEFZEL, 14AWG, WHITE, 100M; Area, conductor CSA:1.675mm2; Conductor make-up:37/0.250; Voltage rating, AC:600V; Current rating:23A; Colour, primary insulation:White; Material, primary insulation:Tefzel; Diameter, RoHS Compliant: Yes
N CHANNEL IGBT (HIGH POWER SWITCHING, MOTOR CONTROL APPLICATIONS)
	Toshiba Corporation
Toshiba Semiconductor

	EYP2BH145 EYP05BE115 EYP05BE101 EYP1BF145 EYP2BH11	Thermal Cutoffs (TCO)/ Thermal-links Small and Insulation Type High Reliability
	Panasonic Semiconductor

	ADJ12024 ADJ11005 ADJ11148 ADJ13048 ADJ13106 ADJ11	DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 24 V DC. 1 form C. 1 coil latching type. Sealed type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 5 V DC. 1 form C. 1 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 48 V DC. 1 form C. 1 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 48 V DC. 1 form C. 2 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 6 V DC. 1 form C. 2 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 12 V DC. 1 form C. 1 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 24 V DC. 1 form C. 1 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 12 V DC. 1 form C. 1 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 24 V DC. 1 form C. 1 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 24 V DC. 1 form C. 2 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 24 V DC. 1 form C. 2 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 48 V DC. 1 form C. 2 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 5 V DC. 1 form A. 1 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 6 V DC. 1 form C. 1 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 48 V DC. 1 form C. 1 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 5 V DC. 1 form C. 1 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 6 V DC. 1 form C. 1 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 5 V DC. 1 form C. 2 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 6 V DC. 1 form C. 2 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 12 V DC. 1 form C. 2 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 5 V DC. 1 form C. 2 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 12 V DC. 1 form C. 2 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 6 V DC. 1 form A. 1 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 12 V DC. 1 form A. 1 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 24 V DC. 1 form A. 1 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 48 V DC. 1 form A. 1 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 5 V DC. 1 form C. 1 coil latching type. Sealed type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 6 V DC. 1 form C. 1 coil latching type. Sealed type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 12 V DC. 1 form C. 1 coil latching type. Sealed type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 5 V DC. 1 form C. 2 coil latching type. Sealed type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 12 V DC. 1 form C. 2 coil latching type. Sealed type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 24 V DC. 1 form C. 2 coil latching type. Sealed type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 6 V DC. 1 form A. 1 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 48 V DC. 1 form A. 2 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 5 V DC. 1 form A. 2 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 48 V DC. 1 form A. 2 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 24 V DC. 1 form A. 2 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 6 V DC. 1 form A. 2 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 6 V DC. 1 form A. 2 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 12 V DC. 1 form A. 2 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 24 V DC. 1 form A. 2 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 12 V DC. 1 form A. 2 coil latching type. Flux-resistant type. Without test button.
	Matsushita Electric Works(Nais)

	HCMS-2902 HCMS-2903 HCMS-2904 HCMS-2911 HCMS-2912 	HCMS-2962 · High Performance CMOS 5 x 7 Alphanumeric Displays
HCMS-2961 · High Performance CMOS 5 x 7 Alphanumeric Displays
HCMS-2964 · High Performance CMOS 5 x 7 Alphanumeric Displays
HCMS-2963 · High Performance CMOS 5 x 7 Alphanumeric Displays
HCMS-2925 · High Performance CMOS 5 x 7 Alphanumeric Displays
HCMS-2924 · High Performance CMOS 5 x 7 Alphanumeric Displays
HCMS-2923 · High Performance CMOS 5 x 7 Alphanumeric Displays
HCMS-2922 · High Performance CMOS 5 x 7 Alphanumeric Displays
HCMS-2921 · High Performance CMOS 5 x 7 Alphanumeric Displays
HCMS-2915 · High Performance CMOS 5 x 7 Alphanumeric Displays
HCMS-2914 · High Performance CMOS 5 x 7 Alphanumeric Displays
HCMS-2913 · High Performance CMOS 5 x 7 Alphanumeric Displays
HCMS-2912 · High Performance CMOS 5 x 7 Alphanumeric Displays
HCMS-2911 · High Performance CMOS 5 x 7 Alphanumeric Displays
HCMS-2905 · High Performance CMOS 5 x 7 Alphanumeric Displays
HCMS-2904 · High Performance CMOS 5 x 7 Alphanumeric Displays
HCMS-2903 · High Performance CMOS 5 x 7 Alphanumeric Displays
HCMS-2902 · High Performance CMOS 5 x 7 Alphanumeric Displays
HCMS-2901 · High Performance CMOS 5 x 7 Alphanumeric Displays
HCMS-2975-HI000 · High Performance CMOS 5 x 7 Alphanumeric Displays
Bipolar Transistor; Collector Emitter Voltage, Vceo:350V; Transistor Polarity:NPN; Power Dissipation:1W; DC Current Gain Min (hfe):40; Collector Current:1A; Package/Case:3-TO-39; DC Current Gain Max (hfe):60; Terminal Type:5
T-PNP-SI-HV AF PWR AMP
High Performance CMOS 5 x 7 Alphanumeric Displays 高性能CMOS 5 × 7字母数字显示
	http://
Agilent (Hewlett-Packard)
HP[Agilent(Hewlett-Packard)]
Vishay Intertechnology, Inc.

	SB3H100-E3_54 SB3H100-E3_73 SB3H90 SB3H9008 SB3H10	High-Voltage Schottky Rectifier High Barrier Technology for Improved High Temperature Performance
	Vishay Siliconix

	KTC4527 	TRIPLE DIFFUSED NPN TRANSISTOR (HIGH VOLTAGE AND HIGH RELLABILITY HIGH SPEED SWITCHING, WIDE SOA)
	KEC Holdings
KEC[KEC(Korea Electronics)]

	KTC4526 	TRIPLE DIFFUSED NPN TRANSISTOR (HIGH VOLTAGE AND HIGH RELLABILITY HIGH SPEED SWITCHING, WIDE SOA)
	KEC Holdings
KEC(Korea Electronics)
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