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			 Related Part Number
	
					PART	Description	Maker
	2SC3923 	NPN Epitaxial Planar Silicon Transistors Switching Applications (with Bias Resistance)
	SANYO

	2SC3917 	NPN Epitaxial Planar Silicon Transistors Switching Applications (with Bias Resistance)
	SANYO

	IRFR5410TRLPBF IRFR5410TRPBF IRFR5410TRRPBF IRFR54	13 A, 100 V, 0.205 ohm, P-CHANNEL, Si, POWER, MOSFET, TO-252AA
Ultra Low On-Resistance
Ultra Low On-Resistance
   ULTRA LOW ON RESISTANCE
	International Rectifier

	FC130 	NPN Epitaxial Planar Silicon Composite Transistor Switching Applications (with Bias Resistance)
	SANYO[Sanyo Semicon Device]

	FC132 	NPN Epitaxial Planar Silicon Composite Transistor Switching Applications (with Bias Resistance)
	SANYO[Sanyo Semicon Device]

	1V5KE8V2CA 1V5KE8V2A 1V5KE36A 1V5KE30CA 1VKE62_CA 	Transient Voltage Suppressors 瞬态电压抑制器
Transient Voltage Suppressors 1500 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-201AE
Thick Film Resistor Network; Series:T914; Resistance:20kohm; Resistance Tolerance: /- 0.1%; Power Rating:0.4W; Operating Temperature Range:0 C to  70 C; Resistor Element Material:Thick Film; Temperature Coefficient:25 ppm RoHS Compliant: Yes
Thick Film Resistor Network; Series:T914; Resistance:10kohm; Resistance Tolerance: /- 0.1%; Power Rating:0.4W; Operating Temperature Range:0 C to  70 C; Resistor Element Material:Thick Film; Temperature Coefficient:25 ppm RoHS Compliant: Yes
TransientVoltageSuppressors
	Fairchild Semiconductor, Corp.
Fairchild Semiconductor Corporation
FairchildSemiconductor
FAIRCHILD[Fairchild Semiconductor]
http://

	2SK3018 	Low on-resistance. Fast switching speed. Silicon N-channel MOSFET Drive circuits can be simple.
	TY Semiconductor Co., Ltd

	DSP56364 DSP56364D 	RESISTOR, 330R 25PPM 0.1% 0805; Series:PCF-P; Resistance:330R; Tolerance,  resistance:0.1%; Power rating:0.1W; Temperature, operating range:-55
24-Bit Audio Digital Signal Processor
	Motorola, Inc.
Motorola  Inc

	ADG1419 ADG1419BCPZ-REEL7 ADG1419BRMZ ADG1419BRMZ-	2.1 &Omega; Max On Resistance &#177;15 V/12 V/&#177;5 V iCMOS SPDT Switch; Package: Micro SOIC; No of Pins: 8; Temperature Range: Ind SGL POLE DOUBLE THROW SWITCH, PDSO8
2.1 Ω On Resistance, ±15 V/ 12 V/±5 V iCMOS SPDT Switch
2.1 楼? On Resistance, 隆戮15 V/ 12 V/隆戮5 V iCMOS SPDT Switch
	Analog Devices, Inc.

	IRFP2410 	Fourth Generation HEXFETs from International Rectifier utilize advanced processing techniques to achieve the lowest possible on-resistance per silicon
	International Rectifier
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