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	Description	   3 AMP SURFACE MOUNT SCHOTTKY BARRIER RECTIFIER 
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	Part: B330
	Maker: 
	Pack: TO-214
	Stock: Reserved
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			 Related Part Number
	
					PART	Description	Maker
	X9119TV14-2.7T1 	Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP T&amp;R
	INTERSIL CORP

	INTERSILCORP-X9241AWSZT2 X9241AWSZT1 	Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70&deg;C; Package: 20-SOIC T&amp;R
	INTERSIL CORP

	ELH0021CK 	Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-QFN T&amp;R
	

	ICL320705 ICL3217IBZ ICL3207 ICL3207CA ICL3207CAZ 	Low Power,  3V To  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 24-SSOP T&amp;R TRIPLE LINE TRANSCEIVER, PDSO24
	Intersil, Corp.
INTERSIL[Intersil Corporation]
http://

	LT1800CS5TRMPBF 	80MHz, 25V/&#181;s Low Power Rail-to-Rail Input and Output Precision Op Amp; Package: SOT; No of Pins: 5; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 5000 uV OFFSET-MAX, 70 MHz BAND WIDTH, PDSO5
	Linear Technology, Corp.

	ISL9212A ISL9212AIRZ ISL9200EVAL1 ISL9212AIRZ-T 	Charging System Safety Circuit; Temperature Range: -40&deg;C to 85&deg;C; Package: 12-DFN T&amp;R SWITCHING REGULATOR, PDSO12
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	ISL9205IRZ-T 	Li-ion Battery Charger; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PQCC16
	Intersil, Corp.

	LT1014ISW LT1013CJ8 LT1013ACJ8 LT1013MJ8 LT1013ACH	Quad Precision Op Amp (LT1014) Dual Precision Op Amp (LT1013); Package: SO; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C QUAD OP-AMP, 400 uV OFFSET-MAX, PDSO16
	Linear Technology, Corp.

	ICL766005 ICL7660CBAZ ICL7660CBAZA ICL7660CPAZ ICL	CMOS Voltage Converters; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R SWITCHED CAPACITOR CONVERTER, 10 kHz SWITCHING FREQ-MAX, PDSO8
Simple Conversion of  5V Logic Supply to ±5V Supplies
	INTERSIL[Intersil Corporation]
Intersil, Corp.

	NCP1423DMR2G 	400 mA Sync&#8722;Rect PFM Step&#8722;Up DC&#8722;DC Converter with True&#8722;Cutoff and Ring&#8722;Killer 1.2 A SWITCHING REGULATOR, 600 kHz SWITCHING FREQ-MAX, PDSO10
	ON Semiconductor

	ISL29013IROZ-T7 	Light-to-Digital Output Sensor with High Sensitivity, Gain Selection, Interrupt Function and I2C Interface; Temperature Range: -40&deg;C to 85&deg;C; Package: 6-ODFN T&amp;R SPECIALTY ANALOG CIRCUIT, PDSO6
	Intersil, Corp.
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