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	Maker: MITSUBISHI
	Pack: SOP20
	Stock: 4692
	Unit price 
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	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	MT88E45 	4-Wire Calling Number Identification Circuit 2
	Zarlink

	MT88E41AE MT88E41AN MT88E41AS 	CMOS Extended Voltage Calling Number Identification Circuit (ECNIC) TELEPHONE CALLING NO IDENT CKT, PDSO20
	Zarlink Semiconductor Inc.
Zarlink Semiconductor, Inc.

	MT88E45 	Dual inputs (tip/ring and 4 wire) Extended Voltage Calling Number Identification Circuit for CLIP, CID and CIDCW applications (Type 2)
	Zarlink Semiconductor

	SC88E43 SC88E43S 	EXTENDED VOLTAGE CALLING NUMBER IDENTIFICATION CIRCUIT 2
	ETC

	MT88E43B 	Extended Voltage Calling Number Identification Circuit (ECNIC)(扩展电压主叫识别电路（接收传送的物理层信号）)
	Mitel Networks Corporation

	15-24-4449 	Connector; Number of Contacts:4; Pitch Spacing:0.2"; Number of Rows:1; Mounting Type:PCB; Gender:Header; Wire Size (AWG):22 4 CONTACT(S), MALE, POWER CONNECTOR, SOLDER
	Molex, Inc.

	MY51W MY51 MY51C MY51D MY51T 	Terminal Block; Number of Positions:3; Wire Size (AWG):14-4; Number of Contacts:3; Terminal Block Clamp Type:Power Distribution Block
YELLOW LED LAMPS
	MICRO-ELECTRONICS[Micro Electronics]

	1786580000 1786560000 0298360000 1749170000 029846	PCB Terminal; Number of Positions:2; Pitch Spacing:7.62"; Wire Size (AWG):10-26; Mounting Type:PCB; Number of Rows:1 MODULAR TERMINAL BLOCK, 1 ROW, 1 DECK
PCB terminal, TOP connection, Soldered connection, Clamping range, max.: 6 mm2, Pitch: 7.62 mm, No. of poles: 2, 180°, Box
	Weidmuller, Corp.

	IXTH6N80 IXTM6N80 6N80 IXTM6N80A IXTH6N80A 	   N-Channel Enhancement Mode
32-Bit Microcontroller IC; Controller Family/Series:(ARM9); Number of I/O Pins:24; ADC Channels:5; Number of Timers 8/12/16/32 Bits:0 / 0 / 2 / 1; Number of PWM Channels:1; Clock Speed:200MHz; Interfaces:AC97, I2S, SPI, UART, USB
	IXYS[IXYS Corporation]
ETC[ETC]

	163.7010.0352 163.7010.0452 163.7010.0152 163.7010	Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:3 RoHS Compliant: Yes
FKS-Coding plugs
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:2 RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:38; No. Strands x Strand Size:Solid; Approval Categories:J-W-1177/14; MW 35C (Heavy); Jacket Material:Polythermaleze; Leaded Process Compatible:Yes; Number of Conductors:1; Voltage Nom.:600V RoHS Compliant: Yes
	Littelfuse, Inc.

	UM66 	Music Calling Bell
	ETC

	CMX612 	Calling Line ID with VMWI
	CONSUMER MICROCIRCUITS LIMITED
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