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			AAT1152IKS-18-T1 - 850kHz 1A Synchronous Buck DC/DC Converter 850kHz 1A条同步降压DC / DC转换 Paired Cable; Number of Conductors:8; Conductor Size AWG:24; Number of Pairs:4; Jacket Color:White/Black; Leaded Process Compatible:Yes; Spool Length:1000ft RoHS Compliant: Yes Triaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Polyvinylchloride (PVC); Capacitance:17pF/ft; Conductor Material:Copper; Jacket Color:Black RoHS Compliant: Yes 
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	Description	850kHz 1A Synchronous Buck DC/DC Converter 850kHz 1A条同步降压DC / DC转换 
 Paired Cable; Number of Conductors:8; Conductor Size AWG:24; Number of Pairs:4; Jacket Color:White/Black; Leaded Process Compatible:Yes; Spool Length:1000ft RoHS Compliant: Yes
Triaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Polyvinylchloride (PVC); Capacitance:17pF/ft; Conductor Material:Copper; Jacket Color:Black RoHS Compliant: Yes
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			 Related Part Number
	
					PART	Description	Maker
	AAT1151IKS-1.0-T1 AAT1151IVN-1.0-T1 AAT1151IKS-1.8	850kHz 700mA Synchronous Buck DC/DC Converter 850kHz 700mA的同步降压DC / DC转换
	Advanced Analog Technology,lnc.
Advanced Analog Technology, Inc.

	AAT1152IKS-2.5-T1 	850kHz 1A Synchronous Buck DC/DC Converter
	ANALOGIC TECH

	AAT1151 	850kHz 700mA Synchronous Buck DC/DC Converter
	ANALOGIC TECH

	MCP1601 	The MCP1601 is a synchronous Buck (step-down) switching regulator that can continuously supply 500mA of load current. This DC/DC converter can provide output voltages of 0.9V to Vin with an operating efficiency that can exceed 92%. Althoug
500 mA Synchronous BUCK Regulator
From old datasheet system
	Microchip Technology

	ISL78200 ISL78200AVEZ 	2.5A Regulator with Integrated High-Side MOSFET for Synchronous Buck or Boost Buck Converter
	Intersil Corporation

	ISL78201AVEZ ISL78201EVAL1Z 	40V 2.5A Regulator with Integrated High-side MOSFET for Synchronous Buck or Boost Buck Converter
	Intersil Corporation

	SP6654 SP6654ER SP6654EU SP6654EU_TR SP6654ER_TR S	High Efficiency 800mA Synchronous Buck Regulator w/power good
High Efficiency 800mA Synchronous Buck Regulator Ideal for portable designs powered with Li Ion battery 高效00mA的同步降压稳压器的理想与锂离子电池供电的便携式设
	SIPEX[Sipex Corporation]
Exar, Corp.

	AOZ1024D AOZ1024DI 	EZBuck?/a> 4A Synchronous Buck Regulator
EZBuck 4A Synchronous Buck Regulator
EZBuck⑩ 4A Synchronous Buck Regulator
	Alpha & Omega Semiconductors

	LTC3522EUD 	Synchronous 400mA Buck-Boost and 200mA Buck Converters 0.85 A DUAL SWITCHING CONTROLLER, 1330 kHz SWITCHING FREQ-MAX, PQCC16
	Linear Technology, Corp.
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