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			AQV221N - PhotoMOS relay, RF (radio frequency) type, low C and R. AC/DC type. Output rating: load voltage 40 V, load current 150 mA. Surface mount terminal. Tape and reel packing style, picked from the 4/5/6-pin side. PhotoMOS relay, RF (radio frequency) type, low C and R. AC/DC type. Output rating: load voltage 40 V, load current 150 mA. Surface mount terminal. Tape and reel packing style, picked from the 1/2/3-pin side. PhotoMOS relay, RF (radio frequency) type, low C and R. AC/DC type. Output rating: load voltage 40 V, load current 150 mA. Surface mount terminal. Tube packing style. PhotoMOS relay, RF (radio frequency) type, low C and R. AC/DC type. Output rating: load voltage 40 V, load current 150 mA. Throuh hole terminal. Tube packing style. RF (Radio Frequency) Type Low C and R 
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	Part No.	AQV221N AQV221NAZ AQV221 AQV221NAX AQV221NA   

	Description	PhotoMOS relay, RF (radio frequency) type, low C and R. AC/DC type. Output rating: load voltage 40 V, load current 150 mA. Surface mount terminal. Tape and reel packing style, picked from the 4/5/6-pin side. 
 PhotoMOS relay, RF (radio frequency) type, low C and R. AC/DC type. Output rating: load voltage 40 V, load current 150 mA. Surface mount terminal. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, RF (radio frequency) type, low C and R. AC/DC type. Output rating: load voltage 40 V, load current 150 mA. Surface mount terminal. Tube packing style.
PhotoMOS relay, RF (radio frequency) type, low C and R. AC/DC type. Output rating: load voltage 40 V, load current 150 mA. Throuh hole terminal. Tube packing style.
RF (Radio Frequency) Type Low C and R
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						 Matsushita Electric Works(Nais) 
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	Part: AQV225A
	Maker: NAIS
	Pack: SOP6
	Stock: 3936
	Unit price 
									for :
	    
									50: $1.44
	  
									100: $1.37
	1000: 
									$1.30
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 			 Full text search : PhotoMOS relay, RF (radio frequency) type, low C and R. AC/DC type. Output rating: load voltage 40 V, load current 150 mA. Surface mount terminal. Tape and reel packing style, picked from the 4/5/6-pin side. PhotoMOS relay, RF (radio frequency) type, low C and R. AC/DC type. Output rating: load voltage 40 V, load current 150 mA. Surface mount terminal. Tape and reel packing style, picked from the 1/2/3-pin side. PhotoMOS relay, RF (radio frequency) type, low C and R. AC/DC type. Output rating: load voltage 40 V, load current 150 mA. Surface mount terminal. Tube packing style. PhotoMOS relay, RF (radio frequency) type, low C and R. AC/DC type. Output rating: load voltage 40 V, load current 150 mA. Throuh hole terminal. Tube packing style. RF (Radio Frequency) Type Low C and R   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AQV221 AQV221A AQV221AZ AQV225A AQV225AZ AQV225AX 	PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. AC/DC type. Output rating: load voltage 40 V, load current 80 mA. Throuh hole terminal. Tube packing style.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. AC/DC type. Output rating: load voltage 40 V, load current 80 mA. Surface-mount terminal. Tube packing style.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. AC/DC type. Output rating: load voltage 40 V, load current 80 mA. Surface-mount terminal. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. AC/DC type. Output rating: load voltage 80 V, load current 50 mA. Surface-mount terminal. Tube packing style.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. AC/DC type. Output rating: load voltage 80 V, load current 50 mA. Surface-mount terminal. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. AC/DC type. Output rating: load voltage 80 V, load current 50 mA. Surface-mount terminal. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. AC/DC type. Output rating: load voltage 80 V, load current 50 mA. Throuh hole terminal. Tube packing style.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. AC/DC type. Output rating: load voltage 40 V, load current 80 mA. Surface-mount terminal. Tape and reel packing style, picked from the 1/2/3-pin side.
	Matsushita Electric Works(Nais)

	AQY221N1SX AQY221N1SZ 	PhotoMOS relay, RF (radio frequency). C x R 20 type. AC/DC type. Output rating: load voltage 40 V, load current 120 mA.
	Matsushita Electric Works(Nais)

	AQW214A AQW215 AQW217 AQW212A AQW214 AQW210 AQW217	PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 60 V, load current 40 mA. Surface-mount terminal. Tape and reel packing style.
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 100 V, load current 300 mA. Surface-mount terminal. Tape and reel packing style.
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 60 V, load current 350 mA. Surface-mount terminal. Tape and reel packing style.
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 60 V, load current 350 mA. Surface-mount terminal. Tube packing style.
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 60 V, load current 350 mA. Through hole terminal. Tube packing style.
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 350 V, load current 120 mA. Surface-mount terminal. Tape and reel packing style.
GU (General Use) Type [2-Channel (Form A) Type]
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 450 V, load current 100 mA. Surface-mount terminal. Tape and reel packing style.
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]
2-Channel (Form A) Type

	AQW210SZ AQW210SX AQW214SX 	PhotoMOS relay, GU (general use), [2-channel (form A) type]. AC/DC type. Output rating: load voltage 350 V, load current 100 mA. Picked from the 5/6/7/8-pin side.
PhotoMOS relay, GU (general use), [2-channel (form A) type]. AC/DC type. Output rating: load voltage 350 V, load current 100 mA. Picked from the 1/2/3/4-pin side.
PhotoMOS relay, GU (general use), [2-channel (form A) type]. AC/DC type. Output rating: load voltage 400 V, load current 80 mA. Picked from the 1/2/3/4-pin side.
	Matsushita Electric Works(Nais)

	RA03M8894M RA03M8894M-101 RDHA710SE10A2FK 	889-941MHz 3.6W 7.2V, 2 Stage Amp. For PORTABLE RADIO
Radiation Hardended, Solid-State Relay with Buffered Inputs
	IRF
MITSUBISHI[Mitsubishi Electric Semiconductor]

	AQY212GSZ AQY212GS AQY212GSX 	PhotoMOS RELAYS
	NAIS[Nais(Matsushita Electric Works)]

	AQX21444 	PhotoMOS RELAYS
	Aromat
NAIS[Matsushita Electric Works(Nais)]
NAIS[Nais(Matsushita Electric Works)]

	AQY221N3V AQY221N3VW AQY221N3VY 	PhotoMOS RELAYS
	NAIS[Matsushita Electric Works(Nais)]

	EL1-P16 	Relay retaining bracket, with eject function and integrated equipment marking area (7.5 x 15 mm), to suit relay socket PR1, for 16 mm high miniature power relay and solid-state relay
	PHOENIX CONTACT

	RIF-1-RSC-LDP-24DC 	Pre-assembled relay module with screw connection, consisting of: relay base, relay retaining bracket, and power contact relay with test button, integrated status LED, and freewheeling diode.
	PHOENIX CONTACT

	AQV227N AQV224N AQV225N 	(AQV224N - AQV227N) PhotoMOS Relays
	Aromat

	AQV221 AQV221A AQV225 AQV225A 	(AQV221x - AQV225x) PhotoMOS Relays
	Aromat
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