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			ASX20009 - SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 6 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 6 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 12 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 6 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 12 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 9 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 12 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 12 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 9 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 6 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 4.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 9 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 6 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 6 V DC. HIGH SENSITIVITY RELAY WITH GUARANTEED LOW LEVEL SWITCHING CAPACITY 高灵敏度继电器低级交换机容量有保 SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 9 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 9 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 12 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 4.5 V DC. 
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	Part No.	ASX20009 ASX20012 ASX2001H ASX20003 ASX20006 ASX220A4HZ ASX20024 ASX2004H ASX200A03 ASX200A03Z ASX200A06 ASX200A06Z ASX200A09 ASX200A09Z ASX200A12 ASX200A12Z ASX200A1H ASX200A1HZ ASX200A24 ASX200A24Z ASX200A4H ASX200A4HZ ASX21003 ASX21006 ASX21009 ASX21012 ASX2101H ASX21024 ASX2104H ASX210A03 ASX210A03Z  

	Description	SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 24 V DC. 
 SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 4.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 6 V DC.
HIGH SENSITIVITY RELAY WITH GUARANTEED LOW LEVEL SWITCHING CAPACITY 高灵敏度继电器低级交换机容量有保
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 4.5 V DC.
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 			 Full text search : SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 6 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 6 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 12 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 6 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 12 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 9 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 12 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 12 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 9 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 6 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 4.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 9 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 6 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 6 V DC. HIGH SENSITIVITY RELAY WITH GUARANTEED LOW LEVEL SWITCHING CAPACITY 高灵敏度继电器低级交换机容量有保 SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 9 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 9 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 12 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 4.5 V DC.   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	M4S5H M4S5HA M4S3H M4S3HA M4S3HAW M4S3HW M4S9HW M4	DIL Pitch Terminals High Sensitivity Relay
	http://
DB Lectro Inc.
DBLECTRO[DB Lectro Inc]

	GH3-P006FNIL2 GH3-P006FNIL5 GH3-R006FNIL5 GH3-R006	Relay. Coil voltage 6VDC. Footprint special. Flux free. Coil sensitivity 0.36W. Duty version 2A.
Relay. Coil voltage 6VDC. Footprint special. Flux free. Coil sensitivity 0.36W. Duty version 5A.
Relay. Coil voltage 6VDC. Footprint regular. Flux free. Coil sensitivity 0.36W. Duty version 5A.
Relay. Coil voltage 6VDC. Footprint regular. Flux free. Coil sensitivity 0.36W. Duty version 2A.
Relay. Coil voltage 3VDC. Footprint special. Flux free. Coil sensitivity 0.2W. Duty version 2A.
Relay. Coil voltage 3VDC. Footprint special. Flux free. Coil sensitivity 0.2W. Duty version 5A.
Relay. Coil voltage 3VDC. Footprint special. Flux free. Coil sensitivity 0.45W. Duty version 2A.
Relay. Coil voltage 3VDC. Footprint special. Flux free. Coil sensitivity 0.45W. Duty version 5A.
Relay. Coil voltage 3VDC. Footprint special. Flux free. Coil sensitivity 0.36W. Duty version 2A.
Relay. Coil voltage 3VDC. Footprint special. Flux free. Coil sensitivity 0.36W. Duty version 5A.
Relay. Coil voltage 3VDC. Footprint special. Sealed. Coil sensitivity 0.2W. Duty version 2A.
Relay. Coil voltage 3VDC. Footprint special. Sealed. Coil sensitivity 0.45W. Duty version 2A.
Relay. Coil voltage 3VDC. Footprint special. Sealed. Coil sensitivity 0.2W. Duty version 5A.
Relay. Coil voltage 3VDC. Footprint special. Sealed. Coil sensitivity 0.45W. Duty version 5A.
Relay. Coil voltage 3VDC. Footprint special. Sealed. Coil sensitivity 0.36W. Duty version 2A.
Relay. Coil voltage 3VDC. Footprint special. Sealed. Coil sensitivity 0.36W. Duty version 5A.
Relay. Coil voltage 3VDC. Footprint regular. Flux free. Coil sensitivity 0.2W. Duty version 2A.
Relay. Coil voltage 3VDC. Footprint regular. Flux free. Coil sensitivity 0.2W. Duty version 5A.
Relay. Coil voltage 3VDC. Footprint regular. Flux free. Coil sensitivity 0.45W. Duty version 2A.
Relay. Coil voltage 3VDC. Footprint regular. Flux free. Coil sensitivity 0.45W. Duty version 5A.
Relay. Coil voltage 3VDC. Footprint regular. Flux free. Coil sensitivity 0.36W. Duty version 2A.
Relay. Coil voltage 3VDC. Footprint regular. Flux free. Coil sensitivity 0.36W. Duty version 5A.
Relay. Coil voltage 5VDC. Footprint special. Sealed. Coil sensitivity 0.45W. Duty version 5A.
Relay. Coil voltage 9VDC. Footprint special. Sealed. Coil sensitivity 0.45W. Duty version 5A.
Relay. Coil voltage 6VDC. Footprint special. Sealed. Coil sensitivity 0.45W. Duty version 5A.
Relay. Coil voltage 12VDC. Footprint special. Sealed. Coil sensitivity 0.45W. Duty version 5A.
Relay. Coil voltage 24VDC. Footprint special. Sealed. Coil sensitivity 0.45W. Duty version 5A.
Relay. Coil voltage 3VDC. Footprint regular. Sealed. Coil sensitivity 0.45W. Duty version 5A.
Relay. Coil voltage 5VDC. Footprint regular. Sealed. Coil sensitivity 0.45W. Duty version 5A.
Relay. Coil voltage 6VDC. Footprint regular. Sealed. Coil sensitivity 0.45W. Duty version 5A.
Relay. Coil voltage 9VDC. Footprint regular. Sealed. Coil sensitivity 0.45W. Duty version 5A.
Relay. Coil voltage 24VDC. Footprint regular. Sealed. Coil sensitivity 0.45W. Duty version 5A.
Relay. Coil voltage 12VDC. Footprint regular. Sealed. Coil sensitivity 0.45W. Duty version 5A.
Relay. Coil voltage 12VDC. Footprint regular. Flux free. Coil sensitivity 0.2W. Duty version 2A.
Relay. Coil voltage 12VDC. Footprint special. Flux free. Coil sensitivity 0.2W. Duty version 2A.
Relay. Coil voltage 9VDC. Footprint special. Flux free. Coil sensitivity 0.2W. Duty version 2A.
Relay. Coil voltage 3VDC. Footprint regular. Sealed. Coil sensitivity 0.2W. Duty version 5A.
Relay. Coil voltage 5VDC. Footprint special. Sealed. Coil sensitivity 0.2W. Duty version 5A.
Relay. Coil voltage 24VDC. Footprint special. Flux free. Coil sensitivity 0.2W. Duty version 5A.
Relay. Coil voltage 5VDC. Footprint regular. Flux free. Coil sensitivity 0.2W. Duty version 2A.
Relay. Coil voltage 9VDC. Footprint special. Sealed. Coil sensitivity 0.2W. Duty version 2A.
Relay. Coil voltage 5VDC. Footprint regular. Flux free. Coil sensitivity 0.2W. Duty version 5A.
Relay. Coil voltage 5VDC. Footprint special. Flux free. Coil sensitivity 0.2W. Duty version 5A.
Relay. Coil voltage 24VDC. Footprint special. Flux free. Coil sensitivity 0.2W. Duty version 2A.
Relay. Coil voltage 24VDC. Footprint special. Sealed. Coil sensitivity 0.2W. Duty version 5A.
Relay. Coil voltage 24VDC. Footprint special. Sealed. Coil sensitivity 0.2W. Duty version 2A.
Relay. Coil voltage 3VDC. Footprint regular. Sealed. Coil sensitivity 0.2W. Duty version 2A.
Relay. Coil voltage 12VDC. Footprint special. Sealed. Coil sensitivity 0.2W. Duty version 2A.
Relay. Coil voltage 12VDC. Footprint special. Sealed. Coil sensitivity 0.2W. Duty version 5A.
Relay. Coil voltage 6VDC. Footprint special. Flux free. Coil sensitivity 0.2W. Duty version 5A.
Relay. Coil voltage 6VDC. Footprint regular. Sealed. Coil sensitivity 0.45W. Duty version 2A.
Relay. Coil voltage 9VDC. Footprint special. Flux free. Coil sensitivity 0.36W. Duty version 5A.
Relay. Coil voltage 9VDC. Footprint regular. Flux free. Coil sensitivity 0.36W. Duty version 2A.
Relay. Coil voltage 5VDC. Footprint special. Flux free. Coil sensitivity 0.45W. Duty version 5A.
Relay. Coil voltage 5VDC. Footprint special. Flux free. Coil sensitivity 0.36W. Duty version 2A.
Relay. Coil voltage 5VDC. Footprint special. Flux free. Coil sensitivity 0.36W. Duty version 5A.
Relay. Coil voltage 6VDC. Footprint regular. Flux free. Coil sensitivity 0.2W. Duty version 5A.
Relay. Coil voltage 9VDC. Footprint regular. Flux free. Coil sensitivity 0.2W. Duty version 5A.
Relay. Coil voltage 24VDC. Footprint regular. Flux free. Coil sensitivity 0.2W. Duty version 5A.
Relay. Coil voltage 6VDC. Footprint regular. Sealed. Coil sensitivity 0.2W. Duty version 2A.
Relay. Coil voltage 6VDC. Footprint regular. Sealed. Coil sensitivity 0.2W. Duty version 5A.
Relay. Coil voltage 6VDC. Footprint regular. Flux free. Coil sensitivity 0.2W. Duty version 2A.
Relay. Coil voltage 9VDC. Footprint regular. Flux free. Coil sensitivity 0.2W. Duty version 2A.
	Global Components & Controls

	OM6059SB OM6056 OM6061SB OM6056SB OM6057SB OM6058S	High Current, High Voltage 500V ,  58 Amp N-Channel, MOSFET(大电流，高电压，500V , 58A，N沟道，MOS场效应管)
POWER MOSFETS IN A HERMETIC ISOLATED POWER BLOCK PACKAGE
100V Single N-Channel Hi-Rel MOSFET in a PB-3A package
500V Single N-Channel Hi-Rel MOSFET in a PB-3A package
600V Single N-Channel Hi-Rel MOSFET in a PB-3A package
200V Single N-Channel Hi-Rel MOSFET in a PB-3A package
	List of Unclassifed Manufacturers
International Rectifier
ETC[ETC]

	OM6050SJ OM6051SJ OM6052SJ OM6053SJ OM6054SJ OM605	High Current, High Voltage 1000V , 10 Amp N-Channel, MOSFET, High Energy Capability(大电流，高电压，1000V , 10A，N沟道，MOS场效应管（高能容量）) 高电流，高电000V0安培N沟道，MOSFET的高能能力（大电流，高电压，1000V0A条，沟道来说，MOS场效应管（高能容量）
HIGH CURRENT MOSFET IN ISOLATED, TO-267 HERMETIC PACKAGE, SIZE 7 DIE, LOW RDS(on)
500V Single N-Channel Hi-Rel MOSFET in a TO-267AA package
100V Single N-Channel Hi-Rel MOSFET in a TO-267AA package
600V Single N-Channel Hi-Rel MOSFET in a TO-267AA package
200V Single N-Channel Hi-Rel MOSFET in a TO-267AA package
	International Rectifier

	EL1-P16 	Relay retaining bracket, with eject function and integrated equipment marking area (7.5 x 15 mm), to suit relay socket PR1, for 16 mm high miniature power relay and solid-state relay
	PHOENIX CONTACT

	GP2L26 GP2L24 GP2L09 	RESISTOR, 511, 1%, 1/4W
Subminiature/ High Sensitivity Photointerrupter
SUBMINIATURE, HIGH SENSITIVITY PHOTOINTERRUPTER
	Sharp Corporation
Sharp Electrionic Components

	TX2-5V TX2-12V TX2-3V TX2-L-1.5V TX2-48V TX2-L2-H-	2 A CAPACITY RELAY WITH HIGH SURGE VOLTAGE & HIGH BREAKDOWN VOLTAGE 2阿继电器容量高浪涌电
RELAY, SOLID STATE 40A 240VAC
FILM/M CAPACITANCE=0.1 VOLT=63
2 A CAPACITY RELAY WITH HIGH SURGE VOLTAGE & HIGH BREAKDOWN VOLTAGE
	Nais(Matsushita Electric Wo...
Panasonic, Corp.
YEONHO Electronics Co., Ltd.
NAIS[Nais(Matsushita Electric Works)]
http://

	UM-1MJMESA 	High frequency fundamental SMD Crystal High pulling sensitivity (ppm/pF)
	QUARTZCOM the communications company

	AH3372-18 	HIGH VOLTAGE HIGH SENSITIVITY HALL EFFECT UNIPOLAR SWITCH
	Diodes Incorporated

	PC-815 	High Sensitivity, High Density Mounting Type Photocoupler
	N/A

	AH3776-SA-7 AH3776-P-A AH3776-P-7 AH3776-P-B AH377	HIGH-VOLTAGE, HIGH-SENSITIVITY HALL EFFECT LATCH
	Diodes Incorporated
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