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			 Related Part Number
	
					PART	Description	Maker
	FPF2172 	IntelliMAXAdvanced Load Management Products 0.3 A BUF OR INV BASED PRPHL DRVR, PDSO6
	Fairchild Semiconductor, Corp.

	ISL6334IRZ ISL6334CRZ ISL6334AIRZ ISL6620 ISL6620A	VR11.1, 4-Phase PWM Controller with Light Load Efficiency Enhancement and Load Current Monitoring
	Intersil Corporation

	AQY221R2SX AQY221R2SZ 	PhotoMOS relay, RF (radio frequency). 1 form A, R 10 type. Output rating: load voltage 40 V, load current 250 mA.
	Matsushita Electric Works(Nais)

	NCP45524 	ecoSWITCH Advanced Load Management: 6A Integrated Load Switch w/ Ultra-Low R&ltsub&gtON</sub>, V&ltsub&gtIN</sub> Range= 0.5V-13.5V, Power Good Out or Adj. Slew Rate, Adj. Discharge
	ON Semiconductor

	AQZ202V AQZ204V AQZ205V AQZ207V 	Power photoMOS relay with internal varistor. AC/DC type. Output rating: load voltage 60 V AC, 85 V DC, load current 1.0 A.
Power photoMOS relay with internal varistor. AC/DC type. Output rating: load voltage 30 V AC, 38 V DC, load current 2.0 A.
Power photoMOS relay with internal varistor. AC/DC type. Output rating: load voltage 140 V AC, 180 V DC, load current 0.5 A.
Power photoMOS relay with internal varistor. AC/DC type. Output rating: load voltage 17 V AC, 22 V DC, load current 3.0 A.
POWER PhotoMOS RELAYS with Internal Varistor 功率PhotoMOS继电器的内部电阻
	Matsushita Electric Works(Nais)
Nais(Matsushita Electric Works)
Nais(Matsushita Electric Wo...

	FTD1012 	Load Switching Applications 负荷开关应
P-Channel Silicon MOSFET Load Switching Applications
	Sanyo Electric Co., Ltd.
SANYO[Sanyo Semicon Device]

	FCR8.0MC5T 	   FCR(Built-in load capacitance/External load capacitance) series
	TDK Electronics

	AQY210EH AQY210EHA AQY214EHA AQY214EHAZ AQY210EHAX	PhotoMOS relay, GU (general use)-E type. 1-channel (form A). AC/DC type. I/O isolation voltage reinforced 5,000V. Output rating: load voltage 400 V, load current 120 mA.
PhotoMOS relay, GU (general use)-E type. 1-channel (form A). AC/DC type. I/O isolation voltage reinforced 5,000V. Output rating: load voltage 350 V, load current 130 mA.
GU (General Use)-E Type 1-Channel (Form A) 4-pin Type
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]

	BYT52A BYT52M BYT52 BYT52B BYT52D BYT52G BYT52J BY	INNOLINE: RP75-xxxxSB - Single Outputs up to 25A; Input/Output 1.6kVDC Isolation; Adjustable Output Voltage; No Minimum Load; Under -Voltage Lockout
- Adjustable Output Voltage, Independently Regulated Outputs- No Minimum Load- Industry Standard Footprint- Halt Tested- Compact 61.0 x
INNOLINE: RP75-S_DI - Single Output up to 20A Dual Outputs Total Current up to 15A up to 100% Load Imblance- Input/Output 1.6kVDC Isolation
Fast Silicon Mesa Rectifiers
From old datasheet system
	Vishay Intertechnology,Inc.
Vishay Telefunken
Vishay Siliconix

	AQV202 AQV202A AQV103 AQV103A AQV101 AQV101A AQV20	PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 150 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 4/5/6-pin side..
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 500 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 180 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 300 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 600 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 700 mA. Tape and reel packing style. picked from the 1/2/3-pin side.
ER 17C 17#16 PIN RECP
ER 8C 8#16 PIN RECP WALL
ER 17C 17#16 SKT RECP
ER 14C 14#16 SKT RECP WALL
ER 2C 2#8 SKT RECP WALL
HF (High Function) Type [1-Channel (Form A) Type]
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 700 mA. Tape and reel packing style. picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 600 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 180 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 300 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 500 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 1/2/3-pin side..
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 200 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 200 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 150 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
	Nais(Matsushita Electri...
ETC[ETC]
NAIS[Nais(Matsushita Electric Works)]
Matsushita Electric Works(Nais)

	AQV234AX AQV234AZ AQV234 AQV234A 	PhotoMOS relay, HS (high sensitivity) type [1-channel (form A) type]. Output rating: load voltage 400 V, load current 120 mA. Surface-mount terminal. Tube packing style.
PhotoMOS relay, HS (high sensitivity) type [1-channel (form A) type]. Output rating: load voltage 400 V, load current 120 mA. Surface-mount terminal. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HS (high sensitivity) type [1-channel (form A) type]. Output rating: load voltage 400 V, load current 120 mA. Surface-mount terminal. Tape and reel packing style, picked from the 1/2/3-pin side..
PhotoMOS relay, HS (high sensitivity) type [1-channel (form A) type]. Output rating: load voltage 400 V, load current 120 mA. Through hole terminal. Tupe packing style.
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]

	AQW454 AQW454AZ AQW454A AQW454AX 	PhotoMOS relay, HE (high-function economy) [2-channel (form B) type]. AC/DC type. Output rating: load voltage 400 V, load current 120 mA. Surface mount terminal. Picked from the 5/6/7/8-pin side.
PhotoMOS relay, HE (high-function economy) [2-channel (form B) type]. AC/DC type. Output rating: load voltage 400 V, load current 120 mA. Surface mount terminal. Picked from the 1/2/3/4-pin side.
PhotoMOS relay, HE (high-function economy) [2-channel (form B) type]. AC/DC type. Output rating: load voltage 400 V, load current 120 mA. Through hole terminal.
HE (High-function Economy) Type [2-Channel (Form B) Type] 他（高功能经济）类型[2通道（表B）型]
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]
Panasonic, Corp.
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