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			 Related Part Number
	
					PART	Description	Maker
	M22-2651646 M22-2655005 M22-2650505 M22-2650305 	16 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
2.00mm Pitch SIL Extended 2.4mm PC Tail Pin Header, 6mm board-stacking height, gold, 50-way 50 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
2.00mm Pitch SIL Extended 2.4mm PC Tail Pin Header, 6mm board-stacking height, gold, 5-way BOARD STACKING CONNECTOR, PLUG
3 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
	Harwin PLC
Weidmuller, Corp.
HARWIN INC

	AXK5S70047YG AXK6S70447YG AXK5S20047YG AXK5S30347Y	70 CONTACT(S), FEMALE, STRAIGHT BOARD STACKING CONNECTOR, SURFACE MOUNT, SOCKET ROHS COMPLIANT
70 CONTACT(S), MALE, STRAIGHT BOARD STACKING CONNECTOR, SURFACE MOUNT ROHS COMPLIANT
20 CONTACT(S), FEMALE, STRAIGHT BOARD STACKING CONNECTOR, SURFACE MOUNT, SOCKET ROHS COMPLIANT
AXK5S(P5KS) Socket(0.5mm pitch, 30-pin, Ni-barrier) (RoHS conforming); Height: For H=7,8,9mm 30 CONTACT(S), FEMALE, STRAIGHT BOARD STACKING CONNECTOR, SURFACE MOUNT, SOCKET
AXK5S(P5KS) Socket(0.5mm pitch, 60-pin, Ni-barrier) (RoHS conforming); Height: For H=4,5,6mm 60 CONTACT(S), FEMALE, STRAIGHT BOARD STACKING CONNECTOR, SURFACE MOUNT, SOCKET
AXK6S(P5KS) Header(0.5mm pitch, 30-pin, Ni-barrier) (RoHS conforming); Height: For H=5,8mm 30 CONTACT(S), MALE, STRAIGHT BOARD STACKING CONNECTOR, SURFACE MOUNT
AXK5S(P5KS) Socket(0.5mm pitch, 30-pin, Ni-barrier) (RoHS conforming); Height: For H=4,5,6mm 30 CONTACT(S), FEMALE, STRAIGHT BOARD STACKING CONNECTOR, SURFACE MOUNT, SOCKET
AXK6S(P5KS) Header(0.5mm pitch, 50-pin, Ni-barrier) (RoHS conforming); Height: For H=4,7mm 50 CONTACT(S), MALE, STRAIGHT BOARD STACKING CONNECTOR, SURFACE MOUNT
50 CONTACT(S), FEMALE, STRAIGHT BOARD STACKING CONNECTOR, SURFACE MOUNT, SOCKET
AXK6S(P5KS) Header(0.5mm pitch, 50-pin, Ni-barrier) (RoHS conforming); Height: For H=5,8mm
AXK6S(P5KS) Header(0.5mm pitch, 60-pin, for H=6,9mm,Ni-barrier) (RoHS conforming); Height: For H=6,9mm
AXK6S(P5KS) Header(0.5mm pitch, 40-pin, Ni-barrier) (RoHS conforming); Height: For H=4,7mm
AXK5S(P5KS) Socket(0.5mm pitch, 50-pin, Ni-barrier) (RoHS conforming); Height: For H=7,8,9mm
160 CONTACT(S), FEMALE, STRAIGHT BOARD STACKING CONNECTOR, SURFACE MOUNT, SOCKET
	Panasonic, Corp.
PANASONIC CORP

	54684-0704 	0.40mm (.016) Pitch Board-to-Board SlimStack Receptacle, Surface Mount, DualRow, Vertical Stacking, 3.50mm (.138) Stacking Height, 70 Circuits
	Molex Electronics Ltd.

	51338-0574 0513380574 	0.40mm (.016) Pitch Board-to-Board SlimStack Receptacle, Surface Mount, DualRow, Vertical Stacking, 1.50mm (.059) Stacking Height, with Space Saving J-BendLeads, 50 Circuits, Lead-free
	Molex Electronics Ltd.

	502430-2030 	0.40mm (.016) Pitch SlimStack Board-to-Board, Plug, SMT, Dual Row, Vertical Stacking, 1.00mm (.039) Stacking Height
0.40mm (.016") Pitch SlimStack Board-to-Board, Plug, SMT, Dual Row, Vertical Stacking, 1.00mm (.039") Stacking Height
	Molex Electronics Ltd.

	0546840904 54684-0904 	0.40mm (.016) Pitch Board-to-Board SlimStack?/a> Receptacle, Surface Mount, DualRow, Vertical Stacking, 3.50mm (.138) Stacking Height, 90 Circuits
0.40mm (.016) Pitch Board-to-Board SlimStack Receptacle, Surface Mount, DualRow, Vertical Stacking, 3.50mm (.138) Stacking Height, 90 Circuits
	Molex Electronics Ltd.

	55909-0274 0559090274 	0.40mm (.016) Pitch Board-to-Board SlimStack?/a> Plug, Surface Mount, Dual RowVertical Stacking, 1.50mm (.059) Stacking Height, Lead-free, 20 Circuits
0.40mm (.016) Pitch Board-to-Board SlimStack Plug, Surface Mount, Dual RowVertical Stacking, 1.50mm (.059) Stacking Height, Lead-free, 20 Circuits
	http://
Molex Electronics Ltd.

	55909-3474 0559093474 	0.40mm (.016) Pitch Board-to-Board SlimStack Plug, Surface Mount, Dual RowVertical Stacking, 1.50mm (.059) Stacking Height, Lead-free, 34 Circuits
0.40mm (.016) Pitch Board-to-Board SlimStack?/a> Plug, Surface Mount, Dual RowVertical Stacking, 1.50mm (.059) Stacking Height, Lead-free, 34 Circuits
	Molex Electronics Ltd.

	M52-5000345 	1.27mm Pitch SIL Vertical PC Tail Socket Assembly, 4.6mm height, gold, 3-way
	HARWIN INC

	87937-0106 0879370106 	2.54mm (.100) Pitch KK庐 Header, Single Row Dual Body, Through Hole, Vertical, 1 Circuits, 2.50渭m (100渭) Tin (Sn) Plating, 11.00mm (.433) Stacking Height
2.54mm (.100) Pitch KK? Header, Single Row Dual Body, Through Hole, Vertical, 1 Circuits, 2.50μm (100μ) Tin (Sn) Plating, 11.00mm (.433) Stacking Height
	Molex Electronics Ltd.
http://

	5-6123468-0 	.4mm, .5mm, .6mm, .8mm, Fine Pitch, Surface Mount, Stacking Bd-to-Bd Connectors; ON TAPING (EMBOSS) 0.5MM FS CONN TAB ASS ( Tyco Electronics )
	Tyco Electronics

	M20-9612645 M20-9601846 M20-9610445 M20-9972245 M2	2.54mm Pitch SIL Extended Pin Header, 16.8mm board-stacking height, gold (hi-temp mould), 26-way 26 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
2.54mm Pitch DIL Extended Pin Header, 16.8mm board-stacking height, tin, 18 18-way 36 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
2.54mm Pitch SIL Extended Pin Header, 16.8mm board-stacking height, gold (hi-temp mould), 4-way 4 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
2.54mm Pitch DIL Vertical PC Tail Pin Header, 8.5mm mating pin height, gold (hi-temp mould), 22 22-way 44 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
2.54mm Pitch SIL Extended Pin Header, 16.8mm board-stacking height, gold (hi-temp mould), 20-way 20 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
2.54mm Pitch SIL Extended Pin Header, 16.8mm board-stacking height, tin, 12-way 12 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
2.54mm Pitch DIL Vertical PC Tail Pin Header, 8.5mm mating pin height, tin, 3 3-way 6 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
2.54mm Pitch DIL Vertical PC Tail Pin Header, 8.5mm mating pin height, tin, 23 23-way 46 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
2.54mm Pitch DIL Extended Pin Header, 16.8mm board-stacking height, gold (hi-temp mould), 5 5-way 10 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
2.54mm Pitch SIL Extended Pin Header, 16.8mm board-stacking height, gold (hi-temp mould), 31-way 31 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
2.54mm Pitch DIL Vertical PC Tail Pin Header, 8.5mm mating pin height, tin, 37 37-way 74 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
2.54mm Pitch DIL Extended Pin Header, 16.8mm board-stacking height, tin, 7 7-way 14 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
	Harwin PLC
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