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			MCP6547 - The MCP6549 is an Open Drain, quad comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current of 600 nA and a maximum of 1 microamp and is 10V output capable. This device is offered in the sixteen lead The MCP6546 is an Open-Drain, single comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current ... The MCP6549 is an Open Drain, quad comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current ... The MCP6547 is an Open Drain, dual comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current of 600 nA and a maximum of 1 microamp and is 10V output capable. This device is offered in the eight lead PD The MCP6546 is an Open-Drain, single comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current of 600 nA and a maximum of 1 microamp and is 10V output capable. This device is offered in the eight lead The MCP6548 is an Open Drain, single comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current ... The MCP6547 is an Open Drain, dual comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current ... OPEN-DRAIN OUTPUT SUB-MICROAMP COMPARATORS 
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	Description	The MCP6549 is an Open Drain, quad comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current of 600 nA and a maximum of 1 microamp and is 10V output capable. This device is offered in the sixteen lead 
 The MCP6546 is an Open-Drain, single comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current ...
The MCP6549 is an Open Drain, quad comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current ...
The MCP6547 is an Open Drain, dual comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current of 600 nA and a maximum of 1 microamp and is 10V output capable. This device is offered in the eight lead PD
The MCP6546 is an Open-Drain, single comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current of 600 nA and a maximum of 1 microamp and is 10V output capable. This device is offered in the eight lead
The MCP6548 is an Open Drain, single comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current ...
The MCP6547 is an Open Drain, dual comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current ...
OPEN-DRAIN OUTPUT SUB-MICROAMP COMPARATORS
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 			 Full text search : The MCP6549 is an Open Drain, quad comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current of 600 nA and a maximum of 1 microamp and is 10V output capable. This device is offered in the sixteen lead The MCP6546 is an Open-Drain, single comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current ... The MCP6549 is an Open Drain, quad comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current ... The MCP6547 is an Open Drain, dual comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current of 600 nA and a maximum of 1 microamp and is 10V output capable. This device is offered in the eight lead PD The MCP6546 is an Open-Drain, single comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current of 600 nA and a maximum of 1 microamp and is 10V output capable. This device is offered in the eight lead The MCP6548 is an Open Drain, single comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current ... The MCP6547 is an Open Drain, dual comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current ... OPEN-DRAIN OUTPUT SUB-MICROAMP COMPARATORS   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	MCP6549 	(MCP6546 - MCP6549) Open-Drain Output Sub-Microamp Comparators
	Microchip Technology

	74LVC1G07GS 74LVC1G07GM 	Buffer with open-drain output LVC/LCX/Z SERIES, 1-INPUT NON-INVERT GATE, PDSO6
Buffer with open-drain output 漏极开路输出的缓冲
	NXP Semiconductors N.V.

	TC54VC1101ECBTR TC54VC1101ECTTR TC54VC1101EMBTR TC	Voltage detector, Nch open drain, 4.1V,  /-1%
Voltage detector, Nch open drain, 4.0V,  /-1%
Voltage detector, Nch output, 2.1V,  /-1%
Voltage detector, Nch open drain, 2.0V,  /-1%
Voltage detector, Nch output, 6.0V,  /-2%
Voltage detector, Nch open drain, 6.0V,  /-1%
Voltage detector, Nch output, 5.0V,  /-1%
Voltage detector, Nch open drain, 7.3V,  /-2%
Voltage detector, Nch output, 7.2V,  /-2%
Voltage detector, Nch open drain, 7.1V,  /-2%
Voltage detector, Nch output, 6.9V,  /-2%
1-CHANNEL POWER SUPPLY SUPPORT CKT, PSSO3
1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Voltage Detector 电压检测器
Voltage detector, Nch output, 1.8V,  /-1%
Voltage detector, Nch open drain, 1.8V,  /-1%
Voltage detector, Nch open drain, 7.0V,  /-2%
Voltage detector, Nch output, 7.0V,  /-2%
Voltage detector, Nch output, 7.1V,  /-2%
Voltage detector, Nch open drain, 7.2V,  /-2%
Voltage detector, Nch output, 7.3V,  /-2%
Voltage detector, Nch open drain, 5.0V,  /-1%
Voltage detector, Nch output, 2.0V,  /-1%
Voltage detector, Nch open drain, 2.1V,  /-1%
Voltage detector, Nch output, 4.0V,  /-1%
	http://
MICROCHIP[Microchip Technology]
Microchip Technology Inc.
Microchip Technology, Inc.

	NC7WZ07P6X NC7WZ07 NC7WZ07L6X 	TinyLogic&#63720; UHS Dual Buffer (Open Drain Outputs) LVC/LCX/Z SERIES, DUAL 1-INPUT NON-INVERT GATE, PDSO6
TinyLogic UHS Dual Buffer (Open Drain Outputs)
TinyLogic UHS Dual Buffer (Open Drain Outputs)
	Fairchild Semiconductor, Corp.
FAIRCHILD[Fairchild Semiconductor]

	74LVC3G07GT 74LVC3G07GD 	Triple buffer with open-drain output 3个有开漏输出的缓冲
Triple buffer with open-drain output LVC/LCX/Z SERIES, TRIPLE 1-INPUT NON-INVERT GATE, PDSO8
	NXP Semiconductors N.V.

	HCS05DMSR FN3557 HCS05MS HCS05D HCS05HMSR HCS05K H	Inverter, Hex, Open Drain, Rad-Hard, High-Speed, CMOS, Logic
From old datasheet system
JFET-N-CHANNEL SWITCH
Radiation Hardened Hex Inverter with Open Drain HC/UH SERIES, HEX 1-INPUT INVERT GATE, UUC14
JFET; Transistor Polarity:N Channel; Breakdown Voltage, V(br)gss:-30V; Zero Gate Voltage Drain Current Min, Idss:50mA; Gate-Source Cutoff Voltage Max, Vgs(off):-10V; Current Rating:50mA; Voltage Rating:30V
	INTERSIL[Intersil Corporation]
Intersil, Corp.
HARRIS SEMICONDUCTOR

	TC7SZ07AFS 	NON-Inverter (Open Drain)
	Toshiba Semiconductor

	74V2T07 74V2T07STR 	TRIPLE BUFFER (OPEN DRAIN)
	STMicroelectronics

	TC7PA05FU07 TC7PA05FU 	Dual Inverter (Open Drain)
	Toshiba Semiconductor

	STM6315SAW13F STM6315RGW13F STM6315SGW13F STM6315 	Open Drain Microprocessor Reset
	STMICROELECTRONICS[STMicroelectronics]

	74VHC0504 	HEX INVERTER (OPEN DRAIN)
	STMicroelectronics
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