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			SY89835UMG - 2.5V, 2GHz (3.2 Gbps) Ultra-Precision, Differential 1:2 LVDS Fanout Buffer with Internal Termination and Fail Safe Input 89835 SERIES, LOW SKEW CLOCK DRIVER, 2 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), DSO8 
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	Description	2.5V, 2GHz (3.2 Gbps) Ultra-Precision, Differential 1:2 LVDS Fanout Buffer with Internal Termination and Fail Safe Input 89835 SERIES, LOW SKEW CLOCK DRIVER, 2 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), DSO8 
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	Part: SY89835UMG
	Maker: MICREL
	Pack: MLF-8
	Stock: 47
	Unit price 
									for :
	    
									50: $1.16
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	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	L8231 L8231-21 L8231-22 L8231-23 L8231-32 L8231-44	2V; 0.2mW; laser diode: repectacle type, 1.3um, 1.25, 2.5Gbps. For optical fiber communications, fiber channel, gigabit ethernet, HDTV, SDH
Receptacle type, 1.3 レm, 1.25, 2.5 Gbps 插座类型.3レ米.25.5 Gbps
CAP 1.5PF 50V  /-0.25PF C0G SMD-0402 TR-7-PA SN100 插座类型.3レ米.25.5 Gbps
Receptacle type/ 1.3 m/ 1.25/ 2.5 Gbps
Receptacle type, 1.3 m, 1.25, 2.5 Gbps
Receptacle type 1.3 m 1.25 2.5 Gbps
Receptacle type, 1.3 μm, 1.25, 2.5 Gbps
FIBER OPTIC LASER DIODE EMITTER, 1250Mbps, PANEL MOUNT, SC CONNECTOR
	Hamamatsu Photonics K.K.
HAMAMATSU[Hamamatsu Corporation]

	BCM8220 BCM8220_04 BCM822004 	2.488/2.667-Gbps SONET/SDH Transceiver
2.488/ 2.667 GBPS ULTRA LOW POWE SONET/SDH TRANSCEIVER
2.488/2.667 GBPS ULTRA LOW POWER SONET/SDH TRANSCEIVER
	ETC
BOARDCOM[Broadcom Corporation.]

	DS100BR111SQ/NOPB DS100BR111SQE/NOPB DS100BR111-14	&ltfont color=red>[Old version datasheet]</font>   Ultra Low Power 10.3 Gbps 1-Lane Repeater with Input Equalization and Output De-Emphasis
	TI store

	2SC4043S 2SC3838 2SC3838K 2SC4083 2SC4726 2SC5662 	High-Frequency Amplifier Transistor(11V 50mA 3.2GHz)
High-Frequency Amplifier Transistor(11V, 50mA, 3.2GHz)
High-Frequency Amplifier Transistor(11V/ 50mA/ 3.2GHz)
Transistors > Small Signal Bipolar Transistors(up to 0.6W)
	ROHM[Rohm]

	VSC8239 	9.953 Gbps to 11.3 Gbps Dual XFP Signal Conditioner
	Vitesse Semiconductor Corporation

	MGFK35V2732 K352732 	12.7-13.2GHz BAND 3W INTERNALLY MATCHED GaAs FET
12.7~13.2GHZ BAND 3W INTERNALLY  MATCHED GAAS FET
From old datasheet system
	Mitsubishi Electric Corporation
MITSUBISHI[Mitsubishi Electric Semiconductor]

	LTC6401-8 LTC6401CUD-8-PBF LTC6401CUD-8-TRPBF LTC6	2GHz Low Noise, Low Distortion Differential ADC Driver for DC-140MHz; Package: QFN; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C 1-CH 16-BIT PROPRIETARY METHOD ADC, PARALLEL ACCESS, PQCC16
2.2GHz Low Noise, Low Distortion Differential ADC Driver for DC-140MHz
	Linear Technology, Corp.

	LT-74D73D-PG 	3.3V, 1.25 Gbps 1490 nm Continuous-Mode TX / 1.25 Gbps 1310 nm Burst-Mode RX 2X5 SFF Package, GE-PON OLT Transceiver (IEEE 802.3ah-2004 1000BASE PX10)
	Optoway Technology Inc.

	TPD08-0.5G02S 	0.5-2GHz 8-Way Power Divider
	Transcom, Inc.

	SPB-2026Z 	1.7-2.2GHz 2W InGaP Amplifier
	SIRENZA MICRODEVICES

	YMU757B 	1-4 CABLE/SATELLITE TV   SPLITTER, 2GHZ
	Yamaha Corporation



				
	 
	 Related keyword From Full Text Search System
	

					
						SY89835UMG ic equivalent	
						SY89835UMG rail	
						SY89835UMG china datasheet	
						SY89835UMG semicon	
						SY89835UMG Integrated
	
						SY89835UMG Analog	
						SY89835UMG Bipolar	
						SY89835UMG differential	
						SY89835UMG bookmark	
						SY89835UMG Band


				
	 



		 


	
		
Price & Availability of SY89835UMG 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.14718890190125















