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			 Related Part Number
	
					PART	Description	Maker
	73412-0110 	RF/Coaxial Connector; RF Coax Type:Microaxial RoHS Compliant: Yes BOARD TERMINATED, MALE, RF CONNECTOR, SURFACE MOUNT, RECEPTACLE
	Molex, Inc.

	ZM330-Z ZM200X ZM200-Y ZM200-Z ZM220-Y ZM220-Z ZM2	RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Clamp; Impedance:50ohm; Body Style:Straight Plug; RG Cable Type:8, 9, 213, 214; Body Material:Brass; Body Plating:Silver; Connector Retention Style:Clamp RoHS Compliant: Yes 1瓦表面贴装稳压二极管
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????)
RF/Coaxial Connector; RF Coax Type:N; Impedance:50ohm; Body Style:Panel Flanged Jack RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Clamp; Impedance:50ohm; Body Style:Straight Jack; RG Cable Type:8, 9, 87A, 144, 165, 213, 214, 216, 225; Body Material:Brass; Body Plating:Nickel RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:N; Impedance:50ohm; Body Style:Panel Flanged Receptacle; Body Material:Brass; Contact Plating:Silver; Series:N; Operating Temperature Range  /-:65 C to  165 C; Voltage Rating:1500V RoHS Compliant: Yes
N STR JACK,NICKEL PLATE,LMR240 RoHS Compliant: Yes
1WATT SURFACE MOUNT ZENER DIODE
	Formosa Microsemi Co., Ltd.
美丽微半导体有限公司
FORMOSA[Formosa MS]

	MB30 MB15 MBP30 MB20 MB40 MBS40A100KI MBC15 MBC20 	Micro Power Resistors
RF/Coaxial Connector; RF Coax Type:MCX; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:316DB RoHS Compliant: Yes
	List of Unclassifed Man...
List of Unclassifed Manufacturers
Diodes Incorporated
ETC[ETC]
Electronic Theatre Controls, Inc.

	PIC16C620-20I_P PIC16C622A-20I/SS PIC16C622A-20I/S	CENTRONICS PARALLEL CBLS 36 PIN M - 36 PIN M 存储器为基础位CMOS微控制器
Thin non-lighted SPST, red button, "o -" 存储器为基础位CMOS微控制器
Subminiature PCB fuse, solderable into PCBs or fuseholder; Voltage Rating: 125V; Current Rating: 0.1A; Characteristic: Fast Acting 存储器为基础位CMOS微控制器
EPROM-Based 8-Bit CMOS Microcontroller 存储器为基础位CMOS微控制器
存储器为基础CMOS微控制器
SUR ABSORBER 14MM 390V 4500A ZNR
NPN Silicon Small Signal Transistor; General Purpose; Package: TO-18; Collector Emitter Voltage, VCEO: 40V; Continuous Collector Current, IC: 800mA; Emitter-Base Voltage, VEBO: 6.0V; DC Current Gain Min (hfe): 75
CAP 0.27UF 50V 10% NP0(C0G) SMD-1825 BULK TIN/LEAD/ALLOY S-MIL-PRF-55681
Mini non-lighted SPDT, 2pos, unprinted
CONNECTOR ACCESSORY
RF/Coaxial Connector Adapter; RF Coax Type:SMA; Body Style:Straight Adapter, Plug-Jack RoHS Compliant: Yes
SMD BRIDGE RECTIFIER
Small Signal Transistor General Purpose, NPN AMPL/SWITCH
NPN Silicon Small Signal Transistor; General Purpose; Package: TO-18; Collector Emitter Voltage, VCEO: 40V; Continuous Collector Current, IC: 800mA; Emitter-Base Voltage, VEBO: 6.0V; DC Current Gain Min (hfe): 75
Coaxial Inter Series Adaptor; Convert From:N Jack; Convert To:SMA Plug RoHS Compliant: Yes
RF/Coaxial Connector Adapter; RF Coax Type:SMA; Body Style:Straight Adapter, Plug-Plug RoHS Compliant: Yes
RF/Coaxial Connector Adapter; RF Coax Type:SMA; Body Style:Straight Bulkhead Adapter, Jack-Jack RoHS Compliant: Yes
RF Coaxial Connector Adapter; Convert From:SMA Jack; Convert To:SMB Plug RoHS Compliant: Yes
	Microchip Technology, Inc.
Microchip Technology Inc.

	DU2840S NJG1309VB2-C1 NJG1309VB2-C2 NJG1309VB2-C7 	   RF MOSFET Power Transistor, 4OW, 28V 2 - 175 MHz
RF M??SFET Power Transistor, 4OW, 28V 2 - 175 MHz
RF Coaxial Connector Adapter; Convert From:Jack; Convert To:Jack; Body Style:Straight Adapter, Jack-Jack; Impedance:50ohm RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:UHF; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:58, 58A, 58C, 141, 303, LMR195, Belden 7806A RoHS Compliant: Yes
RF M’OSFET Power Transistor, 4OW, 28V 2 - 175 MHz
RF/Coaxial Connector; RF Coax Type:UHF; Contact Termination:Crimp; Impedance:50ohm; Body Style:Straight Plug; RG Cable Type:58 RoHS Compliant: Yes
RF MOSFET Power Transistor/ 4OW/ 28V 2 - 175 MHz
	Tyco Electronics

	ZM33064 ZM33064C ZM33064G ZM33064N8 	RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Clamp; Impedance:50ohm; Body Style:Straight Plug; RG Cable Type:8, 9, 87A, 213, 214, 225; Body Material:Brass; Body Plating:Nickel; Connector Retention Style:Clamp RoHS Compliant: Yes
SUPPLY VOLTAGE MONITOR
	ZETEX[Zetex Semiconductors]
http://

	CY7C008V-2 CY7C009V CY7C009V-15AC CY7C009V-20AC CY	Memory : Dual-Ports
RF/Coaxial Connector; RF Coax Type:7/16; Contact Termination:Blunt Post; Body Style:Panel Flanged Receptacle RoHS Compliant: Yes
TNC Coaxial Connector; Body Style:Straight Terminator RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; No. of Contacts:55; Connector Shell Size:23; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
3.3V 64K/128K x 8/9 Dual-Port Static RAM 128K X 9 DUAL-PORT SRAM, 15 ns, PQFP100
TNC CAP AND CHAIN 128K X 8 DUAL-PORT SRAM, 25 ns, PQFP100
	CYPRESS[Cypress Semiconductor]
Cypress Semiconductor Corp.
Cypress Semiconductor, Corp.

	HZM56ZFA HZM5.6ZFA 	surface mount silicon Zener diodes 表面贴装硅稳压二极管
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight Bulkhead Jack; RG Cable Type:59, 62, 140, 210, Belden 8241, 8263, 8279, 9209 RoHS Compliant: Yes
Silicon Epitaxial Planar Zener Diode for Surge Absorb
	Hitachi,Ltd.
HITACHI[Hitachi Semiconductor]

	M36W108AT120ZM6T M36W108AB100ZM6T M36W108AT100ZM6T	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Leaded Process Compatible:Yes RoHS Compliant: Yes
Low-Smoke Zero-Halogen (LSZH) Shipboard Precision Low-Loss Serial Analog & Digital Video Coax Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid RoHS Compliant: Yes
8 Mbit 1Mb x8, Boot Block Flash Memory and 1 Mbit 128Kb x8 SRAM Low Voltage Multi-Memory Product 81兆8，启动块闪存1兆位128KB的x8 SRAM的低电压多媒体存储产
	意法半导
STMicroelectronics N.V.

	87310B 87300C 87300D 87301B 87300B 87301D 87301C 8	87310B Coaxial Hybrid Coupler, 90 Degree, 1 GHz to 18 GHz
87300C Coaxial Directional Coupler, 1 GHz to 26.5 GHz
87300D Coaxial Directional Coupler, 6 to 26.5 GHz
87301B Coaxial Directional Coupler, 10 to 46 GHz
87300B Coaxial Directional Coupler, 1 GHz to 20 GHz
87301D Coaxial Directional Coupler, 1 GHz to 40 GHz
87301C Coaxial Directional Coupler, 10 to 50 GHz
87301E Coaxial Directional Coupler, 2 GHz to 50 GHz
	Agilent (Hewlett-Packard)

	PZM5.6N PZM51N PZM30N PZM68N PZM22N PZM2.7N PZM39N	   Voltage regulator diodes
Voltage regulator diodes 43 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 24 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 6.8 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 2.4 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 4.7 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 6.2 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 5.1 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 稳压二极
Voltage regulator diodes 3 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:6, Belden 9248, 1694A RoHS Compliant: Yes
BNC RECEPTACLE RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:TNC; Contact Termination:Solder; Body Style:Straight Bulkhead Jack; RG Cable Type:174, 188, 316 RoHS Compliant: Yes
Voltage Regulator  Diodes(稳压二极
BNC Adapter; Body Style:Right Angle Bulkhead Adapter, Jack-Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
	Renesas Electronics, Corp.
NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]
http://

	ADM809MART ADM809JART ADM809RART ADM809TART 	   Microprocessor Supervisory Circuit in 3-Pin SOT-23
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Impedance:50ohm; Body Style:Straight; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes 微处理器监控电路引脚SOT - 23
Microprocessor Supervisory Circuit in 3-Pin SOT-23 微处理器监控电路引脚SOT - 23
SRAM Nonvolatile Controller IC for 4 SRAM Banks 16-SOIC -40 to 85
	Analog Devices, Inc.
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