

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						ON2189			BR356			DC10YWA			70280			0524D			BZX84C			M2002			2N1794			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			ZL20200LDF - Dual Band IS136/AMPS Transceiver 



		
			
					
						
						[image: ZL20200LDF_734091.PDF Datasheet]



					
				
					 		
	Part No.	ZL20200LDF ZL20200LDG ZL2020006 ZL20200LDG1 ZL20200 ZL20200LDF1   

	Description	Dual Band IS136/AMPS Transceiver 
 

	File Size	481.40K  / 
						51 Page	 
	

						Maker	
						[image: ]


						 ZARLINK[Zarlink Semiconductor Inc] 
  
						










	
						
						




						

	Homepage	
						http://www.zarlink.com/
	Download	[ 
						ZL20200LDF ZL20200LDG ZL2020006 ZL20200LDG1 ZL20200 ZL20200LDF1  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						ZL20200LDF ZL20200LDG ZL2020006 ZL20200LDG1 ZL20200 ZL20200LDF1  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[ZL20200LDF ZL20200LDG ZL2020006 ZL20200LDG1 ZL20200 ZL20200LDF1  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for ZL20200LDF ] 


					[ Price & Availability of ZL20200LDF by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Dual Band IS136/AMPS Transceiver   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	MAX417CPA MAX4166ELAT MAX4128EUA MAX4266ESA MAX441	Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps DUAL OP-AMP, 5000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDIP8
High-Output-Drive, Precision, Low-Power, Single-Supply, Rail-to-Rail I/O Op Amps with Shutdown OP-AMP, 4900 uV OFFSET-MAX, 5 MHz BAND WIDTH, DSO8
Single/Dual/Quad, Wide-Bandwidth, Low-Power, Single-Supply Rail-to-Rail I/O Op Amps DUAL OP-AMP, 4700 uV OFFSET-MAX, 25 MHz BAND WIDTH, PDSO8
Ultra-Low-Distortion, Single-Supply, 300MHz Op Amps with Enable OP-AMP, 9000 uV OFFSET-MAX, 700 MHz BAND WIDTH, PDSO8
Low-Power,  3V/ 5V, 400MHz Single-Supply Op Amps with Rail-to-Rail Outputs OP-AMP, 6000 uV OFFSET-MAX, PDSO8
Single/Dual/Triple/Quad Operational Amplifiers QUAD OP-AMP, 25000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDIP14
Single/Dual/Triple/Quad Operational Amplifiers DUAL OP-AMP, 3000 uV OFFSET-MAX, 0.48 MHz BAND WIDTH, PDSO8
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps DUAL OP-AMP, 5000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDSO8
740MHz, Low-Noise, Low-Distortion Op Amps in SOT23-5 OP-AMP, 6000 uV OFFSET-MAX, 740 MHz BAND WIDTH, PDSO8
UCSP, Single-Supply, Low-Noise, Low-Distortion, Rail-to-Rail Op Amps OP-AMP, 750 uV OFFSET-MAX, 3 MHz BAND WIDTH, PDSO5
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 3000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDSO8
Single/Dual/Quad, General-Purpose, Low-Voltage, Rail-to-Rail Output Op Amps OP-AMP, 6000 uV OFFSET-MAX, 1.3 MHz BAND WIDTH, PDSO5
SOT23, Low-Noise, Low-Distortion, Wide-Band, Rail-to-Rail Op Amps QUAD OP-AMP, 750 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO14
SOT23, Low-Noise, Low-Distortion, Wide-Band, Rail-to-Rail Op Amps QUAD OP-AMP, 750000 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO14
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 950 uV OFFSET-MAX, 0.04 MHz BAND WIDTH, PDSO8
500MHz, Low-Power Op Amps OP-AMP, 8000 uV OFFSET-MAX, 500 MHz BAND WIDTH, PDSO8
Single/Dual/Triple/Quad Operational Amplifiers QUAD OP-AMP, 7000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDSO16
Micropower, SOT23, Rail-to-Rail, Fixed-Gain GainAmp Open-Loop GainAmps Op Amps DUAL OP-AMP, 3500 uV OFFSET-MAX, 4 MHz BAND WIDTH, PDSO8
Single/Dual/Quad, 270MHz, 1mA, SOT23, Current-Feedback Amplifiers with Shutdown OP-AMP, 7000 uV OFFSET-MAX, 245 MHz BAND WIDTH, PDSO8
SOT23, Rail-to-Rail, Fixed-Gain, Gain Amps/Open-Loop Op Amps
	Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	KG GP1R 	CDMA/AMPS dual Band IF Receiver for Digital Phones
Dual Mode CDMA/AMPS Baseband Interface
	Mitel Networks Corporat...
Mitel Networks Corporation

	TQ3M31 	832-894 MHz & 1930-1990 MHz Dual Band LNA
From old datasheet system
Dual Band LNA: 2.8V, Cellular and PCS Band CDMA/AMPS LNA IC
	TRIQUINT[TriQuint Semiconductor]
TriQuint Semiconductor,Inc.

	LT1211IN8 LT1211ACN8 	14MHz, 7V/us, Single Supply Dual and Quad Precision Op Amps DUAL OP-AMP, 700 uV OFFSET-MAX, 14 MHz BAND WIDTH, PDIP8
14MHz, 7V/us, Single Supply Dual and Quad Precision Op Amps DUAL OP-AMP, 425 uV OFFSET-MAX, 14 MHz BAND WIDTH, PDIP8
	Linear Technology, Corp.

	SCH-8500 	DUAL BAND(PCS AMPS) PORTABLE TELEPHONE
	Samsung

	MAX412 MAX412BCPA MAX412BCSA MAX412BEPA MAX412BESA	Single/Dual/Quad, 28MHz, Low-Noise, Low-Voltage, Precision Op Amps DUAL OP-AMP, 350 uV OFFSET-MAX, 28 MHz BAND WIDTH, PDIP8
Single/Dual/Quad / 28MHz / Low-Noise / Low-Voltage / Precision Op Amps
Single/Dual/Quad 28MHz Low-Noise Low-Voltage Precision Op Amps
	Maxim Integrated Produc...
MAXIM INTEGRATED PRODUCTS INC
运算放大
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	LT1213ACN8 LT1213MJ8 LT12131 LT1213AMJ8 LT1213CS8P	28MHz, 12V/ms, Single Supply Dual and Quad Precision Op Amps
28MHz, 12V/&#181;s, Single Supply Dual and Quad Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 650 uV OFFSET-MAX, 28 MHz BAND WIDTH, PDSO8
	Linear Integrated Systems
Linear Technology, Corp.

	ISL28248FUZ-T7 ISL28148FHZ-T7 ISL28148FHZ-T7A ISL2	4.5MHz, Single Dual and Quad Precision Rail-to-Rail Input-Output RRIO Op Amps with Very Low Input Bias Current
4.5MHz, Dual Precision Rail-to-Rail Input-Output (RRIO) Op Amps with Very Low Input Bias Current; Temperature Range: Full-Range Ind; Package: 8-SOIC DUAL OP-AMP, 4.5 MHz BAND WIDTH, PDSO8
QUAD OP-AMP, 4.5 MHz BAND WIDTH, PDSO14
	Intersil Corporation
http://
Intersil, Corp.

	QCPM-9804 	PCS / CDMA / AMPS Dual-Band Tri-Mode Power Amplifier Module
	Agilent (Hewlett-Packard)

	MAFLCC0003-TB MAFLCC0003-TR 	Low Cost SMT Dual Band Diplexer AMPS/PCS and GSM/DCS
	Tyco Electronics

	LT6203IS8 LT6203IMS8 LT6202CS5 	Rail-to-Rail Input and Output, Ultralow 1.9n Root Hz Noise, Low Power Op Amps DUAL OP-AMP, 7500 uV OFFSET-MAX, 90 MHz BAND WIDTH, PDSO8
Single/Dual/Quad 100MHz, Rail-to-Rail Input and Output, Ultralow 1.9nVrtHz Noise, Low Power Op Amps; Package: SOT; No of Pins: 5; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 7300 uV OFFSET-MAX, 95 MHz BAND WIDTH, PDSO5
	Linear Technology, Corp.
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