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			ZM4744 - RF/Coaxial Connector; RF Coax Type:Twinaxial; Contact Termination:Clamp/Solder; Body Style:Straight Plug; RG Cable Type:58, 58A, 58C, 141, 303, LMR195, Belden 7806A RoHS Compliant: Yes BNC Adapter; Body Style:Straight Adapter, Jack-Jack; Contact Termination:Clamp/Solder; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes Male Cap; For Use With:75 Ohm Female receptacles; Accessory Type:BNC Accessory; Contact Plating:Nickel; Gender:Male; Impedance:75ohm RoHS Compliant: Yes SILICON PLANAR POWER ZENER DIODES 



		
			
					
						
						[image: ZM4744_23622.PDF Datasheet]



					
				
					 		
	Part No.	ZM4744 ZM4735 ZM4746 ZM4748 ZM4737 ZM4731 ZM4729 ZM4738 ZM4752 ZM4756 ZM4762 ZM4740 ZM4761 ZM4749 ZM4747 ZM4728 ZM4764 ZM4741 ZM4742 ZM4743 ZM4745 ZM4734 ZM4739 ZM4760 ZM4763 ZM4730 ZM4732 ZM4733 ZM4736 ZM4750 ZM4751  

	Description	RF/Coaxial Connector; RF Coax Type:Twinaxial; Contact Termination:Clamp/Solder; Body Style:Straight Plug; RG Cable Type:58, 58A, 58C, 141, 303, LMR195, Belden 7806A RoHS Compliant: Yes 
 BNC Adapter; Body Style:Straight Adapter, Jack-Jack; Contact Termination:Clamp/Solder; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
Male Cap; For Use With:75 Ohm Female receptacles; Accessory Type:BNC Accessory; Contact Plating:Nickel; Gender:Male; Impedance:75ohm RoHS Compliant: Yes
SILICON PLANAR POWER ZENER DIODES
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	Part: ZM4744A
	Maker: ST
	Pack: 07+
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.06
	  
									100: $0.06
	1000: 
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 			 Full text search : RF/Coaxial Connector; RF Coax Type:Twinaxial; Contact Termination:Clamp/Solder; Body Style:Straight Plug; RG Cable Type:58, 58A, 58C, 141, 303, LMR195, Belden 7806A RoHS Compliant: Yes BNC Adapter; Body Style:Straight Adapter, Jack-Jack; Contact Termination:Clamp/Solder; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes Male Cap; For Use With:75 Ohm Female receptacles; Accessory Type:BNC Accessory; Contact Plating:Nickel; Gender:Male; Impedance:75ohm RoHS Compliant: Yes SILICON PLANAR POWER ZENER DIODES   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	ZM-PTZ9.1B ZM-PTZ10B ZM-PTZ11B ZM-PTZ12B ZM-PTZ13B	RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:55B, 142B, 223, 400 RoHS Compliant: Yes 硅平面稳压二极管外延
RECEPTACLE RoHS Compliant: Yes 硅平面稳压二极管外延
PLUG RoHS Compliant: Yes 硅平面稳压二极管外延
RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Straight Bulkhead Jack RoHS Compliant: Yes 硅平面稳压二极管外延
SILICON EPITAXIAL PLANAR ZENER DIODES 硅平面稳压二极管外延
SMA, Connector RoHS Compliant: Yes 硅平面稳压二极管外延
RF/Coaxial Connector Adapter; RF Coax Type:SMA; Impedance:50ohm; Body Style:Right Angle Adapter, Plug-Jack; Body Plating:Passivated Steel RoHS Compliant: Yes 硅平面稳压二极管外延
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:58, 58A, 58C, 141, 303, LMR195, Belden 7806A RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Solder; Body Style:Straight Plug; RG Cable Type:174, 188A, 316, Belden 7805A RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Right Angle Plug; RG Cable Type:55, 142, 223, 400 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Solder; Body Style:Right Angle Plug; RG Cable Type:174, 188A, 316, Belden 7805A RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:174, 178, 187, 188, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:188, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Right Angle Plug; RG Cable Type:316DB RoHS Compliant: Yes
	Semtech, Corp.
SEMTECH[Semtech Corporation]

	73412-0110 	RF/Coaxial Connector; RF Coax Type:Microaxial RoHS Compliant: Yes BOARD TERMINATED, MALE, RF CONNECTOR, SURFACE MOUNT, RECEPTACLE
	Molex, Inc.

	09N4268 	RF/Coaxial Connector; RF Coax Type:MHV; Contact Termination:Clamp; Body Style:Straight Jack; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes
	Electronic Theatre Controls, Inc.

	CA2830C CA2830 	RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Crimp or Solder; Impedance:50ohm; Body Style:Straight Plug; RG Cable Type:9, 9A, 9B, 214
34.5 dB 5-200 MHz 800 mWATT WIDEBAND LINEAR AMPLIFIERS
	Motorola, Inc.

	CY7C008V-2 CY7C009V CY7C009V-15AC CY7C009V-20AC CY	Memory : Dual-Ports
RF/Coaxial Connector; RF Coax Type:7/16; Contact Termination:Blunt Post; Body Style:Panel Flanged Receptacle RoHS Compliant: Yes
TNC Coaxial Connector; Body Style:Straight Terminator RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; No. of Contacts:55; Connector Shell Size:23; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
3.3V 64K/128K x 8/9 Dual-Port Static RAM 128K X 9 DUAL-PORT SRAM, 15 ns, PQFP100
TNC CAP AND CHAIN 128K X 8 DUAL-PORT SRAM, 25 ns, PQFP100
	CYPRESS[Cypress Semiconductor]
Cypress Semiconductor Corp.
Cypress Semiconductor, Corp.

	CSR33B563MA T110D105K050MSC T110D105M050MSC CSR13B	LCD GRAPHIC MODULE 240X128 PIXEL
TVS UNIDIRECT 14V 400W SMA
INTELLIGENT DISP 4CHAR 5X5 HER
TANTALUM HERMETICALLY SEALED / AXIAL 钽密轴流
Connector assemblies, Outlet 钽密轴流
DISPLAY 7SEG 14.3MM 2DGT RED CA 钽密轴流
RF/Coaxial Connector; RF Coax Type:MMCX; Contact Termination:Crimp; Body Style:Right Angle Plug; RG Cable Type:316DB RoHS Compliant: Yes 钽密轴流
CABLE ASSEMBLY; C MALE TO C MALE; 50 OHM, RG400/U COAX, DOUBLE SHIELDED; 12" CABLE LENGTH 钽密轴流
PHASEO POWER SUPPLY 5VDC 4AMP 钽密轴流
TVS ZENER UNIDIRECT 400W 12V SMA 钽密轴流
TVS 400W 15V BIDIRECT SMA 钽密轴流
	Kemet Corporation
http://

	R285426000 R285427000 	LEAD, BNC M-M, 5/50 0-1.5GH, 150CM; Connector type A:BNC Plug; Connector type B:BNC Plug; Length, lead:150cm; Cable type:Coax; Impedance:50R; Coaxial cable type:KX15; Connector type:BNC RoHS Compliant: Yes
BNC MALE-MALE LEAD 200CM 5/50 0-1.5GHBNC MALE-MALE LEAD 200CM 5/50 0-1.5GH; Connector type A:BNC Plug; Connector type B:BNC Plug; Length, lead:200cm; Cable type:Co-ax; Impedance:50R; Coaxial cable type:KX15; Connector type:BN
	RADIALL S A

	CAT5409YI-50-TE13 CAT5409 CAT5409BI-00-TE13 CAT540	Quad Digitally Programmable Potentiometers (DPPTM) with 64 Taps and 2-wire Interface 四数字可编程电位计（DPPTM）与64个龙头和2线接
QUAD 2.5K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 LEAD AND HALOGEN FREE, TSSOP-24
QUAD 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 LEAD AND HALOGEN FREE, TSSOP-24
QUAD 100K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 LEAD AND HALOGEN FREE, TSSOP-24
QUAD 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 LEAD AND HALOGEN FREE, TSSOP-24
Sealed Modular Connector; Body Material:Metal; Connector Shell Back Termination:Female RJ45; Connector Shell Finish:Nickel; Modular Connector Shell Style:Sealed Jam Nut Receptacle; MIL SPEC:MIL-DTL-38999 Series III
RF/Coaxial Connector; RF Coax Type:UHF; Contact Termination:Solder; Body Style:Straight Plug; RG Cable Type:8, 9, 87A, 213, 214, 225; Body Plating:Nickel RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:C; Contact Termination:Clamp/Solder; Body Style:Straight Plug; RG Cable Type:8, 9, 87A, 214, 313, 225; Approval Categories:UG-573A RoHS Compliant: Yes
64-Tap Quad DPP, 2-wire Interface
	http://
Rectron Semiconductor
CATALYST[Catalyst Semiconductor]

	U10A20 U10A05 U10A10 U10A15 U10.05 	FAST RECTIFIERS(10A,50-200V)
FAST RECTIFIERS(10A/50-200V)
NON MAGNETIC MMCX R/A PCB (F)
RF/Coaxial Connector; RF Coax Type:MCX; Impedance:50ohm; Body Style:Straight Plug; Body Plating:Gold; Mounting Type:PCB Thru Hole RoHS Compliant: Yes
	MOSPEC[Mospec Semiconductor]
MOSPEC SEMICONDUCTOR CORP.

	CY2309ZI-1 CY2309SC-1 CY2309SC-1H CY2309SC-1HT CY2	LOW-COST 3.3V ZERO DELAY BUFFER 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
LOW-COST 3.3V ZERO DELAY BUFFER 2305 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8
RF Coaxial Connector Adapter; Convert From:SMA Jack; Convert To:1.0/2.3 Jack; Body Style:Straight Adapter, Jack-Jack RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
RF Coaxial Connector Adapter; Convert From:SMA Plug; Convert To:1.0/2.3 Plug; Body Style:Straight Adapter, Plug-Plug RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
RF/Coaxial Connector; RF Coax Type:UHF; Contact Termination:Solder; Body Style:Straight Bulkhead Receptacle; Body Plating:Nickel RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
LOW-COST 3.3V ZERO DELAY BUFFER 2305 SERIES, PLL BASED CLOCK DRIVER, 4 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8
RF Coaxial Connector Adapter; Body Plating:Passivated Steel; Body Style:Straight Adapter, Plug-Plug RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
	Cypress Semiconductor, Corp.
Cypress Semiconductor Corp.
CYPRESS[Cypress Semiconductor]

	R141277000 R141082000 	The BNC connector, the most popular coaxial connector series in the world, features a two--pin bayonet coupling system for quick and reliable engagement and disengagement.
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