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			 Related Part Number
	
					PART	Description	Maker
	MV1402-5MCHIP MV1401B-4M MV1405B-2M MV1403-6MCHIP 	360 pF, 12 V, SILICON, VARIABLE CAPACITANCE DIODE
550 pF, 12 V, SILICON, VARIABLE CAPACITANCE DIODE, DO-14
250 pF, 12 V, SILICON, VARIABLE CAPACITANCE DIODE, DO-7
175 pF, 12 V, SILICON, VARIABLE CAPACITANCE DIODE
100 pF, 12 V, SILICON, VARIABLE CAPACITANCE DIODE
120 pF, 12 V, SILICON, VARIABLE CAPACITANCE DIODE, DO-7
	

	ZC831 ZC831A ZC831B ZC830 ZC830A ZC830B ZC836B ZC8	   SOT23 SILICON VARIABLE CAPACITANCE DIODES
25 Volt hyperabrupt varactor diode
MS (MIL-C-5015)/97 SERIES 3108A SOLID SHELL ANGLE PLUGS, RIGHT ANGLE BODY STYLE, SOLDER TERMINATION, 22 SHELL SIZE, 22-2 INSERT ARRANGEMENT, PLUG GENDER, 3 CONTACTS 47 pF, 25 V, SILICON, HYPERABRUPT VARIABLE CAPACITANCE DIODE
10 pF, 25 V, SILICON, HYPERABRUPT VARIABLE CAPACITANCE DIODE
	ZETEX[Zetex Semiconductors]
Zetex Semiconductor PLC
DIODES INC

	BB304A Q62702-B118 SIEMENSAG-BB304A 	From old datasheet system
Silicon Variable Capacitance Diode (For FM tuners Monolithic chip with common cathode for perfect tracking of both diodes) 42 pF, 18 V, SILICON, VARIABLE CAPACITANCE DIODE, TO-92
	SIEMENS[Siemens Semiconductor Group]
SIEMENS AG
Siemens Group

	BB804 	Silicon Variable Capacitance Diode (For FM tuners Monolithic chip with common cathode for perfect tracking of both diodes) 18 V, SILICON, VARIABLE CAPACITANCE DIODE
	SIEMENS AG
Siemens Semiconductor Group

	BBY40 BBY40_1 BBY40/T1 BBY40-T BBY40-15 BBY40-2015	VHF BAND, 26 pF, 30 V, SILICON, VARIABLE CAPACITANCE DIODE
From old datasheet system
VHF variable capacitance diode(VHF 可变电容二极
HI-SPEED AT2- USB 2.0 TO ATA/ATAPI BRIDGE
	NXP Semiconductors
Philips Semiconductors
Philipss
Quanzhou Jinmei Electro...

	HVU200A 	29.75 pF, 32 V, SILICON, VARIABLE CAPACITANCE DIODE
Variable Capacitance Diode for Electronic Tuning(?ㄤ??佃?璋??????靛?浜??绠?
	Hitachi,Ltd.

	IDT54FCT162374ATPFB IDT54FCT162374TPAB IDT54FCT162	FAST CMOS 16-BIT REGISTER (3-STATE)
Variable Capacitance Diode for Digital audio; Ratings VR (V): 10; Characteristics n: 2.40 to 3.05; Characteristics rs (ohm) max: 1.8; Characteristics C (pF) max: C1 = 2.60 to 2.90 C3 = 0.97 to 1.08; Characteristics CVR/CVR: 1/3; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 2.35 to 2.55; Characteristics rs (ohm) max: 0.6; Characteristics C (pF) max: C1=6.62 to 7.02 C4=2.60 to 2.95; Characteristics CVR/CVR: 1/4; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 2.10 to 2.40; Characteristics rs (ohm) max: 0.75; Characteristics C (pF) max: C0.5 = 7.38 to 7.92 C2.5 = 3.26 to3.58; Characteristics CVR/CVR: 0.5/2.5; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 1.680 to 1.750; Characteristics rs (ohm) max: 1.2; Characteristics C (pF) max: C1 = 21.50 to 24.00 C2 = 12.50 to 14.50; Characteristics CVR/CVR: 1/2; Cl: 17; Package: SFP
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 2.43 to 2.57; Characteristics rs (ohm) max: 0.75; Characteristics C (pF) max: C0.5 = 7.30 to 7.70 C2.5 = 2.90 to 3.18; Characteristics CVR/CVR: 0.5/2.5; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 2.30 to 2.46; Characteristics rs (ohm) max: 0.4; Characteristics C (pF) max: C0.5 = 18.5 to 20.0 C2.5 = 7.3 to 8.6; Characteristics CVR/CVR: 0.5/2.5; Cl: 7.95; Package: SFP
Variable Capacitance Diode for Digital audio; Ratings VR (V): 10; Characteristics n: 2.28 to 2.90; Characteristics rs (ohm) max: 1.1; Characteristics C (pF) max: C1 = 2.90 to 3.30 C3 = 1.12 to 1.30; Characteristics CVR/CVR: 1/3; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 2.02 to 2.26; Characteristics rs (ohm) max: 0.4; Characteristics C (pF) max: C0.5 = 18.5 to 20.0 C2.5 = 8.55 to 9.45; Characteristics CVR/CVR: 0.5/2.5; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 2.62 min; Characteristics rs (ohm) max: 0.4; Characteristics C (pF) max: C1 = 14.6 to 15.8 C4 = 5.20 to 5.80; Characteristics CVR/CVR: 1/4; Cl: 5.85; Package: EFP
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 3.0 min; Characteristics rs (ohm) max: 2; Characteristics C (pF) max: C1 = 41.6 to 49.9 C4 = 10.1 to 14.8; Characteristics CVR/CVR: 1/4; Cl: 12.45; Package: SFP
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 1.73 to 2.10; Characteristics rs (ohm) max: 0.7; Characteristics C (pF) max: C1 = 2.35 to 2.70 C3 = 1.22 to 1.42; Characteristics CVR/CVR: 1/3; Cl: -; Package: MP6
	Integrated Device Technology, Inc.

	RKV5000DKK 	Diodes>Variable Capacitance
Variable Capacitance Diode for UHF/VHF tuner
Vari-Cap Diodes for Electric Tuning
	RENESAS[Renesas Electronics Corporation]
http://

	HVU355B 	Diodes>Variable Capacitance
Variable Capacitance Diode for VCO
	Renesas Electronics Corporation

	HVU359 	Diodes>Variable Capacitance
Variable Capacitance Diode for VCO
	Renesas Electronics Corporation

	ZC930 ZC930TA ZC931TA ZC932TA ZC933A ZC933ATA ZC93	12 Volt hyperabrupt varactor diode
SILICON 12V HYPERABRUPT VARACTOR DIODES VHF BAND, 7.15 pF, 12 V, SILICON, HYPERABRUPT VARIABLE CAPACITANCE DIODE
SILICON 12V HYPERABRUPT VARACTOR DIODES VHF BAND, 4.9 pF, 12 V, SILICON, HYPERABRUPT VARIABLE CAPACITANCE DIODE
CAP 0.022UF 600V/630V 10% X7R SMD-1812 TR-7 FLEXITERM VHF BAND, 9.5 pF, 12 V, SILICON, HYPERABRUPT VARIABLE CAPACITANCE DIODE
	ZETEX[Zetex Semiconductors]
Zetex Semiconductor PLC
ZETEX PLC
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