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			JQC-4BS15DC6V16 - Small size, heavy contact load, capable of standing strong current of 40A at 14VDC. 
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	Description	Small size, heavy contact load, capable of standing strong current of 40A at 14VDC. 
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			 Related Part Number
	
					PART	Description	Maker
	NT90THLASAC12VCB0.6 NT90THLASAC12VCB0.9 NT90TNLASA	Small size, light weight. Low coil power consumption, heavy contact load. Strong anti-shock and anti-vibration, high reliability, long life.
	http://
DB Lectro Inc.
DBLECTRO[DB Lectro Inc]

	REL-F104 	KAMMRELAIS ?, contact F 104, size 2, heavy-duty contact, 2 PDTs, input voltage 24 V DC
	PHOENIX CONTACT

	NV2312A 	Heavy contact load switching current up to 30A.
   Heavy contact load switching current up to 30A.
	HuaXinAn Electronics CO.,LTD
HuaXinAn Electronics CO...

	F3000 	HCMOS/TTL HEAVY LOAD OSCILLATOR
	Fox Electronics

	FTR-K3AB024W FTR-K3AB048W FTR-K310 FTR-K3JB005W FT	POWER RELAY 1 POLE - 20A Heavy Load
	Fujitsu Component Limit...
Fujitsu Component Limited.

	PS7112-1A PS7112L PS7112L-1A PS7112L-1A-E3 PS7112L	6-PIN DIP, 200 mA CONTINUOUS LOAD CURRENT 1-ch Optical Coupled MOS FET 6引脚DIP00毫安的连续负载电1通道光学耦合场效应晶体管
Coaxial Cable; Coaxial RG/U Type:174; Impedance:50ohm; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Solid State Relay(固态继电器)
6-PIN DIP / 200 mA CONTINUOUS LOAD CURRENT 1-ch Optical Coupled MOS FET
6-PIN DIP 200 mA CONTINUOUS LOAD CURRENT 1-ch Optical Coupled MOS FET
	NEC, Corp.
NEC Corp.
NEC[NEC]

	BL2450K08052T 	Surface mount ceramic balun with a small size of 2.00 x 1.25 x 0.95 mm (0805 size).
	Frontier Electronics.

	BL2450K08054T 	Surface mount ceramic balun with a small size of 2.00 x 1.25 x 0.95 mm (0805 size)..
	Frontier Electronics.

	16-02-0083 16-02-0104 16-02-0116 	Crimp Socket Contact; Wire Size (AWG):24-22; Contact Plating:Gold; Series:70058; External Depth:0.064"; Operating Temp. Min:-40 C; Pitch Spacing:0.1"; Reel Quantity:20000; Voltage Rating:250V RoHS Compliant: Yes WIRE TERMINAL
Crimp Socket Contact; Wire Size (AWG):24-22; Contact Current:3A RoHS Compliant: Yes
SL Term Crp M 30  SAu 22-24 Reel RoHS Compliant: Yes
	Molex, Inc.
MOLEX INC

	QL901M-6PS680 QL901M-6PS680C QL901M-6PS680I 	QuickMIPS ESP Family QuickMIPS ESP家庭
Electrical Spring Connector; Contact Termination:Twist On; Wire Size (AWG):14-10; Body Material:Flame retardant nylon; Contact Material:Spring Steel; Pack Quantity:100; Series:512; Size:2-#18 up to 5-#12; Voltage Rating:600V RoHS Compliant: Yes
	Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers

	NCP336FCT2G 	3 A Ultra-Small Controlled Load Switch
	ON Semiconductor
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