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			 Related Part Number
	
					PART	Description	Maker
	TML15212 TML05112 TML15105 TML15124 TML05205 TML10	   Encapsulated Power Supply
15 Watt, input voltage range: 85-264V, output voltage  /-12V ( /-650mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 5/ /-15V (2000/ /-150mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 12V (2500mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 15V (2000mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage  /-5V ( /-3000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 15V (1000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage  /-5V ( /-1500mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 12V (1250mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage  /-12V ( /-1300mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 24V (1250mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 5V (6000mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 3.3V (6000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 5/ /-12V (2000/ /-200mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage  /-15V ( /-500mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 24V (625mA), encapsulated power supply
	TRACOPOWER[TRACO Electronic AG]
TRACO[Traco Electronic AG]

	ICS9147-01 ICS9147F-01 	Frequency Generator & Integrated Buffers for PENTIUMTM
Switch Mode Power Supply; Output Power:80W; Mounting Type:PCB; Output Current:8A; Output Power Max:80W; Output Power Min:60MW; Output Voltage:5VDC; Series:LPT60; Supply Voltage:370VDC; Supply Voltage Max:264VAC RoHS Compliant: Yes 频率发生
	Integrated Circuit Syst...
ICST[Integrated Circuit Systems]
Integrated Device Technology

	A29L160TG-120 A29L160UM-90 A29L160UV-90 A29L160UM-	122 x 32 pixel format, LED Backlight available
2M X 8 Bit / 1M X 16 Bit CMOS 3.0 Volt-only, Boot Sector Flash Memory
LOGIC PROBE 50MHZ
Bench Power Supply; Output Current:3.3A; Calibrated:No; Line Regulation Constant Voltage:50 mV; Load Regulation Constant Voltage:0.5%   200 mV; Ripple Voltage:25mV; Supply Voltage Max:265VAC; Supply Voltage Min:100VAC
128 x 64 pixel format, LED Backlight available
Replaced by PT78NR152,PT78ST153 : 5.25Vout 1.5A Wide Input Positive Step-Down ISR 3-SIP MODULE -40 to 85
240 x 128 pixel format, CFL Backlight with power harness
	AMIC Technology Corporation

	TL7700A00 TL7700A TL7702ACD1013TRA TL7705ACD1013TR	SUPPLY VOLTAGE  SUPERVISORS
SUPPLY VOLTAGE SUPERVISORS6
	ST Microelectronics
STMicroelectronics

	ISL84515IB ISL84515 ISL84515IB-T ISL84515IH-T ISL8	512 x 36 synchronous FIFO memory 120-HLQFP 0 to 70 低电压，单电源，聚苯乙烯，模拟开
SINGLEMODE FIBER PATCH   CABLE, PLENUM ST-LC 10M
Low-Voltage, Single Supply, SPST, Analog Switches
Low-Voltage/ Single Supply/ SPST/ Analog Switches
Low-Voltage Single Supply SPST Analog Switches
Analog Switch, SPST, Single, NOpen, Ron = 20 @ 3.3V, 12 @ 5V and 8 @ 12V, Ron Flatness Max 3 Single Supply,  2.4V to  12V
Analog Switch, SPST, Single, NClosed, Ron = 20 @ 3.3V, 12 @ 5V and 8 @ 12V, Ron Flatness Max 3 Single Supply,  2.4V to  12V
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	MAX708TESA MAX706T MAX708TCSA MAX708SEPA MAX708SMJ	 3V Voltage Monitoring, Low-Cost, ?? Supervisory Circuits
 3V Voltage Monitoring, Low-Cost, レP Supervisory Circuits 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDIP8
103SR Series Unipolar Hall-Effect Digital Position Sensor with 15/32 in cylindrical stainless steel housing; two hex nuts; 1 m [39.4 in] jacketed cable; current sinking output; and Vdc supply voltage
 3V Voltage Monitoring / Low-Cost / P Supervisory Circuits
 3V Voltage Monitoring, Low-Cost, P Supervisory Circuits
 3V VOLTAGE MONITORING, LOW-COST, ヌP SUPERVISORY CIRCUITS
 3V Voltage Monitoring Low-Cost P Supervisory Circuits
 3V Voltage Monitoring, Low-Cost, μP Supervisory Circuits
	Maxim Integrated Produc...
MAXIM INTEGRATED PRODUCTS INC
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
Maixm
http://
MAXIM - Dallas Semiconductor

	MC12148D MC12148SD MC12148 	LOW POWER VOLTAGE CONTROLLED OSCILLATOR
Switch Mode Power Supply; Series:MFA; Output Voltage:12VDC; Output Power Max:350W; Output Current:29A; Number of Outputs:1; Efficiency:86%; External Depth:3.20"; External Height:1.50"; External Width:6.80"
PSU, 350W 24V SINGLE O/P ; Voltage, output:24V; Current, output:14.5A; Power rating:350W; Voltage, supply min:90V; Voltage, supply max:264V; Length / Height, external:38.1mm; Width, external:81.3mm; Depth, external:172mm; Current,
	Motorola, Inc
MOTOROLA INC

	1.5KE62 1.5KE30 1.5KE6.8A 1.5KE8.2A 1.5KE9.1A 1.5K	20-Bit Dual Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 56-BGA MICROSTAR JUNIOR -40 to 85
12-Bit To 24-Bit Registered Bus Exchanger With 3-State Outputs 56-TSSOP -40 to 85
16-Bit Dual-Supply Bus Transceive W/Configurable Voltage Translation and 3-State 48-TSSOP -40 to 85
4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-SOIC -40 to 85
Unidirectional and bidirectional Transient Voltage Suppressor diodes 1500 W, UNIDIRECTIONAL, SILICON, TVS DIODE
24-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 83-BGA MICROSTAR JUNIOR -40 to 85 1500 W, UNIDIRECTIONAL, SILICON, TVS DIODE
8-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 24-QFN -40 to 85 1500 W, UNIDIRECTIONAL, SILICON, TVS DIODE
4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-VQFN -40 to 85
Single-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 6-SOT-23 -40 to 85
	SEMIKRON INTERNATIONAL

	M27V402 M27V402-120B1TR M27V402-120B4TR M27V402-12	4 Mbit 256Kb x 16 Low Voltage UV EPROM and OTP EPROM 4兆位56Kb × 16低压紫外线存储器和OTP存储
Quadruple 2-Input Positive-AND Gates 14-SOIC 0 to 70
Quadruple 2-Input Positive-AND Gates 14-SO 0 to 70
Hex Inverters 14-SO 0 to 70
Quadruple 2-Input Positive-NOR Gates 14-PDIP 0 to 70
Quadruple 2-Input Positive-NAND Gates 14-PDIP 0 to 70
Quadruple 2-Input Positive-NOR Gates 14-SOIC 0 to 70
Hex Inverters 14-SOIC 0 to 70
Switch Mode Power Supply; Series:ZWS; Output Voltage:15VDC; Output Power Max:10W; Output Current:0.7A; Number of Outputs:1; Supply Voltage Max:265VAC; Supply Voltage Min:85VAC
Switch Mode Power Supply; Output Power:100W; No. of Outputs:1; Output 1 VDC :12VDC; Output Current 1:8.5A; Power Supply Mounting:Open Frame; Approval Bodies:UL, CSA, CE; External Depth:222mm; External Width:62mm RoHS Compliant: Yes
Switch Mode Power Supply; Series:ZWS; Output Voltage:12VDC; Output Power Max:10W; Output Current:0.85A; Number of Outputs:1; Supply Voltage Max:265VAC; Supply Voltage Min:85VAC
Hex Inverters 14-PDIP 0 to 70
From old datasheet system
4 Mbit 512Kb x 8 Low Voltage OTP EPROM
4 Mbit 512Kb x8 Low Voltage UV EPROM and OTP EPROM
	STMicroelectronics N.V.
意法半导
STMICROELECTRONICS[STMicroelectronics]
ST Microelectronics

	LZ0P3800 	Safety Light Curtain; Control Output Type:2PNP OSSD; Number of Beams:80; Protection Height:600mm; Sensing Range Max:6m; Supply Voltage Max:24VDC; Supply Voltage:24VDC
1/4-type Built-in Lens Color CMOS Image Sensor with 110 k Pixels
	Sharp Corporation
SHARP[Sharp Electrionic Components]

	FXLA102 FXLA102L8X 	Low Voltage Dual Supply 2-Bit Voltage Translator with Configurable Voltage Supplies and Signal Levels, 3-State Outputs, and Auto Direction Sensing
	Fairchild Semiconductor
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