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			CAT1321ZD2I-45TSSOP -    Supervisory Circuits with I2C Serial 32K CMOS EEPROM Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:FEP; Number of Pairs:4; Features:Unshielded; Impedance:100ohm; Leaded Process Compatible:Yes; Outer Diameter:0.195" RoHS Compliant: Yes THERMAL TRANSFER PRINTER LABELS 监控电路，带有I2C串行EEPROM中的CMOS 32K 640 x 480 pixel format, CCFL Backlight 监控电路，带有I2C串行EEPROM中的CMOS 32K SCREWDRIVER, SLOT TRITON ESD 100SCREWDRIVER, SLOT TRITON ESD 100; Tip Size A x B:3 x 0.5mm; Tip size:3mm; Length, blade:100mm; Length, Inches:4"; Handle type:Static diss.; Tip Size:3 mm; Tip type:Parallel Slot 监控电路，带有I2C串行EEPROM中的CMOS 32K Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:FEP; Number of Pairs:4; Outer Diameter:0.195"; Temperature Max:75 C; Voltage Nom.:600V 监控电路，带有I2C串行EEPROM中的CMOS 32K SCREWDRIVER, TRITON ESD PH NO.2SCREWDRIVER, TRITON ESD PH NO.2; Tip type:Phillips; Length, blade:100mm; Driver type:Phillips No 2; Handle type:Static diss.; Tip Size:No.2 监控电路，带有I2C串行EEPROM中的CMOS 32K Supervisory Circuits with I2C Serial 32K CMOS EEPROM 监控电路，带有I2C串行EEPROM中的CMOS 32K Miniature, 1W Isolated Regulated DC/DC Converters 12-SOP CAP 0.01UF 50V 1% NP0(C0G) SMD-1812 TR-7 PLATED-NI/SN 4 PR #24 PP FR PVC LED INGAN RA U-BLU CLR 470NM SMD LED DOMED 5MM 590NM YEL 4LD SMD SCREWDRIVER, POZI TRITON ESD NO.1SCREWDRIVER, POZI TRITON ESD NO.1; Tip type:Pozidriv; Length, blade:80mm; Driver type:Posidriv No1; Handle type:Static diss.; Tip Size:No.1 surface mount silicon Zener diodes Belden Enhanced Category 5 Cable, AWG: 24, Length: 1000 feet, Features: Unshielded, four pair, solid bare copper conductor, blue flamarrest and PVC jacket with nylon ripcord Xfmr Module 10/100 Mbps Filter Module with Resistor Network 640 x 480 pixel format, CFL Backlight with power harness Miniature, 1W Isolated Regulated DC/DC Converters 10-PDIP 2 PR #24 FEP FLMRST RoHS Compliant: Yes Paired cable, 4 pairs, 24AWG, solid bare copper conductor, unshielded, FEP insulation material, Flamarrest jacket material, category 5E 
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	Part No.	CAT1321ZD2I-45TSSOP CAT1320 CAT1320JI-25SOIC CAT1320JI-25TDFN CAT1320JI-25TE13 CAT1320JI-25TSSOP CAT1320JI-28SOIC CAT1320JI-28TDFN CAT1320JI-28TE13 CAT1320JI-28TSSOP CAT1320JI-30SOIC CAT1320JI-30TDFN CAT1320JI-30TE13 CAT1320JI-30TSSOP CAT1320JI-42SOIC CAT1320JI-42TDFN CAT1320JI-42TE13 CAT1320JI-42TSSOP CAT1320JI-45SOIC CAT1320JI-45TDFN CAT1320JI-45TE13 CAT1320JI-45TSSOP CAT1320LI-25SOIC CAT1320LI-25TDFN CAT1320LI-25TE13 CAT1320LI-25TSSOP CAT1320LI-28SOIC CAT1320LI-28TDFN CAT1320LI-28TE13 CAT1320LI-28TSSOP CAT1320LI-30SOIC  

	Description	   Supervisory Circuits with I2C Serial 32K CMOS EEPROM 
 Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:FEP; Number of Pairs:4; Features:Unshielded; Impedance:100ohm; Leaded Process Compatible:Yes; Outer Diameter:0.195" RoHS Compliant: Yes
THERMAL TRANSFER PRINTER LABELS 监控电路，带有I2C串行EEPROM中的CMOS 32K
640 x 480 pixel format, CCFL Backlight 监控电路，带有I2C串行EEPROM中的CMOS 32K
SCREWDRIVER, SLOT TRITON ESD 100SCREWDRIVER, SLOT TRITON ESD 100; Tip Size A x B:3 x 0.5mm; Tip size:3mm; Length, blade:100mm; Length, Inches:4"; Handle type:Static diss.; Tip Size:3 mm; Tip type:Parallel Slot 监控电路，带有I2C串行EEPROM中的CMOS 32K
Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:FEP; Number of Pairs:4; Outer Diameter:0.195"; Temperature Max:75 C; Voltage Nom.:600V 监控电路，带有I2C串行EEPROM中的CMOS 32K
SCREWDRIVER, TRITON ESD PH NO.2SCREWDRIVER, TRITON ESD PH NO.2; Tip type:Phillips; Length, blade:100mm; Driver type:Phillips No 2; Handle type:Static diss.; Tip Size:No.2 监控电路，带有I2C串行EEPROM中的CMOS 32K
Supervisory Circuits with I2C Serial 32K CMOS EEPROM 监控电路，带有I2C串行EEPROM中的CMOS 32K
Miniature, 1W Isolated Regulated DC/DC Converters 12-SOP
CAP 0.01UF 50V 1% NP0(C0G) SMD-1812 TR-7 PLATED-NI/SN
4 PR #24 PP FR PVC
LED INGAN RA U-BLU CLR 470NM SMD
LED DOMED 5MM 590NM YEL 4LD SMD
SCREWDRIVER, POZI TRITON ESD NO.1SCREWDRIVER, POZI TRITON ESD NO.1; Tip type:Pozidriv; Length, blade:80mm; Driver type:Posidriv No1; Handle type:Static diss.; Tip Size:No.1
surface mount silicon Zener diodes
Belden Enhanced Category 5 Cable, AWG: 24, Length: 1000 feet, Features: Unshielded, four pair, solid bare copper conductor, blue flamarrest and PVC jacket with nylon ripcord
Xfmr Module 10/100 Mbps
Filter Module with Resistor Network
640 x 480 pixel format, CFL Backlight with power harness
Miniature, 1W Isolated Regulated DC/DC Converters 10-PDIP
2 PR #24 FEP FLMRST RoHS Compliant: Yes
Paired cable, 4 pairs, 24AWG, solid bare copper conductor, unshielded, FEP insulation material, Flamarrest jacket material, category 5E
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						 Air Cost Control 
 TE Connectivity, Ltd.
Advanced Analog Technology, Inc.
Newhaven Display International, Inc.
Bourns, Inc.
Ohmite Mfg. Co.
Altech, Corp.
Advanced Analogic Technologies, Inc.
Electronic Theatre Controls, Inc.
Analog Devices, Inc.
CATALYST[Catalyst Semiconductor]
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 			 Full text search :    Supervisory Circuits with I2C Serial 32K CMOS EEPROM Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:FEP; Number of Pairs:4; Features:Unshielded; Impedance:100ohm; Leaded Process Compatible:Yes; Outer Diameter:0.195" RoHS Compliant: Yes THERMAL TRANSFER PRINTER LABELS 监控电路，带有I2C串行EEPROM中的CMOS 32K 640 x 480 pixel format, CCFL Backlight 监控电路，带有I2C串行EEPROM中的CMOS 32K SCREWDRIVER, SLOT TRITON ESD 100SCREWDRIVER, SLOT TRITON ESD 100; Tip Size A x B:3 x 0.5mm; Tip size:3mm; Length, blade:100mm; Length, Inches:4"; Handle type:Static diss.; Tip Size:3 mm; Tip type:Parallel Slot 监控电路，带有I2C串行EEPROM中的CMOS 32K Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:FEP; Number of Pairs:4; Outer Diameter:0.195"; Temperature Max:75 C; Voltage Nom.:600V 监控电路，带有I2C串行EEPROM中的CMOS 32K SCREWDRIVER, TRITON ESD PH NO.2SCREWDRIVER, TRITON ESD PH NO.2; Tip type:Phillips; Length, blade:100mm; Driver type:Phillips No 2; Handle type:Static diss.; Tip Size:No.2 监控电路，带有I2C串行EEPROM中的CMOS 32K Supervisory Circuits with I2C Serial 32K CMOS EEPROM 监控电路，带有I2C串行EEPROM中的CMOS 32K Miniature, 1W Isolated Regulated DC/DC Converters 12-SOP CAP 0.01UF 50V 1% NP0(C0G) SMD-1812 TR-7 PLATED-NI/SN 4 PR #24 PP FR PVC LED INGAN RA U-BLU CLR 470NM SMD LED DOMED 5MM 590NM YEL 4LD SMD SCREWDRIVER, POZI TRITON ESD NO.1SCREWDRIVER, POZI TRITON ESD NO.1; Tip type:Pozidriv; Length, blade:80mm; Driver type:Posidriv No1; Handle type:Static diss.; Tip Size:No.1 surface mount silicon Zener diodes Belden Enhanced Category 5 Cable, AWG: 24, Length: 1000 feet, Features: Unshielded, four pair, solid bare copper conductor, blue flamarrest and PVC jacket with nylon ripcord Xfmr Module 10/100 Mbps Filter Module with Resistor Network 640 x 480 pixel format, CFL Backlight with power harness Miniature, 1W Isolated Regulated DC/DC Converters 10-PDIP 2 PR #24 FEP FLMRST RoHS Compliant: Yes Paired cable, 4 pairs, 24AWG, solid bare copper conductor, unshielded, FEP insulation material, Flamarrest jacket material, category 5E   
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