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			 Related Part Number
	
					PART	Description	Maker
	L8231 L8231-21 L8231-22 L8231-23 L8231-32 L8231-44	2V; 0.2mW; laser diode: repectacle type, 1.3um, 1.25, 2.5Gbps. For optical fiber communications, fiber channel, gigabit ethernet, HDTV, SDH
Receptacle type, 1.3 レm, 1.25, 2.5 Gbps 插座类型.3レ米.25.5 Gbps
CAP 1.5PF 50V  /-0.25PF C0G SMD-0402 TR-7-PA SN100 插座类型.3レ米.25.5 Gbps
Receptacle type/ 1.3 m/ 1.25/ 2.5 Gbps
Receptacle type, 1.3 m, 1.25, 2.5 Gbps
Receptacle type 1.3 m 1.25 2.5 Gbps
Receptacle type, 1.3 μm, 1.25, 2.5 Gbps
FIBER OPTIC LASER DIODE EMITTER, 1250Mbps, PANEL MOUNT, SC CONNECTOR
	Hamamatsu Photonics K.K.
HAMAMATSU[Hamamatsu Corporation]

	VSC7281 	Dual XAUI - Single XGMII Quad 0.95 Gbps to 3.25 Gbps Transceiver
	Vitesse Semiconductor Corporation

	VSC8239 	9.953 Gbps to 11.3 Gbps Dual XFP Signal Conditioner
	Vitesse Semiconductor Corporation

	NX8567SAS630-CC NX8567SA NX8567SA287-BC NX8567SA28	EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1556.959nm. Frequency 192.55 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1542.539nm. Frequency 194.35 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1547.715 nm. Frequency 193.70 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.163 nm. Frequency 196.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1528.773 nm. Frequency 196.10 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1544.526 nm. Frequency 194.10 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1545.720 nm. Frequency 193.95 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1561.013 nm. Frequency 192.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1541.746 nm. Frequency 194.45 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1541.746 nm. Frequency 194.45 THz. SC-UPC connector.
EA MODULATOR AND WAVELENGTH MONITOR INTEGRATED InGaAsP MQW DFB LASER DIODE MODULE FOR 2.5 Gb/s ULTRALONG-REACH 240, 360, 600 km DWDM APPLICATIONS
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1561.013 nm. Frequency 192.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1545.720 nm. Frequency 193.95 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1553.329nm. Frequency 193.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1544.526 nm. Frequency 194.10 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1528.733 nm. Frequency 196.10 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.163 nm. Frequency 196.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.953 nm. Frequency 195.95 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1541.349nm. Frequency 194.50 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1546.119nm. Frequency 193.90 THz. FC-UPC connector.
	NEC
CEL[California Eastern Labs]
California Eastern Laboratories
http://

	OC-192 	Return to Zero (RZ) and Duo-Binary Extended Reach
	Finisar Corporation.

	VSC7650 VSC7651 VSC7640 	4x 3.125 Gbps VCSEL Transmitter Array and 4x 3.125 Gbps Receiver Arrays with Integrated Limiting Amplifiers
	Vitesse Semiconductor Corporation

	VSC9292 VSC9295 	340 Gbps (136 x 136) and 170 Gbps (68 x68) TSI Switches with Dual Rate (2.5G/622M) I/O
	Vitesse Semiconductor Corporation

	THAS183M010AD0C THAS251M250AD0C THAS502M020AA0C TH	High Energy Density, REACH and RoHS Compliant
	Cornell Dubilier Electr...

	BCM89500 	7-PORT INTEGRATED BROADR-REACH? AUTOMOTIVE SWITCH
	Broadcom Corporation.

	SSF215X100 SSF215XPM12 SSF215XPL 	Long reach external mount float switch via 1/2NPT
	Cynergy3 Co

	JSH-01LWAB1 	10 Gigabit Ethernet SFP  1310 nm Limiting Transceiver, 10 km Reach
	JDS Uniphase Corporation

	C-13-155-T-SSC9A C-13-155-T3-SSC9A C-13-155-T-SSC9	155 Mbps Single Mode Transceiver (Long-Reach)
	Source Photonics, Inc.
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