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	Maker: NEC
	Pack: DIP
	Stock: 7770
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			 Related Part Number
	
					PART	Description	Maker
	RAD-ANT-VAN-MKT 	Mounting material for wall mounting of OMNI omnidirectional antenna with protection against vandals
	PHOENIX CONTACT

	E3X-CN21-M1J0.3M XS3F-M8PUR3A2M E39-E10 E39-E11 E3	Sensor connectors, reflectors, mounting brackets, accessories
	Omron Electronics LLC

	MDF150A30 MDR150A30 MDR150A50 MDF150A40 MDF150A50 	RF/Coaxial Connector; RF Coax Type:QMA; Impedance:50ohm; Body Style:Straight Jack; Body Material:Brass; Body Plating:Gold/Nickel; Connector Mounting:PC Board; Contact Material:Beryllium Copper; Contact Plating:Gold Over Nickel RoHS Compliant: Yes
DIODE(NON-ISOLATED TYPE)
Diode with flat mounting base which is designed for use in various rectifier applications, 150A, 500V
	SANREX[SanRex Corporation]

	HH-109PIN HHS-109PIN HH-109 HHS-109 	5-200 MHz, hybrid lunction
Mounting Clip; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Peak Reflow Compatible (260 C):Yes; Body Material:Ceramic; MIL SPEC:MIL-R-26; Power Rating:5W; Resistance:250ohm; Resistance Tolerance: 5 %; Series:95 RoHS Compliant: Yes
Hybrid Junction 5 - 200 MHz 混合联合5 - 200兆赫
	MA-Com
MACOM[Tyco Electronics]
Vishay Intertechnology, Inc.

	2240-0 	Connectors, Accessories; For Use With:Banana plug patch cords; Accessory Type:Alligator clip; Body Length:2.3"; Body Material:Steel; Color:Black; Size/Dimensions:.300; Voltage Rating:150V INTERCONNECTION DEVICE
	Pomona Electronics

	MDR200A50 MDR200A40 MDR200A30 MDF200A50 MDF200A40 	BNC (M) TO F (F) ADAPTER
BNC (F) TO TNC (M) ADAPTER
RF/Coaxial Connector; RF Coax Type:QMA; Contact Termination:Press-Fit; Impedance:50ohm; Body Style:Straight Jack; Body Material:Brass; Body Plating:White Bronze Over Nickel; Connector Mounting:PC Board RoHS Compliant: Yes
DIODE MODULE
From old datasheet system
DIODE(NON-ISOLATED TYPE)
Diode with flat mounting base which is designed for use in various rectifier applications, 200A, 500V
	SANREX[SanRex Corporation]

	90120-0127 	Header; No. of Contacts:7; Pitch Spacing:2.54mm; No. of Rows:1; Series:C-Grid III; Connector Body Material:Polyester; Mounting Type:PC Board; Terminal Type:Straight Pin RoHS Compliant: Yes
	Molex

	39-01-2221 39-01-2061 39-01-2021 39-01-2026 	Header; Number of Contacts:22; Pitch Spacing:0.165"; Number of Rows:2; Gender:Female; Series:Mini-Fit Jr. 5557; Body Material:Nylon 6/6 22 CONTACT(S), MALE, POWER CONNECTOR, PLUG
Panel mount plug, 6 contact, function accepts pin contact, 151 series 6 CONTACT(S), MALE, POWER CONNECTOR, PLUG
Connector Housing; Gender:Male; Number of Contacts:2; Series:5559; Body Material:PA Polyamide (Nylon); Connecting Termination:Crimp; Mounting Type:Header; Number of Rows:2; Operating Temp. Min:-40 C; Pitch Spacing:4.2mm
Connector Housing; Gender:Male; No. of Contacts:2; Series:5559; Body Material:PA Polyamide (Nylon); Connecting Termination:Crimp; Mounting Type:Header; No. of Rows:2; Operating Temp. Min:-40 C; Pitch Spacing:4.2mm RoHS Compliant: Yes
	Molex, Inc.
MOLEX INC

	AZ832-2C-9DSE AZ832 AZ832-2C-12DE AZ832-2C-12DME A	Nominal coil VCD: 24; polarised DIP relay single side stable
Nominal coil VCD: 6; polarised DIP relay single side stable
Nominal coil VCD: 9; polarised DIP relay single side stable
POLARIZED DIP RELAY SINGLE SIDE STABLE 极化继电器双酯单面稳
; Capacitance:15pF; Capacitance Tolerance: /- 1 %; Working Voltage, DC:150V; Package/Case:0605; Series:SQ; Dielectric Material:Ceramic; Leaded Process Compatible:Yes; Mounting Type:PCB Surface Mount
; Capacitance:1.1pF; Capacitance Tolerance: /- 0.1 pF; Working Voltage, DC:150V; Package/Case:0605; Series:SQ; Dielectric Material:Ceramic; Leaded Process Compatible:Yes; Mounting Type:PCB Surface Mount
; Capacitance:0.8pF; Capacitance Tolerance: /- 0.1 pF; Working Voltage, DC:150V; Package/Case:0605; Series:SQ; Dielectric Material:Ceramic; Leaded Process Compatible:Yes; Mounting Type:PCB Surface Mount
; Capacitance:12pF; Capacitance Tolerance: /- 1 %; Working Voltage, DC:150V; Package/Case:0605; Series:SQ; Dielectric Material:Ceramic; Leaded Process Compatible:Yes; Mounting Type:PCB Surface Mount
; Capacitance:18pF; Capacitance Tolerance: /- 1 %; Working Voltage, DC:150V; Package/Case:0605; Series:SQ; Dielectric Material:Ceramic; Leaded Process Compatible:Yes; Mounting Type:PCB Surface Mount
Nominal coil VCD: 48; polarised DIP relay single side stable
Nominal coil VCD: 3; polarised DIP relay single side stable
Nominal coil VCD: 12; polarised DIP relay single side stable
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers
ZETTLER electronics

	39-01-2225 39-01-2025 	Header; Number of Contacts:22; Pitch Spacing:0.165"; Number of Rows:2; Gender:Female; Series:Mini-Fit Jr. 5557; Body Material:Nylon 6/6 22 CONTACT(S), FEMALE, POWER CONNECTOR, RECEPTACLE
Multipole Connector; Gender:Female; Number of Contacts:2; Body Material:PA Polyamide (Nylon); Connecting Termination:Crimp; Mounting Type:Header; Operating Temp. Min:-40 C; Pitch Spacing:4.2mm; Voltage Rating:600V
	Molex, Inc.
MOLEX INC

	CM252016-R22ML CM201212-R22KL CM201212-R68KL CM322	MAGNETICS-CHIP INDUCTOR 1 ELEMENT, 0.22 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
MAGNETICS-CHIP INDUCTOR 1 ELEMENT, 0.22 uH, POLYMER-CORE, GENERAL PURPOSE INDUCTOR, SMD
MAGNETICS-CHIP INDUCTOR 1 ELEMENT, 0.68 uH, POLYMER-CORE, GENERAL PURPOSE INDUCTOR, SMD
MAGNETICS - CHIP INDUCTOR 1 ELEMENT, 150 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
MAGNETICS - CHIP INDUCTOR 1 ELEMENT, 0.56 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
MAGNETICS-CHIP INDUCTOR 1 ELEMENT, 0.0056 uH, ALUMINA CERAMIC-CORE, GENERAL PURPOSE INDUCTOR, SMD
MAGNETICS-CHIP INDUCTOR 1 ELEMENT, 0.018 uH, ALUMINA CERAMIC-CORE, GENERAL PURPOSE INDUCTOR, SMD
MAGNETICS-CHIP INDUCTOR 1 ELEMENT, 0.0015 uH, ALUMINA CERAMIC-CORE, GENERAL PURPOSE INDUCTOR, SMD
Unshielded Surface Mount Inductors 1 ELEMENT, 820 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
Inductors .1uH 10% Wirewound 1 ELEMENT, 0.1 uH, AIR-CORE, GENERAL PURPOSE INDUCTOR, SMD
Inductors 2.7uH 10% Wirewound 1 ELEMENT, 2.7 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
Inductors .33uH 20% Wirewound 1 ELEMENT, 0.33 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
MAGNETICS-CHIP INDUCTOR 1 ELEMENT, 0.18 uH, ALUMINA CERAMIC-CORE, GENERAL PURPOSE INDUCTOR, SMD
MAGNETICS-CHIP INDUCTOR 1 ELEMENT, 0.0018 uH, ALUMINA CERAMIC-CORE, GENERAL PURPOSE INDUCTOR, SMD
Inductors .033uH 10% Wirewound 1 ELEMENT, 0.033 uH, AIR-CORE, GENERAL PURPOSE INDUCTOR, SMD
MAGNETICS-CHIP INDUCTOR 1 ELEMENT, 0.0068 uH, ALUMINA CERAMIC-CORE, GENERAL PURPOSE INDUCTOR, SMD
MAGNETICS-CHIP INDUCTOR 1 ELEMENT, 0.082 uH, POLYMER-CORE, GENERAL PURPOSE INDUCTOR, SMD
MAGNETICS-CHIP INDUCTOR 1 ELEMENT, 0.18 uH, POLYMER-CORE, GENERAL PURPOSE INDUCTOR, SMD
Inductors 12uH 10% Wirewound 1 ELEMENT, 12 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
Inductor; Inductor Type:Standard; Inductance:8.2uH; Inductance Tolerance: /- 10 %; Current Rating:0.27A; Series:CM453232; Package/Case:1812; Core Material:Ferrite; Leaded Process Compatible:Yes; Mounting Type:Surface Mount RoHS Compliant: Yes
Inductor; Inductor Type:Standard; Inductance:150nH; Inductance Tolerance: /- 20 %; Current Rating:730A; Series:CM453232; Package/Case:1812; Core Material:Ferrite; Leaded Process Compatible:Yes; Mounting Type:Surface Mount RoHS Compliant: Yes
Inductor; Inductor Type:Standard; Inductance:1.8uH; Inductance Tolerance: 10 %; Current Rating:0.39A; Series:CM453232; Package/Case:1812; Core Material:Ferrite; Leaded Process Compatible:Yes; Mounting Type:Surface Mount RoHS Compliant: Yes
Inductor; Inductor Type:Standard; Inductance:1uH; Inductance Tolerance: /- 10 %; Current Rating:450A; Series:CM453232; Package/Case:1812; Core Material:Ferrite; Leaded Process Compatible:Yes; Mounting Type:Surface Mount RoHS Compliant: Yes
Inductor; Inductor Type:Standard; Inductance:3.9uH; Inductance Tolerance: /- 10 %; Current Rating:0.33A; Series:CM453232; Package/Case:1812; Core Material:Ferrite; Leaded Process Compatible:Yes; Mounting Type:Surface Mount RoHS Compliant: Yes
Inductor; Inductor Type:Standard; Inductance:330nH; Inductance Tolerance: 20 %; Current Rating:605A; Series:CM453232; Package/Case:1812; Core Material:Ferrite; Leaded Process Compatible:Yes; Mounting Type:Surface Mount RoHS Compliant: Yes
Inductor; Inductor Type:Standard; Inductance:220nH; Inductance Tolerance: /- 20 %; Current Rating:665A; Series:CM453232; Package/Case:1812; Core Material:Ferrite; Leaded Process Compatible:Yes; Mounting Type:Surface Mount RoHS Compliant: Yes
	Bourns, Inc.
BOURNS INC

	STF9NK60ZFD 	Fuse Holder; Fuse Size/Group:13/32 x 1-1/2 &quot;; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Mounting Type:Screw/Quick Connect RoHS Compliant: Yes N沟道600V.85欧姆A TO-220/TO-220FP/D2PAK快速二极SUPERMESH功率MOSFET
	STMicroelectronics N.V.
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