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			 Related Part Number
	
					PART	Description	Maker
	ASC7531A ASC7531B 	(ASC7531A/B) LOW-VOLTAGE 1-WIRE DIGITAL TEMPERATURE SENSOR AND VOLTAGE MONITOR
	Andigilog

	ASC7531A ASC7531BM10 	LOW-VOLTAGE 1-WIRE DIGITAL TEMPERATURE SENSOR AND VOLTAGE MONITOR
	Electronic Theatre Controls, Inc.

	MAX5812 MAX5812LEUT MAX5812MEUT MAX5812NEUT MAX581	From old datasheet system
Digital to Analog Converter - Datasheet Reference
"12-Bit Low-Power, 2-Wire, Serial Voltage- Output DAC"
12-Bit Low-Power, 2-Wire, Serial Voltage-Output DAC
12-bit, low-power, 2-wire interface, serial, voltage-output DAC
	MAXIM - Dallas Semiconductor
Maxim Integrated Products Inc
MAXIM[Maxim Integrated Products]

	FM75_06 FM75 FM75M8X 	Low-Voltage Two-Wire Digital Temperature Sensor with Thermal Alarm
	FAIRCHILD[Fairchild Semiconductor]

	X9408WS24-2.7 X9408WP24-2.7 X9408WV24IZ-2.7 X9408W	低噪低Power/2-Wire巴士
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:19 x 36; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
Low Noise/Low Power/2-Wire Bus QUAD 2.5K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
	数字电位
Intersil, Corp.
Intersil Corporation

	X9258UV24-2.7 X9258US24I-2.7 X9258US24-2.7 X9258UV	Low Noise/Low Power/2-Wire Bus/256 Taps QUAD 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO24
Low Noise/Low Power/2-Wire Bus/256 Taps QUAD 100K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO24
	Intersil, Corp.

	TC1321 TC1321EUA TC1321EOA TC1321EOATR TC1321EUATR	The TC1321 is a serially accessible 10-bit voltage output digital-to-analog converter (DAC). The DAC produces an output voltage that ...
The TC1321 is a serially accessible 10-bit voltage output digital-to-analog converter (DAC). The DAC produces an output voltage that ranges from ground to an externally supplied reference voltage. It operates from a single power supply tha
10-Bit Digital-to-Analog Converter with Two-Wire Interface
	MICROCHIP[Microchip Technology]

	5962F9584501VYC 5962H9584501VYC 5962R9584501VYC 59	2-Wire, Serial, 8-Bit DACs with Rail-to-Rail Outputs
5-Pin, Multiple-Input, Programmable Reset ICs
Low-Cost, Low-Power, 8-Bit DACs with 2-Wire Serial Interface in SOT23
Low-Cost, Voltage-Output, 16-Bit DACs in µMAX
 5V, Low-Power, Voltage-Output, Serial 12-Bit DACs
Low-Cost, Voltage-Output, 16-Bit DACs with Internal Reference in µMAX
Low-Cost, Low-Power, 8-Bit DACs with 3-Wire Serial Interface in SOT23
Low-Cost, Voltage-Output, 16-Bit DACs with Internal Reference in &#181;MAX x8的SRAM
x8 SRAM x8的SRAM
	Analog Devices, Inc.
California Micro Devices Corporation

	LB1840 LB1840M 	Low-voltage/Low-saturation Bidirectional Variable Constant-voltage Motor Driver(浣????浣?ケ?????????????洪┍?ㄥ?)
Monolithic Digital IC
Low-voltage/Low-saturation Bidirectional Variable Constant-voltage Motor Driver Low-voltage/Low-saturation双向可变恒压电机驱动
	Sanyo Electric Co.,Ltd.
SANYO[Sanyo Semicon Device]
Sanyo Electric Co., Ltd.

	X9241AMSIZ X9241AUPZ X9241AUSZ X9241AUPIZ X9241AUS	Quad Digital Controlled Potentionmeters (XDCP? Non-Volatile/Low Power/2-Wire/64 Taps
	Renesas Electronics Corporation

	X9418YS24Z-2.7 X9418YV24Z-2.7 X9418YS24IZ-2.7 X941	Low Noise, Low Power, 2-Wire Bus Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC DUAL 2.5K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
Low Noise, Low Power, 2-Wire Bus Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-TSSOP DUAL 2.5K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
Low Noise, Low Power, 2-Wire Bus Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC DUAL 2.5K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
Low Noise, Low Power, 2-Wire Bus Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP DUAL 2.5K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
Low Noise, Low Power, 2-Wire Bus Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP DUAL 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
Low Noise, Low Power, 2-Wire Bus Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-TSSOP DUAL 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
	Intersil, Corp.
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