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			FS6S15658R-YDTU - Power Switch(SPS) Current-Mode SMPS Controller 48 A SWITCHING REGULATOR, 150 kHz SWITCHING FREQ-MAX, PSFM5 
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	Description	Power Switch(SPS) 
 Current-Mode SMPS Controller
48 A SWITCHING REGULATOR, 150 kHz SWITCHING FREQ-MAX, PSFM5
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			 Related Part Number
	
					PART	Description	Maker
	2SD2318 2SD2318V 	High-current gain Power Transistor (-60V/ -3A)
Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated µP Reset
High-current gain Power Transistor(60V/ 3A)
High-current gain Power Transistor(60V, 3A)
	Rohm CO.,LTD.

	AN6701S AN6701 	Switch Mode Power Supply; Output Power:1512W; No. of Outputs:1; Output 1 VDC :360VDC; Output Current 1:4.2A; Power Supply Mounting:PC Board; Leaded Process Compatible:Yes; Output Current:4.2A; Output Power Max:1512W RoHS Compliant: Yes 温度传感器IC
Temperature Sensor IC
	Panasonic, Corp.
PANASONIC[Panasonic Semiconductor]

	CLY32-00 CLY32-05 CLY32-10 CLY32 	Standard Recovery Rectifier; Forward Current:25A; Forward Current Average:15.9A; Forward Current Avg Rectified, IF(AV):15.9A; Forward Surge Current Max, Ifsm:350A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes 伊雷尔C波段砷化镓功率场效应
HiRel C-Band GaAs Power-MESFET
	INFINEON[Infineon Technologies AG]

	FS1UM-16A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
MITSUBISHI Nch POWER MOSFET HIGH-SPEED SWITCHING USE
	Powerex Power Semiconductors
Mitsubishi Electric Corporation

	FS400R07A1E3 	DC-collector current / diode forward current limited by power terminals
	Infineon Technologies AG

	74AHCT259D 74AHC259D 74AHC259PW 74AHCT259PW HCT259	Zener Diode; Zener Voltage Typ, Vz:2.7V; Vz Test Current, Izt:20mA; Power Dissipation, Pd:500mW; Package/Case:DO-35; Breakdown Voltage Max:2.7V; Forward Current:200A; Leakage Current Max:100uA; Mounting Type:Through Hole 8位可寻址锁存
8-bit addressable latch
	NXP Semiconductors N.V.

	SRU1038-3R5Y 	Power Inductor; Inductor Type:Power; Inductance:3.5uH; Inductance Tolerance: 30 %; Current Rating:5.5A; Series:SRU1038; Package/Case:1038; Core Material:Ferrite DR/RI; DC Current Rating:5.50A; Leaded Process Compatible:Yes RoHS Compliant: Yes
	BOURNS INC

	RN5VD30CA-TL RN5VD23CA-TR RN5VD19AC RN5VD47CA RN5V	Automotive Catalog Current Shunt Monitors -16-V to  80-V Common-Mode Range 5-SOT-23 -40 to 125
Enhanced Product Current Shunt Monitor -16 V To Plus80 V Common-Mode Range 5-SOT-23 -55 to 125
Automotive Catalog High-Side Measurement Current Shunt Monitor 8-TSSOP -40 to 125
Zero-Drift, Bi-directional Current/Power Monitor in SOT23 8-SOT-23 -25 to 85
BZ Series Standard Basic Switch, Single Pole Double Throw Circuitry, 15 A at 250 Vac, Overtravel Plunger Actuator, 3,61 N - 5,28 N [13 oz - 19 oz] Operating Force, Silver Contacts, Screw Termination, CE, CSA, DEMKO
VOLTAGE DETECTOR WITH OUTPUT DELAY 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
CA-BAYONET 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
RES 39 OHM 1/10W 5% 0603 SMD 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
COAX T CONN BNC F-M-F 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 PLASTIC, SOT-23, 5 PIN
High-Side Measurement Current-Shunt Monitor with Dual Comparators 10-MSOP -40 to 125 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
High-Side Measurement Current-Shunt Monitor with Dual Comparators 14-SOIC -40 to 125 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Precision, Low Power, G = 10, 100 Instrumentation Amplifier 8-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
	RICOH electronics devices division
Ricoh Co., Ltd.
RICOH COMPANY LTD
RICOH electronics devices d...
RICOH electronics devic...

	BTS650P 	Smart Highside High Current Power Switch (Overload protection Current limitation Short circuit protection Overtemperature protection)
	SIEMENS[Siemens Semiconductor Group]

	BTS555 	From old datasheet system
Smart Highside High Current Power Switch (Overload protection Current limitation Short circuit protection Overtemperature protection)
	SIEMENS AG
Siemens Semiconductor Group

	VS50B-12 VS50B-15 VS50B-24 VS50B-3 VS50B-5 VS150B-	   Single output 10W~150W
External Plug-In Power Supply; Series:; Output Voltage:24V; Output Power Max:30W; Output Current:1.25A; No. of Outputs:1; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Power Supply Efficiency:86% RoHS Compliant: Yes
External Plug-In Power Supply; Series:; Output Voltage:18V; Output Power Max:30W; Output Current:1.67A; No. of Outputs:1; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Power Supply Efficiency:85% RoHS Compliant: Yes
Switch Mode Power Supply; Output Power:28W; No. of Outputs:1; Output 1 VDC  :12VDC; Output Current 1:2.3A; Leaded Process Compatible:No; Output Current:2.3A; Output Power Max:28W; Output Voltage:12V RoHS Compliant: No
CAP .01UF 400V POLYPROPYLENE
Single output 10W~150W 单输出功0W150
	LAMBDA[DENSEI-LAMBDA]
TE Connectivity, Ltd.
Unity Opto Technology Co., Ltd.
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