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			FX019 - Digitally Controlled Quad Amplifier Array 
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	Part No.	FX019   

	Description	Digitally Controlled Quad Amplifier Array 
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	Maker: CML
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			 Related Part Number
	
					PART	Description	Maker
	ISL9084106 ISL90841WIV1427Z ISL90841UIV1427Z 	Quad Digitally Controlled Potentiometers (XDCP?
Quad Digitally Controlled Potentiometers (XDCP⑩)
	INTERSIL[Intersil Corporation]

	X925107 X9251UV24Z-2.7 X9251 X9251TS24 X9251TS24-2	Quad Digitally-Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R QUAD 100K DIGITAL POTENTIOMETER, INCREMENT/DECREMENT CONTROL INTERFACE, 256 POSITIONS, PDSO24
Quad Digitally-Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R QUAD 50K DIGITAL POTENTIOMETER, INCREMENT/DECREMENT CONTROL INTERFACE, 256 POSITIONS, PDSO24
Quad Digitally-Controlled (XDCP⑩) Potentiometer
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	ISL22446 ISL22446UFV20Z ISL22446WFV20Z 	Quad Digitally Controlled Potentiometer (
	Intersil Corporation

	ISL22346 ISL22346UFV20Z ISL22346WFV20Z 	Quad Digitally Controlled Potentiometers
	Intersil Corporation

	ISL22444UFR20Z ISL22444WFV20Z ISL22444WFR20Z ISL22	Quad Digitally Controlled Potentiometer XDCP
	Intersil Corporation

	X9241 	Quad Digitally Controlled Potentiometer (XDCP)
	Xicor

	X9259 X9259TB24 X9259TB24-2.7 X9259TB24I X9259TB24	Quad Digitally-Controlled (XDCP) Potentiometers
	XICOR[Xicor Inc.]

	EP9458-100 EP9458-175W EP9458-45W EP9458-450 EP945	Quad Digitally-Controlled (XDCP™) Potentiometer; Temperature Range: -40°C to 85°C; Package: 24-TSSOP
Quad Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC 延迟线|定额丝锥| 1线| 5，技术咨询|混合|双酯| 8引脚|塑料
DELAY LINE|FIXED TAPS|1-LINE|5-TAP|HYBRID|DIP|8PIN|PLASTIC 延迟线|定额丝锥| 1线| 5，技术咨询|混合|双酯| 8引脚|塑料
Quad Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC 延迟线|定额丝锥| 1线| 5，技术咨询|混合|双酯| 8引脚|塑料
Low Noise, Low Power, 2-Wire Bus, 256 Taps Quad Digital Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP 延迟线|定额丝锥| 1线| 5，技术咨询|混合|双酯| 8引脚|塑料
	Ecliptek, Corp.
3M Company

	ISL23345UFVZ ISL23345TFRZ ISL23345UFRZ 	Quad, 256 Tap, Low Voltage Digitally Controlled Potentiometer (XDCP?
	Intersil Corporation

	ISL22313UFU10Z ISL22313 ISL22313TFU10Z ISL22313WFU	Single Digitally Controlled Potentiometer (XDCP), Low Noise, Low Power, I-2CBus, 256 Taps
Single Digitally Controlled Potentiometer (XDCP?
Single Digitally Controlled Potentiometer XDCP
	Intersil Corporation

	X9251US24Z-2.7T1 X9251US24IT1 X9251TS24I-2.7T1 	Quad Digitally-Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R QUAD 50K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO24
Quad Digitally-Controlled (XDCP&#153;) Potentiometer; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC T&amp;R QUAD 50K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO24
Quad Digitally-Controlled (XDCP&#153;) Potentiometer; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC T&amp;R QUAD 100K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO24
	Intersil, Corp.
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