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			 Related Part Number
	
					PART	Description	Maker
	243NQ100 243NQ 243NQ080 243NQ090 243NQ100R 	100V 240A Schottky DISCR. (R) Diode in a D-67 HALF-Pak package
Audio Sample Rate Converter IC; IC Function:Audio Sample Rate Converter IC; Package/Case:20-QFN; Leaded Process Compatible:No; Operating Temp. Max:70 C; Operating Temp. Min:-10 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Audio Sample Rate Converter IC; IC Function:Audio Sample Rate Converter IC; Package/Case:20-TSSOP; Leaded Process Compatible:Yes; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Supply Voltage:5.25V; Frequency:192GHz RoHS Compliant: Yes
Transceiver IC; Transceiver Type:Digital Audio; Supply Voltage:5V; Package/Case:28-SOIC; Frequency:96GHz; Interface Type:Serial; Leaded Process Compatible:No; No. of Drivers:1; No. of Receivers:1; Operating Temp. Max:70 C RoHS Compliant: No
SCHOTTKY RECTIFIER 肖特基整流器
	IRF[International Rectifier]
International Rectifier, Corp.

	2SA1048L 	Transistor Silicon PNP Epitaxial Type (PCT process) Audio Frequency Amplifier Applications Low Noise Audio Frequency Applications
	TOSHIBA

	BA3574BFS A5800767 	Audio LSIs > Bass boost system
Low-current audio headphone driver
From old datasheet system
	Rohm

	HN1B04FU HN1B04FUGR 	TRANSISTOR | BJT | PAIR | COMPLEMENTARY | 50V V(BR)CEO | 150MA I(C) | TSOP
Transistor Silicon NPN Epitaxial Type (PCT Process) Silicon PNP Epitaxial Type (PCT Process) Audio Frequency General Purpose Amplifier Applications
	TOSHIBA

	LT6014IS8 LT6013 LT6013ACDD LT6013ACS8 LT6013AIDD 	(LT6013 / LT6014) Rail-to-Rail Output Precision Op Amps
U36D Series Large Can Aluminum Electrolytic Capacitor, Screw terminals, General Purpose
Single/Dual 145UA, 9.5nV/ SIGMAHz, AV >5, Rail-to-Rail Output Precision Op Amps OP-AMP, 135 uV OFFSET-MAX, 1.6 MHz BAND WIDTH, PDSO8
Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:45VDC; Capacitance:3900uF; Capacitance Tolerance: 20%; Leaded Process Compatible:No; Package/Case:76X105; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Single/Dual 145UA, 9.5nV/ SIGMAHz, AV >5, Rail-to-Rail Output Precision Op Amps
Single/Dual 145UA, 9.5nV/ SIGMAHz, AV 5, Rail-to-Rail Output Precision Op Amps
   Single/Dual 145UA, 9.5nV/ SIGMAHz, AV &gt5, Rail-to-Rail Output Precision Op Amps
	Linear Technology, Corp.
运算放大
Linear Technology Corporation
LINER[Linear Technology]

	2SC466607 	Silicon NPN Epitaxial Type (PCT process) Audio Frequency Amplifier Applications
	Toshiba Semiconductor

	2SA966 	TRANSISTOR SILICON PNP EPITAXIAL TYPE (PCT PROCESS)  AUDIO POWER AMPLIFIER APPLICATIONS
	TOSHIBA

	2SA1426 	TRANSISTOR SILICON PNP  EPITAXIAL TYPE (PCT PROCESS)  AUDIO POWER AMPLIFIER  APPLICATIONS
	TOSHIBA

	2SA1356 	TRANSISTOR SILICON PNP EPITAXIAL TYPE (PCT PROCESS)  AUDIO POWER AMPLIFIER APPLICATION
	TOSHIBA

	HN1A07F 	Silicon PNP Epitaxial Type (PCT Process) Audio Frequency Small Power Amplifier Applications
	Toshiba Semiconductor

	2SC2240 	Transistor Silicon NPN Epitaxial Type (PCT process)  Low Noise Audio Amplifier Applications
	TOSHIBA
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