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	Part No.	HDPC-2   

	Description	HDPC-2 High Density Power Converter HDPC - 2高密度电源转换器 
 

	File Size	33.55K  / 
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						Maker	
						

						 PerkinElmer, Inc. 
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	Part: HD-006
	Maker: N/A
	Pack: SMD
	Stock: 54
	Unit price 
									for :
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	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	MVAC250-24AFD MVAC-COVER 	250W 3 x 5 High Density AC-DC Power Supply Converter
250 Watt Silicon Type Metal Package Power Transistor
   250W 3 x 5 High Density AC-DC Power Supply Converter
	Murata Power Solutions ...

	ISPLSI1024 ISPLSI1024EA-200LT100 1024EA ISPLSI1024	200 MHz in-system prommable high density PLD
Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:4; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:120ohm RoHS Compliant: Yes
In-System Programmable High Density PLD
100 MHz in-system prommable high density PLD
	Lattice Semiconductor Corporation
LATTICE[Lattice Semiconductor]
http://

	STW80N06-10 4868 	OLD PRODUCT: NOT  SUITABLE FOR NEW DESIGN-IN
N - CHANNEL ENHANCEMENT MODE "ULTRA HIGH DENSITY" POWER MOS TRANSISTOR
From old datasheet system
N - CHANNEL ENHANCEMENT MODE ULTRA HIGH DENSITY POWER MOS TRANSISTOR
	ST Microelectronics
STMICROELECTRONICS[STMicroelectronics]

	DM5374X-XXXX 	2.77mm Density Coaxial / High Voltage and High Power
	Cinch

	ISPLSI2096E-100LQ128 ISPLSI2096E-100LT128 ISPLSI20	In-SystemProgrammableSuperFASTHighDensityPLD
In-System Programmable SuperFAST?/a> High Density PLD
In-System Programmable SuperFAST High Density PLD
In-System Programmable SuperFAST⑩ High Density PLD
In-System Programmable SuperFASTHigh Density PLD EE PLD, 10 ns, PQFP128
In-System Programmable SuperFAST??High Density PLD
	LATTICE[Lattice Semiconductor]
Lattice Semiconductor, Corp.
LATTICE SEMICONDUCTOR CORP

	SD20-XXX 	High Power Density
	Cooper Electronic

	ATV2500H ATV2500H-25DC ATV2500H-25DI ATV2500H-25DM	120 OHM 1% 1/8 W
High-Density UV-Erasable Programmable Logic Device UV PLD, 35 ns, CDIP40
High-Density UV-Erasable Programmable Logic Device OT PLD, 35 ns, PQCC44
High-Density UV-Erasable Programmable Logic Device UV PLD, 35 ns, CQCC44
High-Density UV-Erasable Programmable Logic Device OT PLD, 30 ns, PDIP40
High-Density UV-Erasable Programmable Logic Device UV PLD, 30 ns, CQCC44
	ATMEL[ATMEL Corporation]
Atmel Corp.
Atmel, Corp.

	ISPLSI2032VL ISPLSI2032VL-110LB49 ISPLSI2032VL-110	2.5VIn-SystemProgrammableSuperFASTHighDensityPLD
2.5V In-System Programmable SuperFAST⑩ High Density PLD
2.5V In-System Programmable SuperFAST High Density PLD
2.5V In-System Programmable SuperFASTHigh Density PLD EE PLD, 10 ns, PQFP48
2.5V In-System Programmable SuperFASTHigh Density PLD EE PLD, 10 ns, PQFP44
2.5V In-System Programmable SuperFASTHigh Density PLD EE PLD, 7.5 ns, PQFP44
2.5V In-System Programmable SuperFASTHigh Density PLD EE PLD, 5 ns, PQCC44
2.5V In-System Programmable SuperFASTHigh Density PLD EE PLD, 5 ns, PQFP44
	LATTICE[Lattice Semiconductor]
Lattice Semiconductor Corporation
Lattice Semiconductor, Corp.

	HDRIGHTANGLE 781-M15-113R141 781-M15-113R001 781-M	MALE-HIGH DENSITY
MALE-HIGH DENSITY-MACHINED CONTACTS-RIGHT ANGLE
	List of Unclassifed Manufacturers

	PPS11001000F PPS11001000G PPS11001000J PPS11003501	Metal Glaze Power Pack Surface Mount High Power Density Ceramic Package
	IRC - a TT electronics Company.
IRC Advanced Film

	TDN5-4815WI TDN5-4821WI TDN5-0910WI TDN5-0912WI TD	The power density of high performance DC/DC converters.
	TRACO Electronic AG

	MVAC250-24AFD MVAC250-12AFD MVAC250-48AFD MVAC250-	250W High Density AC-DC Power Supply
	Murata Manufacturing Co., Ltd.
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