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			 Related Part Number
	
					PART	Description	Maker
	BK120AAHU 	Nickel Metal Hydride Batteries - Back-up type/ High temperature & long life type
	Panasonic

	G 	Military, MIL-R-26 Qualified, Type RW, Precision Power, Silicone Coated, Complete Welded Construction, High Temperature Silicone Coated and Molded, Available in Non-Inductive Styles (Type GN)
	Vishay

	A3195EU A3195LLT 3195 A3195LU A3195 A3195ELT 	PROTECTED, HIGH-TEMPERATURE, HALL-EFFECT LATCH WITH ACTIVE PULL-DOWN 保护，高温，霍尔效应锁存主动下拉
SENSOR IC CAC ANALOG OUT 8-DIP
PROTECTED. HIGH-TEMPERATURE. HALL-EFFECT LATCH WITH ACTIVE PULL-DOWN
Protected,High-Temperature,Oper-Collector Hall-Effect Latch(保护型，工作于高温，霍尔效应锁存器（
PROTECTED/ HIGH-TEMPERATURE/ HALL-EFFECT LATCH WITH ACTIVE PULL-DOWN
PROTECTED HIGH-TEMPERATURE HALL-EFFECT LATCH WITH ACTIVE PULL-DOWN
From old datasheet system
	Allegro MicroSystems, Inc.
ALLEGRO[Allegro MicroSystems]

	IDT54FCT822BEB IDT54FCT822ADB 	7A 600KHz High Freq Sync Buck Regulator with Over Current Protection Temperature Shutdown and Tracking
10-Bit D-Type Flip-Flop 10位D型触发器
	Silicon Laboratories, Inc.

	BZG05C BZG05C10 BZG05C100 BZG05C11 BZG05C12 BZG05C	High Precision 10 V Reference; Package: CHIPS OR DIE; No of Pins: 8; Temperature Range: Commercial 硅的Z -二极
High Precision 10 V Reference; Package: PDIP; No of Pins: 8; Temperature Range: Commercial 硅的Z -二极
2.5 V/3.0 V Ultrahigh Precision Bandgap Voltage Reference; Package: PDIP; No of Pins: 8; Temperature Range: Industrial 硅的Z -二极
High Precision 10 V Reference; Package: SOIC; No of Pins: 8; Temperature Range: Commercial 硅的Z -二极
Silicon Z-Diodes 硅的Z -二极
High Precision 10 V Reference; Package: CerDIP; No of Pins: 8; Temperature Range: Military
Silicon Z-Diode(稳压应用电压范围3.3-100V的齐纳二极管)
From old datasheet system
	Vishay Intertechnology, Inc.
Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]
Vishay Telefunken

	0676432990 	Universal Serial Bus (USB) Shielded I/O Receptacle, Right Angle, Type A, High-Temperature Black Nylon, Gold (Au) Flash, PCB Thickness 1.60mm (.063"), with Upper
	Molex Electronics Ltd.

	BS62LV8006 BS62LV8006FIP55 BS62LV8006FIP70 BS62LV8	Very Low Power/Voltage CMOS SRAM 1M X 8 bit 非常低功电压CMOS SRAM00万8
Aluminum Electrolytic Capacitor; Capacitor Type:High Temperature; Voltage Rating:25VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  105 C; Capacitance:470uF RoHS Compliant: Yes 非常低功电压CMOS SRAM00万8
Asynchronous 8M(1Mx8) bits Static RAM
From old datasheet system
	Brilliance Semiconducto...
BRILLIANCE SEMICONDUCTOR, INC.
BSI[Brilliance Semiconductor]

	NV23107 NV2312CSDC10VN NV2312CSDC10VS NV2312ASDC10	Withstands high temperature, operating under 105 ambient temperature
	DB Lectro Inc

	MPXV6115VC6U 	High Temperature Accuracy ntegrated Silicon Pressure Sensor On-Chip Signal Conditioned, Temperature Compensated and Calibrated
	FREESCALE[Freescale Semiconductor, Inc]

	BAW56W BAW56W-T3 BAW56W-T1 	Thermocouple Conditioner and Setpoint Controller Operates with Type J Thermocouple; Package: TO_100; No of Pins: 10; Temperature Range: Industrial 用J型热电偶工作的热耦调节器和设置控制器，TO_100封装; 10个管 温度范围:工业
Temperature Sensor: Serial Digital Output Thermometers CMOS/TTL Comp.; Package: SOIC; No of Pins: 8; Temperature Range: TBD
SURFACE MOUNT FAST SWITCHING DIODE
	EPCOS AG
Won-Top Electronics Co., Ltd.
WTE[Won-Top Electronics]

	MPXV6115VC6U 	High Temperature Accuracy     Integrated Silicon Pressure Sensor On-Chip     Signal Conditioned, Temperature Compensated and     Calibrated
From old datasheet system
	Motorola
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