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			KLK1 - Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Black; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes RES, 1.69K, 1/10W, 1%, 0603 Axial Lead and Cartridge Fuses - Midget 
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	Part No.	KLK1 KLK9 KLK1_2 KLK1_4 KLK10 KLK11_2 KLK12 KLK2 KLK2_10 KLK20 KLK21_2 KLK25 KLK3 KLK3_10 KLK3_4 KLK30 KLK31_2 KLK4 KLK5 KLK6 KLK7 KLK8 KLK KLK21/2 KLK11/2 KLK1/4 KLK31/2 KLK3/10 KLK3/4 KLK2/10 KLK1/2  

	Description	Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Black; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes 
 RES, 1.69K, 1/10W, 1%, 0603
Axial Lead and Cartridge Fuses - Midget
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	Part: KL1027B
	Maker: KE
	Pack: SMD
	Stock: 1024
	Unit price 
									for :
	    
									50: $24.92
	  
									100: $23.68
	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	T555715M01-PAE T555701M01-PAE T555715M01-DBW T5557	COMPACT VIDEO SPLITTER   8 CHANNEL
COMPACT VIDEO SPLITTER   4 CHANNEL
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
USB 2.0 MULTI-PLUS       CARD READER
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Red; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Orange; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
CAT5 MULTI VIDEO TRANSMITVIDEO,RS232 AND STEREO AU
TV PHOTO VIEWER          MEDIA PLAYER
CONNECTOR ACCESSORY 连接器附
multifunctional 330-bit read/write RF-identification IC 多功330位的写射频识别IC
	Atmel Corp.
Atmel, Corp.

	SPX385AM1- SPX385AS-2 SPX385AN-2.5 SPX385AM1-2.5 S	Micropower Voltage Reference
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Color:Orange; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
	http://
Sipexoration
SIPEX[Sipex Corporation]

	LTC1318 LTC1318CSW 1318 	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Purple; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061, CSA Type AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
Single 5V RS232/RS422/AppleTalk DCE Transceiver
	Linear Technology Corporation
LINER[Linear Technology]

	M34513M2-420FP M34513M4-051FP M34513M6-051FP M3451	SINGLE-CHIP 4-BIT CMOS MICROCOMPUTER 单芯4位微机的CMOS
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Brown; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
	http://
Mitsubishi Electric, Corp.
Mitsubishi Electric Corporation

	KLKD KLKD9 KLKD1 KLKD1_10 KLKD1_2 KLKD1_4 KLKD1_8 	Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:16; No. Strands x Strand Size:7 x 24; Jacket Material:FRPE - Flame Retardant Polyethylene; Leaded Process Compatible:Yes; Capacitance:31uF; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Black; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Axial Lead and Cartridge Fuses - Midget
	http://
Littelfuse, Inc.
LITTELFUSE[Littelfuse]

	BYX135G 	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Dark Blue; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 3173; CSA Type CL1251; Conductor Material:Copper RoHS Compliant: Yes
High-voltage car ignition diode
	NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]

	DTM12G-N DTM12C-N DTM12E-N DTM12-N DTM12-M 	Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
12A Bidirectional Thyristor
	Sanyo Electric Co.,Ltd.
SANYO[Sanyo Semicon Device]

	DTC12G-N DTC12C-N DTC12E-N DTC12-N 	Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
12A Bidirectional Thyristor
	Sanyo Electric Co.,Ltd.
SANYO[Sanyo Semicon Device]

	R3111Q231C R3111Q191A R3111Q191C R3111N521A R3111N	Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
PHOTODIODE 850NM 5MM CLEAR TO-92
PHOTODIODE 900NM 3MM W/FILTER
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Orange; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Thick Film Chip Resistor  - RMC 1/2 2.2 5% R
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:White; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Purple; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
PHOTODIODE 900NM 5MM W/FILTER
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
LOW VOLTAGE DETECTOR 低电压检
Analog IC 模拟IC
SCREW, #12-24 X 1/2 低电压检
Thick Film Chip Resistor - RMC 1/2 36K 5% R 模拟IC
Thick Film Chip Resistor - RMC 1/2 383 1% R 模拟IC
Thick Film Chip Resistor - RMC 1/2 37.4 1% R 模拟IC
ER 14C 14#16 PIN RECP BOX 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBCY3
LOW VOLTAGE DETECTOR 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBCY3
LOW VOLTAGE DETECTOR 1-CHANNEL POWER SUPPLY SUPPORT CKT, PSSO3
Time-Delay Relay; Contacts:SPDT; Time Range:2 to 60 Sec; Mounting Type:Plug In; Timing Function:On-Delay; Contact Carry Current:5A; Contact Carrying Power:3VA; Relay Mounting:Plug-In; Relay Terminals:8-Pin Octal; Supply Voltage:120V 低电压检
   LOW VOLTAGE DETECTOR
	Mitsubishi Electric, Corp.
RICOH electronics devices division
http://
Ricoh Co., Ltd.
Infineon Technologies AG
Cooper Bussmann, Inc.
Yageo, Corp.
ZETTLER electronics GmbH
ITT, Corp.
Jameco Electronics
Kingbright, Corp.
California Eastern Laboratories, Inc.
Electronic Theatre Controls, Inc.
Marktech Optoelectronics
RICOH electronics devices d...
RICOH electronics devic...

	C2016.21.07 C20162107 	Hook-Up Wire, UL 1007, UL 1569, CSA TR-64, Gauge Size (AWG): 22, Conductor/Strands: 7/30
	General Cable Technologies Corporation
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