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			 Related Part Number
	
					PART	Description	Maker
	AD8622ARZ AD8624ARUZ 	Dual, Low Power, Low Noise, Low Bias Current, Precision Rail-to-Rail Output Op Amp; Package: 8-pin; Temperature Range: -40&#176;C to  125&#176;C DUAL OP-AMP, 230 uV OFFSET-MAX, 0.58 MHz BAND WIDTH, PDSO8
QUAD OP-AMP, 230 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, PDSO14
	Analog Devices, Inc.
ANALOG DEVICES INC

	MC74LCX258DG MC74LCX32DR2 MC74LCX3205 MC74LCX374DR	Low-Voltage CMOS Octal Buffer Flow Through Pinout; Package: TSSOP 20 LEAD; No of Pins: 20; Container: Tape and Reel; Qty per Container: 2500 LVC/LCX/Z SERIES, 8-BIT DRIVER, INVERTED OUTPUT, PDSO20
Low-Voltage CMOS Octal Buffer Flow Through Pinout With 5 V−Tolerant Inputs and Outputs (3−State, Inverting)
Low-Voltage CMOS Octal Buffer Flow Through Pinout With 5 V?Tolerant Inputs and Outputs (3?State, Inverting)
Low-Voltage CMOS Octal D-Type Flip-Flop With 5 V?Tolerant Inputs and Outputs (3?State, Non?Inverting)
Low-Voltage CMOS Quad 2-Input OR Gate With 5 V?Tolerant Inputs
Low-Voltage CMOS Quad 2-Input Multiplexer With 5 V?Tolerant Inputs and Outputs (3?State, Inverting)
	ONSEMI[ON Semiconductor]

	EDI8F82045LP100B6C EDI8F82045LP100B6I EDI8F82045LP	40MHz Non-Inverting Quad CMOS Driver; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R
40MHz Non-Inverting Quad CMOS Driver; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R x8的SRAM模块
40MHz Non-Inverting Quad CMOS Driver; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN x8的SRAM模块
	Electronic Theatre Controls, Inc.
Amphenol, Corp.

	INTERSILCORP-X9241AWSZT2 X9241AWSZT1 	Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70&deg;C; Package: 20-SOIC T&amp;R
	INTERSIL CORP

	AD713KN AD713SQ 5962-9063302MCA AD713 5962-9063301	Triple 3-input positive-NAND gates 14-SO 0 to 70
Quad Precision, Low Cost, High Speed, BiFET Op Amp QUAD OP-AMP, 1000 uV OFFSET-MAX, 4 MHz BAND WIDTH, CDIP14
Quad Precision, Low Cost, High Speed, BiFET Op Amp QUAD OP-AMP, 2000 uV OFFSET-MAX, 4 MHz BAND WIDTH, PDSO16
Quad Precision, Low Cost, High Speed, BiFET Op Amp QUAD OP-AMP, 2000 uV OFFSET-MAX, 4 MHz BAND WIDTH, CDIP14
Quad Precision, Low Cost, High Speed, BiFET Op Amp QUAD OP-AMP, 700 uV OFFSET-MAX, 4 MHz BAND WIDTH, CDIP14
	AD[Analog Devices]
Analog Devices, Inc.
ANALOG DEVICES INC

	MC74LCX244MELG 	Low&#8722;Voltage CMOS Octal Buffer With 5 V&#8722;Tolerant Inputs and Outputs (3&#8722;State, Non&#8722;Inverting) LVC/LCX/Z SERIES, DUAL 4-BIT DRIVER, TRUE OUTPUT, PDSO20
	ON Semiconductor

	HA5025 HA5025IB HA5025IP FN3591 HA5025EVAL HA5340 	Triple/ 125MHz Video Amplifier
High Speed/ Low Distortion/ Precision Monolithic Sample and Hold Amplifier
Quad/ 560MHz/ Low Power/ Video Operational Amplifier
Quad/ 125MHz Video Current Feedback Amplifier
Quad, 125MHz Video Current Feedback Amplifier
Quad 125MHz Video Current Feedback Amplifier
From old datasheet system
	INTERSIL[Intersil Corporation]

	MAX4074 MAX4074ESA MAX4074EUK- MAX4075 MAX4075ESA 	Micropower, Rail-to-Rail, fixed-gain, dual, GainAmp op amp. Inverting gain 4V/V, noninverting gain 5V/V, -3dB BW 80kHZ.
Micropower, Rail-to-Rail, fixed-gain, single, GainAmp op amp. Inverting gain 4V/V, noniverting gain 5V/V, -3dB BW 80kHZ.
Micropower, Rail-to-Rail, fixed-gain, single, GainAmp op amp. Inverting gain 49V/V, noniverting gain 50V/V, -3dB BW 50kHZ.
Micropower, Rail-to-Rail, fixed-gain, single, GainAmp op amp. Inverting gain 99V/V, noniverting gain 100V/V, -3dB BW 40kHZ.
Micropower, Rail-to-Rail, fixed-gain, dual, GainAmp op amp. Inverting gain 20V/V, noninverting gain 21V/V, -3dB BW 40kHZ.
Micropower, Rail-to-Rail, fixed-gain, dual, GainAmp op amp. Inverting gain 9V/V, noninverting gain 10V/V, -3dB BW 90kHZ.
Micropower, Rail-to-Rail, fixed-gain, single, GainAmp op amp. Inverting gain 9V/V, noniverting gain 10V/V, -3dB BW 90kHZ.
Micropower, Rail-to-Rail, fixed-gain, single, GainAmp op amp. Inverting gain 79V/V, noninverting gain 80V/V, -3dB BW 50kHZ.
Micropower, Rail-to-Rail, fixed-gain, dual, GainAmp op amp. Inverting gain 3V/V, noninverting gain 4V/V, -3dB BW 90kHz.
Micropower, Rail-to-Rail, fixed-gain, dual, GainAmp op amp. Inverting gain 30V/V, noninverting gain 31V/V, -3dB BW 89kHZ.
Micropower, Rail-to-Rail, fixed-gain, single, GainAmp op amp. Inverting gain 0.25V/V, noninverting gain 1.25V/V, -3dB BW 200kHZ.
From old datasheet system
Micropower SOT23 Rail-to-Rail Fixed-Gain GainAmp/Open-Loop Op Amps
"?Dual, Low-Power, Rail-to-Rail, Open-Loop GainAmp."
"?Dual, Low-Power, Rail-to-Rail, Fixed-Gain Amp."
"Low-Power, SOT-23, Rail-to-Rail, Open-Loop GainAmp."
Micropower, SOT23, Rail-to-Rail, Fixed-Gain GainAmp Open-Loop GainAmps Op Amps
Micropower / SOT23 / Rail-to-Rail / Fixed-Gain / GainAmp/Open-Loop Op Amps
-Micropower, SOT23, Rail-to-Rail, Fixed-Gain, GainAmp/Open-Loop Op Amps
Micropower, Rail-to-Rail, fixed-gain, dual, GainAmp op amp. Inverting gain 0.25V/V, noninverting gain 1.25V/V, -3dB BW 200kHZ.
Micropower, Rail-to-Rail, fixed-gain, single, GainAmp op amp. Inverting gain 30V/V, noniverting gain 31V/V, -3dB BW 89kHZ.
Micropower, Rail-to-Rail, fixed-gain, single, GainAmp op amp. Inverting gain 30V/V, noninverting gain 31V/V, -3dB BW 89kHZ.
Micropower, Rail-to-Rail, fixed-gain, single, GainAmp op amp. Inverting gain 49V/V, noninverting gain 50V/V, -3dB BW 50kHZ.
Micropower, Rail-to-Rail, fixed-gain, single, GainAmp op amp. Inverting gain 3V/V, noniverting gain 4V/V, -3dB BW 90kHZ.
Micropower, Rail-to-Rail, fixed-gain, dual, GainAmp op amp. Inverting gain 49V/V, noninverting gain 50V/V, -3dB BW 50kHz.
Micropower, Rail-to-Rail, fixed-gain, dual, GainAmp op amp. Inverting gain 79V/V, noninverting gain 80V/V, -3dB BW 50kHZ.
Micropower, Rail-to-Rail, fixed-gain, single, GainAmp op amp. Inverting gain 20V/V, noniverting gain 21V/V, -3dB BW 40kHZ.
Micropower, Rail-to-Rail, fixed-gain, single, GainAmp op amp. Inverting gain 50V/V, noniverting gain 51V/V, -3dB BW 82kHZ.
	MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	MCP619-I/P MCP619-I/SL MCP619-I/ST MCP617-I/MS MCP	The MCP619 quad operational amplifier (op amp) has a gain bandwidth product of 190 kHz with a low typical operating current of 19 ...
The MCP617 dual operational amplifier (op amp) has a gain bandwidth product of 190 kHz with a low typical operating current of 19 ...
The MCP618 operational amplifier (op amp) has a gain bandwidth product of 190 kHz with a low typical operating current of 19 µA ...
The MCP616 operational amplifier (op amp) has a gain bandwidth product of 190 kHz with a low typical operating current of 19 µA ...
	Microchip

	PFLDL-TTL5-7J PFLDL-TTL5-4F PFLDL-TTL5-6G PFLDL-TT	Cap-Free, NMOS, 150mA Low Dropout Regulator with Reverse Current Protection
4.5A, 500kHz Step-Down Switching Regulator
5MHz, 3V/us, Low Power Single Supply, Dual and Quad Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
5MHz, 3V/us, Low Power Single Supply, Dual and Quad Precision Op Amps; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
SEPIC Constant- or Programmable-Current/Constant-Voltage Battery Charger; Package: DD PAK; No of Pins: 7; Temperature Range: 0°C to  70°C
Advanced Low Power 5V RS232 Transceiver with Small Capacitors; Package: SO; No of Pins: 28; Temperature Range: 0°C to  70°C
3A Low Dropout Regulator for Microprocessor Applications; Package: TO-220; No of Pins: 5; Temperature Range: 0°C to  70°C
Ultralow Noise 2A Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
1.4nV/Rt.Hz 180MHz Filter Building Block; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Advanced Low Power 5V RS232 Transceiver with Small Capacitors; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
Constant-Voltage/Constant-Current Battery Charger; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Very Low Noise, High Frequency Active RC, Filter Building Block; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Ultralow Noise 2A Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
SEPIC Constant-Current/Constant-Voltage Battery Charger; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
300mA Low Dropout Regulators with Micropower Quiescent Current and Shutdown; Package: SOT; No of Pins: 3; Temperature Range: 0°C to  70°C
Constant-Voltage/Constant-Current Battery Charger; Package: SSOP; No of Pins: 16; Temperature Range: 0°C to  70°C
Dual/Quad Over-The-Top Micropower Rail-to-Rail Input and Output Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
3A Low Dropout Regulator for Microprocessor Applications; Package: TO-220; No of Pins: 5; Temperature Range: 0&deg;C to  70&deg;C 逻辑IC
RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS 抗辐射高效，5安培开关稳压器
Very Low Noise, High Frequency Active RC, Filter Building Block; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C 逻辑IC
Logic IC 逻辑IC
1.5uA Max, Single, Dual and Quad Precision Rail-to-Rail Input and Output Op Amps; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C 逻辑IC
300mA Low Dropout Regulators with Micropower Quiescent Current and Shutdown; Package: SOT; No of Pins: 3; Temperature Range: 0&deg;C to  70&deg;C 逻辑IC
Advanced Low Power 5V RS232 Transceiver with Small Capacitors; Package: SSOP; No of Pins: 28; Temperature Range: 0&deg;C to  70&deg;C 逻辑IC
1.5uA Max, Single, Dual and Quad Precision Rail-to-Rail Input and Output Op Amps; Package: MSOP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 逻辑IC
10MHz, 6V/us, Dual/Quad Rail-to-Rail Input and Output Precision C-Load Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 逻辑IC
1.5uA Max, Single, Dual and Quad Precision Rail-to-Rail Input and Output Op Amps; Package: SO; No of Pins: 14; Temperature Range: 0&deg;C to  70&deg;C 逻辑IC
	NIC Components, Corp.
Electronic Theatre Controls, Inc.
BCD Semiconductor Manufacturing, Ltd.
Omron Electronics, LLC
NXP Semiconductors N.V.
Ecliptek, Corp.
ITT, Corp.

	SA5234D/01518 	Matched quad high-performance low-voltage operational amplifier; Package: SOT108-1 (SO14); Container: Reel Dry Pack, SMD, 13&quot; QUAD OP-AMP, 5000 uV OFFSET-MAX, 2.5 MHz BAND WIDTH, PDSO14
	NXP Semiconductors N.V.

	LT1462CS8TRPBF 	Dual/Quad Micropower, 260&#181;W C-Load Picoampere Bias Current JFET Input Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 2800 uV OFFSET-MAX, 0.14 MHz BAND WIDTH, PDSO8
	Linear Technology, Corp.
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