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			MAX6468US22D3 - 4.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 2.925 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 2.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 2.188 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 1.575 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset Microprocessor Supervisory Reset Circuits with Edge-Triggered One-Shot Manual Reset Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1 Microamp, 250Kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single and Dual Supply, 8 to 1 Multiplexer, Dual 4 to 1 Multiplexer and a Triple SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4  /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 18-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single and Dual Supply, 8 Multiplexer to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage, Single Supply, SPST Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SC-70 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Dual Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4  /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70&deg;C; Package: 20-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single and Dual Supply, Differential 4 to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage,Single Supply, Quad 2:1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON Resistance, Low Voltage, Single Supply 8 to 1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 ESD Protected to ±15kV, 5V, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: 0&degC to 70°C; Package: 8-SOIC ±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R ±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R ±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-TSSOP T&R Microprocessor Supervisory Reset Circuits with Edge-Triggered / One-Shot Manual Reset From old datasheet system Microprocessor Supervisory Reset Circuits with Edge-Triggered, One-Shot Manual Reset 5V, Half Duplex, 5Mbps, RS-485/RS-422 Transceiver; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 
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	Part No.	MAX6468US22D3 MAX6467US MAX6467US16D3 MAX6467US22D3 MAX6467US26D3 MAX6467US29D3 MAX6467US46D3 MAX6468XS46D3 MAX6468US26D3 MAX6468US29D3 MAX6468US46D3 MAX6468XS22D3 MAX6468XS26D3 MAX6468XS29D3 MAX6467XS29D3 MAX6467XS16D3 MAX6467XS22D3 MAX6467XS26D3 MAX6467XS46D3 MAX6467-MAX6468 MAX6468US16D3 MAX6468XS16D3 MAX6467 MAX6467US35D7-T MAX6467US25D7-T MAX6467US25D3-T MAX6467XS45D7-T MAX6467XS45D3-T MAX6468US45D7-T MAX6467US27D3-T MAX6468US29D7-T  

	Description	4.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 
 2.925 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
2.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
2.188 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
1.575 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
Microprocessor Supervisory Reset Circuits with Edge-Triggered One-Shot Manual Reset
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1 Microamp, 250Kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, 8 to 1 Multiplexer, Dual 4 to 1 Multiplexer and a Triple SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
 /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 18-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, 8 Multiplexer to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, SPST Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SC-70 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Dual Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
 /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70&deg;C; Package: 20-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, Differential 4 to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage,Single Supply, Quad 2:1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON Resistance, Low Voltage, Single Supply 8 to 1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
ESD Protected to ±15kV, 5V, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-TSSOP T&R
Microprocessor Supervisory Reset Circuits with Edge-Triggered / One-Shot Manual Reset
From old datasheet system
Microprocessor Supervisory Reset Circuits with Edge-Triggered, One-Shot Manual Reset
5V, Half Duplex, 5Mbps, RS-485/RS-422 Transceiver; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC
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 			 Full text search : 4.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 2.925 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 2.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 2.188 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 1.575 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset Microprocessor Supervisory Reset Circuits with Edge-Triggered One-Shot Manual Reset Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1 Microamp, 250Kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single and Dual Supply, 8 to 1 Multiplexer, Dual 4 to 1 Multiplexer and a Triple SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4  /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 18-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single and Dual Supply, 8 Multiplexer to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage, Single Supply, SPST Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SC-70 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Dual Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4  /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70&deg;C; Package: 20-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single and Dual Supply, Differential 4 to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage,Single Supply, Quad 2:1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON Resistance, Low Voltage, Single Supply 8 to 1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 ESD Protected to ±15kV, 5V, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: 0&degC to 70°C; Package: 8-SOIC ±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R ±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R ±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-TSSOP T&R Microprocessor Supervisory Reset Circuits with Edge-Triggered / One-Shot Manual Reset From old datasheet system Microprocessor Supervisory Reset Circuits with Edge-Triggered, One-Shot Manual Reset 5V, Half Duplex, 5Mbps, RS-485/RS-422 Transceiver; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	1214-300M 	L-Band 1200-1400 MHz, Class C, Common Base-Pulsed; P(out) (W): 300; P(in) (W): 40; Gain (dB): 8.75; Vcc (V): 40; Pulse Width (&#181;sec): 150; Duty Cycle (%): 10; Case Style: 55ST-1 L BAND, Si, NPN, RF POWER TRANSISTOR
300 Watts - 40 Volts, 150ms, 10% Radar 1200 - 1400 MHz
	Microsemi, Corp.
Advanced Power Technology Ltd.
ADPOW[Advanced Power Technology]

	ICS9248YF-99 ICS9248YF-99LF 	150.29 MHz, PROC SPECIFIC CLOCK GENERATOR, PDSO48 0.300 INCH, SSOP-48
	3M Company

	150KSR5A 150KSR5AM 150LR5AM 150LR5A 152KSR5A 152KS	150 A, 200 V, SILICON, RECTIFIER DIODE, DO-205AA
DIODE 150 A, 800 V, SILICON, RECTIFIER DIODE, DO-205AC, DO-30, 1 PIN, Rectifier Diode
DIODE 150 A, 200 V, SILICON, RECTIFIER DIODE, DO-205AC, DO-30, 1 PIN, Rectifier Diode
150 A, 100 V, SILICON, RECTIFIER DIODE, DO-205AA
150 A, 1000 V, SILICON, RECTIFIER DIODE, DO-205AA
150 A, 800 V, SILICON, RECTIFIER DIODE, DO-205AA
150 A, 400 V, SILICON, RECTIFIER DIODE, DO-205AA
Ultra-Low-Power Voltage Detectors and &#181;P Supervisory Circuits 二极50A阳极螺柱
DIODE 150A ANODE STUD 二极150A阳极螺柱
Standard Recovery Diodes(标准修复二极
50V 150A Std. Recovery Diode in a DO-205AA (DO-8)package
50V 150A Std. Recovery Diode in a DO-205AC (DO-30)package
100V 150A Std. Recovery Diode in a DO-205AC (DO-30)package
1000V 150A Std. Recovery Diode in a DO-205AC (DO-30)package
1000V 150A Std. Recovery Diode in a B-42package
100V 150A Std. Recovery Diode in a B-42package
800V 150A Std. Recovery Diode in a B-42package
50V 150A Std. Recovery Diode in a B-42package
400V 150A Std. Recovery Diode in a B-42package
600V 150A Std. Recovery Diode in a DO-205AA (DO-8)package
300V 150A Std. Recovery Diode in a DO-205AA (DO-8)package
400V 150A Std. Recovery Diode in a DO-205AA (DO-8)package
600V 150A Std. Recovery Diode in a DO-205AC (DO-30)package
800V 150A Std. Recovery Diode in a DO-205AA (DO-8)package
800V 150A Std. Recovery Diode in a DO-205AC (DO-30)package
400V 150A Std. Recovery Diode in a DO-205AC (DO-30)package
200V 150A Std. Recovery Diode in a DO-205AC (DO-30)package
200V 150A Std. Recovery Diode in a B-42package
200V 150A Std. Recovery Diode in a DO-205AA (DO-8)package
100V 150A Std. Recovery Diode in a DO-205AA (DO-8)package
1000V 150A Std. Recovery Diode in a DO-205AA (DO-8)package
600V 150A Std. Recovery Diode in a B-42package
Low Profile Power Relay, 1 Form A, 16A 250VAC, Sealed, Class F Coil
STANDARD RECOVERY DIODES Stud Version 标准恢复二极管螺柱版
150 A, 300 V, SILICON, RECTIFIER DIODE, DO-205AA
150 A, 300 V, SILICON, RECTIFIER DIODE, DO-205AC
	VISHAY SEMICONDUCTORS
IRF[International Rectifier]
International Rectifier, Corp.

	R6200230 R6202250 R6201050 R6201850 R6201040 R6200	500 A, 400 V, SILICON, RECTIFIER DIODE
General Purpose Rectifier (300-500 Amperes Average 2400 Volts) 通用整流器（300-500安培平均2400伏特
300 A, 2200 V, SILICON, RECTIFIER DIODE HERMETIC SEALED PACKAGE-2
300 A, 1200 V, SILICON, RECTIFIER DIODE
300 A, 200 V, SILICON, RECTIFIER DIODE
	Powerex Power Semicondu...
POWEREX INC
Powerex, Inc.
POWEREX[Powerex Power Semiconductors]
Powerex Power Semiconductor...

	CPCC0547R00JE32 CPCP0547R00JE32 CPCP03150R0JE32 CP	Wirewound/Metal Film Resistors, Commercial Power, Vertical Mount
Wire Wound Resistor, RESISTOR, WIRE WOUND, 5 W, 5 %, 20 ppm, 47 ohm, THROUGH HOLE MOUNT, RADIAL LEADED, ROHS COMPLIANT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 3 W, 5 %, 20 ppm, 150 ohm, THROUGH HOLE MOUNT, RADIAL LEADED, ROHS COMPLIANT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 3 W, 5 %, 20 ppm, 22 ohm, THROUGH HOLE MOUNT, RADIAL LEADED, ROHS COMPLIANT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 27 ohm, THROUGH HOLE MOUNT, RADIAL LEADED, ROHS COMPLIANT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 3 W, 5 %, 300 ppm, 470 ohm, THROUGH HOLE MOUNT, RADIAL LEADED, ROHS COMPLIANT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 3 W, 5 %, 300 ppm, 150 ohm, THROUGH HOLE MOUNT, RADIAL LEADED, ROHS COMPLIANT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 10 W, 5 %, 20 ppm, 6800 ohm, THROUGH HOLE MOUNT, RADIAL LEADED
Wire Wound Resistor, RESISTOR, WIRE WOUND, 10 W, 10 %, 300 ppm, 10 ohm, THROUGH HOLE MOUNT, RADIAL LEADED, ROHS COMPLIANT
RES WW 300 OHM 5% 2W  300PPM/ C RDL TH - Bulk
	Vishay Siliconix
Vishay Dale

	ICS9250-26 ICS9250YF-26-T ICS9250YF-26LF-T 	150 MHz, PROC SPECIFIC CLOCK GENERATOR, PDSO56 0.300 INCH, SSOP-56
Frequency Generator & Integrated Buffers for Celeron & PII/III⑩
	Integrated Device Technology, Inc.
ICST[Integrated Circuit Systems]

	843242AGT 	625 MHz, OTHER CLOCK GENERATOR, PDSO16
	INTEGRATED DEVICE TECHNOLOGY INC

	CPCP-5 CPCC-10 CPCC-2 CPCC-3 CPCC-5 CPCF-2 CPCF-3 	RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 45.3 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 63.4 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 10 %, 300 ppm, 2.7 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 68.1 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 28.7 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.22 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 121 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 50 ppm, 1 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 2 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 68 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 10 %, 300 ppm, 68 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 300 ppm, 82 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 300 ppm, 12 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 300 ppm, 68 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 51 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 10 %, 300 ppm, 3.3 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 20 ppm, 68 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 64.9 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 50 ppm, 7.5 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 50 ppm, 6.04 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 90 ppm, 0.12 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 50 ppm, 6.49 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 7.5 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 300 ppm, 3.6 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 20 ppm, 68 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 24.3 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 30.1 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 50 ppm, 2 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 10 %, 300 ppm, 22 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 91 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 20 ppm, 13 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 300 ppm, 2 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.27 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 13.3 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 2.7 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 133 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 50 ppm, 6.34 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 3.9 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 11 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 20 ppm, 33 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 10 %, 300 ppm, 33 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 50 ppm, 3.9 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 3.3 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 40.2 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 10 W, 5 %, 400 ppm, 0.011 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 43 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 300 ppm, 3.3 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 300 ppm, 3 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.62 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 50 ppm, 3.09 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 56.2 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 69.8 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 20 ppm, 22 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 60.4 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 82 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.47 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 61.9 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 300 ppm, 91 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 13 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 300 ppm, 11 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 50 ppm, 3.24 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.91 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 10 %, 300 ppm, 82 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 300 ppm, 22 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 50 ppm, 3.3 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 62 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 50 ppm, 6.8 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 300 ppm, 6.8 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 50 ppm, 3.6 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 10 %, 300 ppm, 6.8 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 50 ppm, 2.7 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 20 ppm, 82 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 90 ppm, 0.22 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.75 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 10 %, 300 ppm, 3.9 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 3.6 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 33 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.68 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 113 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 300 ppm, 13 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 300 ppm, 1 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 300 ppm, 62 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 22 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 300 ppm, 33 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 20 ppm, 51 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.56 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 20 ppm, 62 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 10 W, 5 %, 400 ppm, 0.039 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.2 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 50 ppm, 3.01 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 143 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 50 ppm, 3 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 300 ppm, 51 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 243 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 11 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 300 ppm, 2.7 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 50 ppm, 3.16 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 300 ppm, 3.9 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 13 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, METAL FILM, 3 W, 5 %, 50 ppm, 910 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 20 ppm, 43 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 10 %, 300 ppm, 12 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 12 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.39 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 3 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 20 ppm, 12 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 50 ppm, 1 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.36 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 20 ppm, 11 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 1 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.16 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 20 ppm, 13 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 300 ppm, 43 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, METAL FILM, 3 W, 5 %, 50 ppm, 801 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 191 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 10 %, 300 ppm, 1 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 20 ppm, 11 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 10 W, 5 %, 100 ppm, 0.091 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.12 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 10 W, 5 %, 400 ppm, 0.022 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 10 %, 300 ppm, 1.8 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 16.2 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 300 ppm, 1.8 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 50 ppm, 2.7 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.43 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.33 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 300 ppm, 1.8 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.24 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 10 W, 5 %, 400 ppm, 0.049 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 50 ppm, 1.8 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, METAL FILM, 3 W, 5 %, 50 ppm, 820 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.13 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 5 %, 50 ppm, 1.8 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.18 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.1 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.15 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.3 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 2 W, 5 %, 600 ppm, 0.51 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 50 ppm, 3.32 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, WIRE WOUND, 5 W, 1 %, 20 ppm, 32.4 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, METAL FILM, 3 W, 5 %, 50 ppm, 110000 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, METAL FILM, 3 W, 5 %, 50 ppm, 100000 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, METAL FILM, 3 W, 5 %, 50 ppm, 1600 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, METAL FILM, 3 W, 5 %, 50 ppm, 1500 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, METAL FILM, 3 W, 5 %, 50 ppm, 1800 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, METAL FILM, 3 W, 5 %, 50 ppm, 13000 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, METAL FILM, 3 W, 5 %, 50 ppm, 11000 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, METAL FILM, 3 W, 5 %, 50 ppm, 1100 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, METAL FILM, 3 W, 5 %, 50 ppm, 1200 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, METAL FILM, 3 W, 5 %, 50 ppm, 130000 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, METAL FILM, 3 W, 5 %, 50 ppm, 1300 ohm, THROUGH HOLE MOUNT RADIAL LEADED
RESISTOR, METAL FILM, 3 W, 5 %, 50 ppm, 10000 ohm, THROUGH HOLE MOUNT RADIAL LEADED
Wirewound Resistors, Commercial Power, Vertical Mount
	Vishay Intertechnology, Inc.
VISAY[Vishay Siliconix]
Vishay Intertechnology,Inc.

	R7014403 R7014404 R7014003 R7014005 R7014405 R7004	General Purpose Rectifier (300-550 Amperes Average 4400 Volts) 通用整流器（300-550安培平均4400伏特
	Air Cost Control
Powerex, Inc.
POWEREX[Powerex Power Semiconductors]
http://
Powerex Power Semiconductor...

	I7110-EG I7110-EP I7110-ES 	300 Mbps LED Drivers 300 Mbps的LED驱动
	Electronic Theatre Controls, Inc.
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