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			 Related Part Number
	
					PART	Description	Maker
	HM628512BI HM628512BLFPI-7 HM628512BLFPI-8 HM62851	4 M SRAM (512-kword x 8-bit)
Single Ic = 100 mA; Package: PG-SOT23-3; Polarity: NPN; R1 (typ): 47.0 kOhm; R2: 47.0 k; hFE (min): 70.0; Vi (on) (min): 1.0 2mA / 0.3V;
Single Ic = 100 mA; Package: PG-SOT323-3; Polarity: NPN; R1 (typ): 47.0 kOhm; R2: 47.0 k; hFE (min): 70.0; Vi (on) (min): 1.0 2mA / 0.3V;
Octal Buffers And Line Drivers With 3-State Outputs 20-CDIP -55 to 125
Single Ic = 100 mA; Package: PG-SOT23-3; Polarity: NPN; R1 (typ): 47.0 kOhm; R2: 47.0 k; hFE (min): 70.0; Vi (on) (min): 1.0 2mA / 0.3V;
Single Ic = 100 mA; Package: PG-SOT23-3; Polarity: NPN; R<sub>1</sub> (typ): 47.0 kOhm; R<sub>2</sub>: 47.0 k?; h<sub>FE</sub> (min): 70.0; V<sub>i (on)</sub> (min): 1.0 2mA / 0.3V;
	http://
HITACHI[Hitachi Semiconductor]
Hitachi,Ltd.

	CLU028-1201C4-30AL7M4-F1 CLU028-1201C4-40AL7M4-F1 	Ra70 Min, Ra80 Min. Model
	CITIZEN ELECTRONICS CO....

	C16014 	Type II/III (long) beam for very wide pole to pole distances
	Ledil, Inc.

	SD-130060-005 1300600023 	Mini-Change MPIS, 3 Pole Female, 4 Ports, with 7 Pole Male Connector, with LEDs
	Molex Electronics Ltd.

	KG15.6199.105 KG15.6199.107 KG15.6199.109 KG15.619	IEC Appliance Inlet C14 with Fuseholder 1- or 2-pole, Bowden-Line Switch 2-pole and Voltage Selector
	Schurter Inc.

	MSOP-10PP 	A1 : MIN 0.000 MAX 0.150  A2 : MIN 0.750 MAX 0.952
	Analog Microelectronics

	194E-A25-NP 194E-E25-NP 194E-Y25-1756-6N 194E-Y25-	CONTACT BLOCK BASE 25A
CONTACT BLOCK FRONT 25A
TERMINAL EARTH BASE 63A
TERMINAL NEUTRAL BASE 63A
TERMINAL NEUTRAL BASE 100A
TERMINAL NEUTRAL FRONT 100A
COVER 4 POLE 25-32A
CONTACT BLOCK FRONT 100A
CONTACT BLOCK BASE 80A
TERMINAL NEUTRAL FRONT 63A
TERMINAL EARTH FRONT 63A
SWITCH DISCONNECT 11.0KW
SWITCH DISCONNECT 3 POLE 25A
SWITCH DISCONNECT 3 POLE 40A
SWITCH DISCONNECT 37.0KW
SWITCH DISCONNECT 15.0KW
SWITCH DISCONNECT 18.5KW
TERMINAL EARTH BASE 100A
TERMINAL EARTH FRONT 100A
TERMINAL NEUTRAL FRONT 32A
CONTACT BLOCK FRONT 40A
ISOLATOR 6 POLE 40A
CONTACT BLOCK BASE 40A
CONTACT BLOCK BASE 1NO/1NC
SWITCH DISCONNECT 6 POLE 40A
ISOLATOR 6 POLE 32A
ISOLATOR 3 POLE 32A
440 - 63A
ISOLATOR 6 POLE 63A 隔离663A
ISOLATOR 6 POLE 25A 隔离65A
ISOLATOR 3 POLE 25A 隔离35A
CONTACT BLOCK FRONT 63A 接点座前3A
SWITCH DISCONNECT 6 POLE 80A 6极开关断开连接80A
SWITCH DISCONNECT 3 POLE 63A 开关断开连接33A
SWITCH DISCONNECT 6 POLE 63A 开关断开连接663A
SWITCH DISCONNECT 3 POLE 32A 开关断开连接332A
Automotive Micropower Linear Regulators with Supervisor 隔离363A
ISOLATOR 3 POLE 100A 隔离00号A
CONTACT BLOCK BASE 63A 接点座基63A
CONTACT BLOCK FRONT 32A 联系架前方第32A
SHAFT METAL 金属
SWITCH DISCONNECT 3 POLE 80A 3极开关断开连接80A
SWITCH DISCONNECT 22.0KW 开关断开连接22.0KW
TERMINAL NEUTRAL BASE 32A 端子中立基地的第32A
	Electronic Devices, Inc.
Honeywell International, Inc.
Ecliptek, Corp.
3M Company
TUSONIX, Inc.
LEM

	SOP-8PP 	A : MIN 1.350 MAX 1.750  A1 : MIN 0 MAX 0.150
	Analog Microelectronics

	KMF0.2143.11 KMF0.2293.11 4301.1401 4301.1403 4301	   IEC Appliance Inlet with Filter, Fuseholder 1- or 2-pole, Line Switch 2-pole
	Schurter Inc.

	15FMCJ91A 15FMCJ 15FMCJ10 15FMCJ100 15FMCJ100A 15F	   SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 143V(min), 158V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 108V(min), 132V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 90.0V(min), 110V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 99.0V(min), 121V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 117V(min), 143V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 171V(min), 189V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 237V(min), 263V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 332V(min), 368V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 198V(min), 242V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 198V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 124V(min), 137V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 225V(min), 275V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 285V(min), 315V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 270V(min), 330V(max). For bidirectional use C or CA suffix.
10 GIG OPTIMIZED         FIBER PATCH LC/LC
Fiber Optic Cable Assembly; Cable Length:49.2ft; Connector Type A:ST; Connector Type B:ST
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 10M
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 5M
Fiber Optic Cable Assembly; Cable Length:32.8ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
Fiber Optic Cable Assembly; Cable Length:16.4ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
10 GIG OPTIMIZED         FIBER PATCH ST/ST
SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR 表面贴装瞬态电压抑制器
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 152V(min), 168V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 380V(min), 420V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 153V(min), 187V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 180V(min), 220V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 190V(min), 210V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 360V(min), 440V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 179V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 144V(min), 176V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 114V(min), 126V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 105V(min), 116V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 315V(min), 385V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 95.0V(min), 105V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 135V(min), 165V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 209V(min), 231V(max). For bidirectional use C or CA suffix.
	RECTRON[Rectron Semiconductor]

	BCX56 BCX56135 	80 V, 1 A NPN medium power transistors - fT min: 130 MHz; hFE max: 250 ; hFE min: 40 ; I<sub>C</sub> max: 1000 mA; Polarity: NPN ; Ptot max: 1300 mW; VCEO max: 80 V; Package: SOT89 (MPT3; UPAK); Container: Tape reel smd
	NXP SEMICONDUCTORS
Philips
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