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			 Related Part Number
	
					PART	Description	Maker
	EDI8F3265C20MZC EDI8F3265C20MMC 	High Speed, Dual Channel Power MOSFET Drivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R X32号的SRAM模块
	TE Connectivity, Ltd.

	EDI8F32259C EDI8F32259C-MM EDI8F32259C-MN EDI8G322	256Kx32 Static RAM CMOS, High Speed Module(256Kx8 CMOS高速静态RAM模块)
High Speed, Single Channel, Power MOSFET Driver; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
TFT-LCD DC/DC with Integrated Amplifiers; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-QFN T&amp;R SRAM模块
	White Electronic Designs Corporation

	LTC1775 LTC1775I LTC1775IGN LTC1775IS LTC1775C LTC	RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS
Quadruple 2-Input Positive-NAND Gate 14-SOIC -40 to 85
High Power No RSENSE Current Mode Synchronous Step-Down Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C
High Power No RSENSE Current Mode Synchronous Step-Down Switching Regulator; Package: SSOP; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C
High Power No RSENSE TM Current Mode Synchronous Step-Down Switching Regulator
	Linear Technology Corporation
LINER[Linear Technology]

	LTC4089-5 LTC4089EDJC LTC4089EDJC-5 LTC4089EDJCTR 	USB Power Manager with High Voltage Switching Charger; Package: DFN; No of Pins: 22; Temperature Range: -40&deg;C to  125&deg;C 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO22
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	INTERSILCORP-X9241AWSZT2 X9241AWSZT1 	Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70&deg;C; Package: 20-SOIC T&amp;R
	INTERSIL CORP

	IXFH74N20 IXFT74N20 IXFH68N20 IXFT68N20 	Discrete MOSFETs: HiPerFET Power MOSFETS
High Performance, 145 MHz FastFET&trade; Op Amp; Package: SOT-23; No of Pins: 5; Temperature Range: Industrial 68 A, 200 V, 0.035 ohm, N-CHANNEL, Si, POWER, MOSFET, TO-268AA
	IXYS[IXYS Corporation]
IXYS, Corp.

	LTC3632EDDTRPBF 	LTC3632 - High Efficiency, High Voltage 20mA Synchronous Step-Down Converter; Package: DFN; Number of Pins: 8; Temperature Range: &#150;40&#176;C to 125&#176;C 0.02 A SWITCHING REGULATOR, PDSO8
	Linear Technology, Corp.

	NCP1081 NCP1081DEG NCP1081DER2G 	Integrated 40 W High Power PoE-PD &amp; DC-DC Converter Controller (IEEE 802.3at Draft 3.0) SWITCHING CONTROLLER, 500 kHz SWITCHING FREQ-MAX, PDSO20
Integrated High Power PoE-PD Interface & DC-DC Converter Controller
	ON Semiconductor

	LTC1530IS8-3.3PBF LINEARTECHNOLOGYCORP-LTC1530IS8-	High Power Synchronous Switching Regulator Controller; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C
	LINEAR TECHNOLOGY CORP

	NCP1217P133G 	Enhanced PWM Current&#8722;Mode Controller for High&#8722;Power Universal Off&#8722;Line Supplies 0.5 A SWITCHING CONTROLLER, 146 kHz SWITCHING FREQ-MAX, PDIP8
	ON Semiconductor

	HI586008 HI5860IA HI5860SOICEVAL1 HI5860IA-T 	12-Bit, 130 MSPS, High Speed D/A Converter; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP T&amp;R PARALLEL, WORD INPUT LOADING, 0.035 us SETTLING TIME, 12-BIT DAC, PDSO28
12-Bit, 130MSPS, High Speed D/A Converter
	Intersil, Corp.
Intersil Corporation
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