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			 Related Part Number
	
					PART	Description	Maker
	FEP16JTA FEP16BTA FEP16JTD FEP16AT FEP16ATA FEP16A	   16 Ampere Glass Passivated Super Fast Rectifiers
16 Ampere Glass Passivated Super Fast Rectifiers 16 A, 500 V, SILICON, RECTIFIER DIODE, TO-220AB
16 Ampere Glass Passivated Super Fast Rectifiers 16 A, 300 V, SILICON, RECTIFIER DIODE, TO-220AB
16 Ampere Glass Passivated Super Fast Rectifiers 16 A, 50 V, SILICON, RECTIFIER DIODE, TO-220AB
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor, Corp.

	NTE576 	5.0 Ampere Super Fast Rectifier
	NTE[NTE Electronics]

	FMG23S FMG24S FMG22R 	10.0 Ampere Insulated Glass Passivated Super Fast Recovery Rectifiers
	Thinki Semiconductor Co., Ltd.

	D10LC20U 	10 Ampere Dual Common Cathode Super Fast Recovery Half Bridge Rectifier
	Thinki Semiconductor Co...

	SF47 	SUPER FAST GLASS PASSIVATED RECTIFIER (VOLTAGE 600 Volts CURRENT 4.0 Ampere)
	Rectron Semiconductor

	SE3 	SURFACE MOUNT SUPER FAST RECTIFIER VOLTAGE RANGE 50 to 400 Volts CURRENT 1.0 Ampere
	Rectron Semiconductor

	SE6 SE5 SE4 SE1 	SURFACE MOUNT SUPER FAST RECTIFIER VOLTAGE RANGE 50 to 400 Volts CURRENT 1.0 Ampere
	Rectron Semiconductor

	EDB105S EDB101S EDB104S EDB106S EDB102S EDB103S 	GLASS PASSIVATED SUPER FAST SILICON SURFACE MOUNT BRIDGE RECTIFIER (VOLTAGE RANGE 50 to 400 Volts CURRENT 1.0 Ampere)
	RECTRON[Rectron Semiconductor]

	279.400 279.4 279.6 278.3 279.001 279.002 279.062 	MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3/10. Nominal resistance cold 1.25 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/8. Nominal resistance cold 1.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3. Nominal resistance cold 0.0275 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/10. Nominal resistance cold 1.25 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 2 Nominal resistance cold 0.0425 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 7/10. Nominal resistance cold 0.324 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/500. Nominal resistance cold 2200 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1. Nominal resistance cold 0.0880 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 5. Nominal resistance cold 0.0156 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1 1/2. Nominal resistance cold 0.0578 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/64. Nominal resistance cold 44.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3/4. Nominal resistance cold 0.293 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/32. Nominal resistance cold 16.0 Ohms. Voltage rating 125. Military QPL type (FM02).
Axial Lead and Cartridge Fuses 轴向引线保险丝和墨盒
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 4/10. Nominal resistance cold 0.227 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 8/10. Nominal resistance cold 0.271 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/16. Nominal resistance cold 2.32 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1 1/2. Nominal resistance cold 0.0578 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1. Nominal resistance cold 0.0880 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1 Nominal resistance cold 0.0880 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 4. Nominal resistance cold 0.0202 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/100. Nominal resistance cold 80.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/200. Nominal resistance cold 280.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 2. Nominal resistance cold 0.0425 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 2. Nominal resistance cold 0.0425 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 3. Nominal resistance cold 0.0275 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 4. Nominal resistance cold 0.0202 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/20. Nominal resistance cold 3.20 Ohms. Voltage rating 125. Military QPL type (FM02).
   Axial Lead and Cartridge Fuses
	LITTELFUSE[Littelfuse]
Littelfuse, Inc.
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