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			NX8567SAS630-CC - EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1556.959nm. Frequency 192.55 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1542.539nm. Frequency 194.35 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1547.715 nm. Frequency 193.70 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.163 nm. Frequency 196.05 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1528.773 nm. Frequency 196.10 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1544.526 nm. Frequency 194.10 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1545.720 nm. Frequency 193.95 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1561.013 nm. Frequency 192.05 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1541.746 nm. Frequency 194.45 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1541.746 nm. Frequency 194.45 THz. SC-UPC connector. EA MODULATOR AND WAVELENGTH MONITOR INTEGRATED InGaAsP MQW DFB LASER DIODE MODULE FOR 2.5 Gb/s ULTRALONG-REACH 240, 360, 600 km DWDM APPLICATIONS EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1561.013 nm. Frequency 192.05 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1545.720 nm. Frequency 193.95 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1553.329nm. Frequency 193.00 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1544.526 nm. Frequency 194.10 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1528.733 nm. Frequency 196.10 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.163 nm. Frequency 196.05 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.953 nm. Frequency 195.95 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1541.349nm. Frequency 194.50 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1546.119nm. Frequency 193.90 THz. FC-UPC connector. 
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	Part No.	NX8567SAS630-CC NX8567SA NX8567SA287-BC NX8567SA287-CC NX8567SA291-BC NX8567SA291-CC NX8567SA295-BC NX8567SA295-CC NX8567SA299-BC NX8567SA299-CC NX8567SA303-BC NX8567SA303-CC NX8567SA307-BC NX8567SA307-CC NX8567SA311-BC NX8567SA311-CC NX8567SA315-BC NX8567SA315-CC NX8567SA318-BC NX8567SA318-CC NX8567SA322-BC NX8567SA322-CC NX8567SA326-BC NX8567SA326-CC NX8567SA330-BC NX8567SA330-CC NX8567SA334-BC NX8567SA334-CC NX8567SA338-BC NX8567SA338-CC NX8567SA342-BC  

	Description	EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1556.959nm. Frequency 192.55 THz. FC-UPC connector. 
 EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1542.539nm. Frequency 194.35 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1547.715 nm. Frequency 193.70 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.163 nm. Frequency 196.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1528.773 nm. Frequency 196.10 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1544.526 nm. Frequency 194.10 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1545.720 nm. Frequency 193.95 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1561.013 nm. Frequency 192.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1541.746 nm. Frequency 194.45 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1541.746 nm. Frequency 194.45 THz. SC-UPC connector.
EA MODULATOR AND WAVELENGTH MONITOR INTEGRATED InGaAsP MQW DFB LASER DIODE MODULE FOR 2.5 Gb/s ULTRALONG-REACH 240, 360, 600 km DWDM APPLICATIONS
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1561.013 nm. Frequency 192.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1545.720 nm. Frequency 193.95 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1553.329nm. Frequency 193.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1544.526 nm. Frequency 194.10 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1528.733 nm. Frequency 196.10 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.163 nm. Frequency 196.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.953 nm. Frequency 195.95 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1541.349nm. Frequency 194.50 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1546.119nm. Frequency 193.90 THz. FC-UPC connector.


	File Size	156.60K  / 
						5 Page	 
	

						Maker	
						[image: ]


						 NEC 
 CEL[California Eastern Labs]
California Eastern Laboratories
http://
 
						










	
						
						




						

	Homepage	
						http://www.cel.com/
	Download	[ 
						NX8567SAS630-CC NX8567SA NX8567SA287-BC NX8567SA287-CC NX8567SA291-BC NX8567SA291-CC NX8567SA295-BC  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						NX8567SAS630-CC NX8567SA NX8567SA287-BC NX8567SA287-CC NX8567SA291-BC NX8567SA291-CC NX8567SA295-BC  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[NX8567SAS630-CC NX8567SA NX8567SA287-BC NX8567SA287-CC NX8567SA291-BC NX8567SA291-CC NX8567SA295-BC  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for NX8567SAS630-CC ] 


					[ Price & Availability of NX8567SAS630-CC by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1556.959nm. Frequency 192.55 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1542.539nm. Frequency 194.35 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1547.715 nm. Frequency 193.70 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.163 nm. Frequency 196.05 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1528.773 nm. Frequency 196.10 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1544.526 nm. Frequency 194.10 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1545.720 nm. Frequency 193.95 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1561.013 nm. Frequency 192.05 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1541.746 nm. Frequency 194.45 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1541.746 nm. Frequency 194.45 THz. SC-UPC connector. EA MODULATOR AND WAVELENGTH MONITOR INTEGRATED InGaAsP MQW DFB LASER DIODE MODULE FOR 2.5 Gb/s ULTRALONG-REACH 240, 360, 600 km DWDM APPLICATIONS EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1561.013 nm. Frequency 192.05 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1545.720 nm. Frequency 193.95 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1553.329nm. Frequency 193.00 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1544.526 nm. Frequency 194.10 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1528.733 nm. Frequency 196.10 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.163 nm. Frequency 196.05 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.953 nm. Frequency 195.95 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1541.349nm. Frequency 194.50 THz. FC-UPC connector. EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1546.119nm. Frequency 193.90 THz. FC-UPC connector.   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	NX8560SJ453-CC NX8560SJ NX8560SJ287-BC NX8560SJ287	EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1563.047 nm. Frequency 191.80 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1552.524 nm. Frequency 193.10 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1561.826 nm. Frequency 191.95 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1543.730 nm. Frequency 194.20 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1546.917 nm. Frequency 193.80 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1546.518 nm. Frequency 193.85 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1546.119 nm. Frequency 193.90 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1546.119 nm. Frequency 193.90 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1549.315 nm. Frequency 193.50 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1533.873 nm. Frequency 195.45 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1533.465 nm. Frequency 195.50 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. FC-UPC connector.
NECs EA MODULATOR AND WAVELENGTH MONITOR INTEGRATED 1550 nm MQW-DFB LASER DIODE MODULE FOR 10 Gb/s APPLICATIONS 邻舍EA调制器和波长监测集成0 Gb 1550纳米量子阱激光器激光二极管模块/ s应用
NECs EA MODULATOR AND WAVELENGTH MONITOR INTEGRATED 1550 nm MQW-DFB LASER DIODE MODULE FOR 10 Gb/s APPLICATIONS 邻舍EA调制器和波长监测集成10 Gb 1550纳米量子阱激光器激光二极管模块/ s应用
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1533.465 nm. Frequency 195.50 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1549.715 nm. Frequency 193.45 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1549.315 nm. Frequency 193.50 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1549.715 nm. Frequency 193.45 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1546.518 nm. Frequency 193.85 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1546.917 nm. Frequency 193.80 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1529.163 nm. Frequency 196.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1553.731 nm. Frequency 192.95 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1552.122 nm. Frequency 193.15 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1552.122 nm. Frequency 193.15 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1552.926 nm. Frequency 193.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1552.926 nm. Frequency 193.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated 1550 nm MQW-DFB laser diode module for 10 Gb/s applications. ITU-T wavelength 1563.047 nm. Frequency 191.80 THz. SC-UPC connector.
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	NX8567SAS630-CC NX8567SA NX8567SA287-BC NX8567SA28	EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1556.959nm. Frequency 192.55 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1542.539nm. Frequency 194.35 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1547.715 nm. Frequency 193.70 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.163 nm. Frequency 196.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1528.773 nm. Frequency 196.10 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1544.526 nm. Frequency 194.10 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1545.720 nm. Frequency 193.95 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1561.013 nm. Frequency 192.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1541.746 nm. Frequency 194.45 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1541.746 nm. Frequency 194.45 THz. SC-UPC connector.
EA MODULATOR AND WAVELENGTH MONITOR INTEGRATED InGaAsP MQW DFB LASER DIODE MODULE FOR 2.5 Gb/s ULTRALONG-REACH 240, 360, 600 km DWDM APPLICATIONS
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1561.013 nm. Frequency 192.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1545.720 nm. Frequency 193.95 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1553.329nm. Frequency 193.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1544.526 nm. Frequency 194.10 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1528.733 nm. Frequency 196.10 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.163 nm. Frequency 196.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.953 nm. Frequency 195.95 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1541.349nm. Frequency 194.50 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1546.119nm. Frequency 193.90 THz. FC-UPC connector.
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	NX8564LE533-BC NX8564LE533-CC NX8565LE533-BC NX856	EA modulator integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. FC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. SC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. FC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. SC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. FC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. SC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1559.79 nm. Frequency 192.20 THz. FC-UPC connector.
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	WDM-1MDS25601 WDM-1MDS25602 WDM-1MDS25603 WDM-1MDS	100 GHz Wavelength Division Multiplexer/Demultiplexer (WDM) Filter
FIBER OPTIC WAVELENGTH DIVISION MUX/DEMUX, LC/UPC CONNECTOR
FIBER OPTIC WAVELENGTH DIVISION MUX/DEMUX, LC/APC CONNECTOR
FIBER OPTIC WAVELENGTH DIVISION MUX/DEMUX, SC/UPC CONNECTOR
FIBER OPTIC WAVELENGTH DIVISION MUX/DEMUX, SC/APC CONNECTOR
	JDS Uniphase Corporation
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	NX8562LB646-BA NX8562LF646-BA NX8562LB6040-BA NX85	CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1604.02 nm. Frequency 186.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1604.88 nm. Frequency 186.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1529.55 nm. Frequency 196.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1540.55 nm. Frequency 194.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1544.52 nm. Frequency 194.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1548.51 nm. Frequency 193.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1552.52 nm. Frequency 193.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1556.55 nm. Frequency 192.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1569.59 nm. Frequency 191.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1574.54 nm. Frequency 190.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1579.51 nm. Frequency 189.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1589.56 nm. Frequency 188.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1540.55 nm. Frequency 194.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1544.52 nm. Frequency 194.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1548.51 nm. Frequency 193.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1556.55 nm. Frequency 192.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1552.52 nm. Frequency 193.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1569.56 nm. Frequency 191.00 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1574.54 nm. Frequency 190.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1579.51 nm. Frequency 189.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1589.56 nm. Frequency 188.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1590.41 nm. Frequency 188.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1602.31 nm. Frequency 187.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1596.33 nm. Frequency 187.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.91 nm. Frequency 193.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.11 nm. Frequency 193.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.91 nm. Frequency 193.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.04 nm. Frequency 188.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.04 nm. Frequency 188.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.88 nm. Frequency 188.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1578.68 nm. Frequency 189.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1580.35 nm. Frequency 189.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1583.69 nm. Frequency 189.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1585.36 nm. Frequency 189.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1578.68 nm. Frequency 189.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1599.74 nm. Frequency 187.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1591.25 nm. Frequency 188.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1598.04 nm. Frequency 187.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1598.89 nm. Frequency 187.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1594.64 nm. Frequency 188.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1592.94 nm. Frequency 188.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1592.10 nm. Frequency 188.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1595.48 nm. Frequency 187.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.02 nm. Frequency 190.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.02 nm. Frequency 190.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.85 nm. Frequency 190.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1608.32 nm. Frequency 186.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1600.60 nm. Frequency 187.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1565.49 nm. Frequency 191.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1567.13 nm. Frequency 191.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1609.19 nm. Frequency 186.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1562.23 nm. Frequency 191.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1563.04 nm. Frequency 191.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1567.95 nm. Frequency 191.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1603.16 nm. Frequency 187.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1610.05 nm. Frequency 186.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1571.23 nm. Frequency 190.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1572.06 nm. Frequency 190.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1573.71 nm. Frequency 190.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1543.73 nm. Frequency 194.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1535.82 nm. Frequency 195.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1591.25 nm. Frequency 188.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1590.41 nm. Frequency 188.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.88 nm. Frequency 188.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1588.72 nm. Frequency 188.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1554.94 nm. Frequency 192.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1557.36 nm. Frequency 192.50 THz. Anode ground. FC-PC connector.
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	FWS-360S31000 FWS-360S31001 FWS-360S31002 FWS-360S	FIBER OPTIC WAVELENGTH DIVISION MUX/DEMUX, 1529-1542nm, PANEL MOUNT, FC/SPC CONNECTOR
FIBER OPTIC WAVELENGTH DIVISION MUX/DEMUX, 1529-1542nm, PANEL MOUNT, ST CONNECTOR
FIBER OPTIC WAVELENGTH DIVISION MUX/DEMUX, 1529-1542nm, PANEL MOUNT, FC/APC CONNECTOR
1536/1554 nm 3-Port Bandpass Wavelength Division Multiplexers
	JDS Uniphase Corporation

	SGD-100 	C to X Band/ Mixer/ Modulator Applications
GaAs Schottky Barrier Diode（C to X Band, Mixer, Modulator Applications应用于C到X带宽，混频器和调制器的砷化镓肖特基势垒二极管) 砷化镓肖特基二极管（C到X波段，搅拌机，调制器应用）（应用于荤到X带宽，混频器和调制器的砷化镓肖特基势垒二极管
	SANYO[Sanyo Semicon Device]
Sanyo Electric Co.,Ltd.
Sanyo Electric Co., Ltd.

	AN614 	Video amplifier/ modulator/demodulator IC
Video amplifier, modulator/demodulator IC
Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:25-4 RoHS Compliant: No
	PANASONIC[Panasonic Semiconductor]
Panasonic Corporation

	AD8341 AD8341ACPZ-WP1 AD8341ACPZ-REEL72 AD8341-EVA	RF Vector Modulator 1.5GHz - 2.4GHz
From old datasheet system
1.5 GHz to 2.4 GHz RF Vector Modulator
	AD[Analog Devices]

	NX6508GK51 NX6508GH47 NX6508GH51 NX6508GH59 NX6508	InGaAsP MQW-DFB laser diode for 2.5 Gb/s, CWDM applications. Wavelength 1510 nm (typ).
InGaAsP MQW-DFB laser diode for 2.5 Gb/s, CWDM applications. Wavelength 1470 nm (typ).
InGaAsP MQW-DFB laser diode for 2.5 Gb/s, CWDM applications. Wavelength 1590 nm (typ).
InGaAsP MQW-DFB laser diode for 2.5 Gb/s, CWDM applications. Wavelength 1570 nm (typ).
InGaAsP MQW-DFB laser diode for 2.5 Gb/s, CWDM applications. Wavelength 1490 nm (typ).
	NEC

	APC3216EC APC3216YC APC3216SGC 	3.2 x 1.6 mm SMD chip LED lamp. High efficiency red (peak wavelength 627 nm). Lens type water clear.
3.2 x 1.6 mm SMD chip LED lamp. yellow (peak wavelength 590 nm). Lens type water clear.
3.2 x 1.6 mm SMD chip LED lamp. Super bright green (peak wavelength 565 nm). Lens type water clear.
	Kingbright Electronic
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