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			 Related Part Number
	
					PART	Description	Maker
	ADP3310AR-28 ADP3310AR-3 ADP3310AR-33 ADP3310AR-5 	Circular Connector Cable Assembly; Connector Type A:Circular Plug; Connector Type B:Stripped End Leads; Cable Length:10ft RoHS Compliant: Yes
Circular Connector Cable Assembly; Connector Type A:Circular Receptacle; Connector Type B:Stripped End Leads; Cable Length:10ft RoHS Compliant: Yes
Precision Voltage Regulator Controller
	Analog Devices, Inc.
AD[Analog Devices]

	LNJ906W5BRX 	Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:11; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:18-11
Blue S-J Type
	Panasonic Corporation
PANASONIC[Panasonic Semiconductor]

	AQY210 AQY210S AQY210SX AQY210SZ AQY214SX AQY214SZ	GU (General Use) Type SOP Series 1- Channel (Form A) 4-Pin Type
ER 15C 15#16 SKT RECP
Circular Connector; No. of Contacts:4; Series:; Body Material:Aluminum Alloy; Connecting Termination:Solder; Connector Shell Size:32; Circular Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:32-17 RoHS Compliant: No
ER 3C 3#8 PIN RECP 顾（一般使用）型SOP系列1 -通道（A型）4引脚
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]
ETC

	ADP3820 ADP3820AR-41 ADP3820AR-42 ADP3820ART-41 AD	20V; lithium-ion battery changer. For Li-Ion battery chargers, desktop computers, hand-held instruments
Circular Connector; No. of Contacts:17; Series:; Body Material:Aluminum Alloy; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Socket; Circular Shell Style:Cable Receptacle; Insert Arrangement:20-29 RoHS Compliant: No
Circular Connector Cable Assembly; Connector Type A:Circular Receptacle; Connector Type B:Stripped End Leads; Cable Length:10ft RoHS Compliant: Yes
Lithium-Ion Battery Charger
±1% Precision, Single Cell Li-Ion Battery Charger
	Analog Devices, Inc.
AD[Analog Devices]

	ADP1110 ADP1110AN ADP1110AN-12 ADP1110AN-33 ADP111	Micropower/ Step-Up/Step-Down Switching Regulator; Adjustable and Fixed 3.3 V/ 5 V/ 12 V
Top Entry Connector Hood; Enclosure Material:Aluminum Alloy; For Use With:C146 Rectangular Circular Connectors; Thread Size:PG 29; Connecting Termination:Screw; Gender:Male; No. of Contacts:48; Operating Voltage:400V; Series:C-146 RoHS Compliant: Yes
Circular Connector Cable Assembly; Connector Type A:Circular Receptacle; Connector Type B:Stripped End Leads; Cable Length:10ft RoHS Compliant: Yes
Circular Connector Cable Assembly; Connector Type A:Circular Plug; Connector Type B:Stripped End Leads; Cable Length:10ft RoHS Compliant: Yes
Micropower, Step-Up/Step-Down Switching Regulator; Adjustable and Fixed 3.3 V, 5 V, 12 V 1.5 A SWITCHING REGULATOR, 90 kHz SWITCHING FREQ-MAX, PDIP8
	Analog Devices, Inc.
ANALOG DEVICES INC

	SLI-325YYT31W SLI-325 SLI-325DCT31W SLI-325DUT31W 	Low Current Type 3.2 Circular Type LED Lamps &lt5mm Pitch Type>
Low Current Type 3.2 Circular Type LED Lamps 
Low Current Type 3.2 Circular Type LED Lamps  Pitch Type
	ROHM[Rohm]

	HMU-PJAT1K-A20R1 HMU-PJAT1K-A00R1 HMU-PJAT1K-A01R1	MU-PJ Type Optical Fixed Attenuators  PJ型光固定衰减
TV 8C 8#8(TWIN) PIN WALL RECP
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; Number of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:58, 141 RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3102; No. of Contacts:19; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; No. of Contacts:32; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-32
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	A371-20BS A371-20GS A371 A371-24NS A371-20AS A371-	A371-Type Analog Uncooled Isolated DFB FastLight ?Laser Module
A371-Type Analog Uncooled Isolated DFB FastLight  Laser Module
A371-Type Analog Uncooled Isolated DFB FastLight ⑩ Laser Module
Circular Connector; No. of Contacts:4; Series:; Body Material:Aluminum Alloy; Connecting Termination:Crimp; Connector Shell Size:8; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:8-4
KPT 12C 8#20 4#16 PIN PLUG
A371-Type Analog Uncooled Isolated DFB FastLight Laser Module A371型模拟制冷隔离足协FastLight⑩激光模
	http://
AGERE[Agere Systems]

	SLI-343DC SLI-343URC3FWT 	3.1(T-1) Circular Type High Brightness Type
	Rohm

	MAZ3051 MAZ3056 MAZ3180 MAZ3027 MAZ3091 MAZ3082 MA	.250X.032 FEM.QD KRIMP. TAPED (P-1142T)
Circular Connector; No. of Contacts:8; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:12; Circular Contact Gender:Socket; Circular Shell Style:Right Angle Plug; Insert Arrangement:12-8
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:14-18
RES 1.6M OHM 1/10W 5% 0603 SMD 12 V, 0.2 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Silicon planar type 12.3 V, 0.2 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Silicon planar type 12 V, 0.2 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Silicon planar type 17.3 V, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Silicon planar type 22.7 V, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Silicon planar type 22 V, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Silicon planar type 9.1 V, 0.2 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Silicon planar type 8.8 V, 0.2 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
	http://
PANASONIC[Panasonic Semiconductor]
Panasonic Corporation
Panasonic, Corp.

	ADP3050 ADP3050AR ADP3050AR-33 ADP3050AR-5 	200 kHz/ 1 A High-Voltage Step-Down Switching Regulator
Circular Connector Cable Assembly; Connector Type A:Circular Plug; Connector Type B:Stripped End Leads; Cable Length:10ft RoHS Compliant: Yes
200 kHz, 1 A High-Voltage Step-Down Switching Regulator
	Analog Devices, Inc.
AD[Analog Devices]
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