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	Part No.	TCST1230 83765   

	Description	Transmissive Optical Sensor with Phototransistor Output 
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						 Vishay Intertechnology,Inc. 
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			 Related Part Number
	
					PART	Description	Maker
	TCST110.UPTOTCST230. 	Transmissive Optical Sensor with Phototransistor Output
	Vishay

	TCST210309 	Transmissive Optical Sensor with Phototransistor Output
	Vishay Siliconix

	TCUT1300X01 TCUT1300X0111 	Subminiature Dual Channel Transmissive Optical Sensor with Phototransistor Outputs
	Vishay Siliconix

	TCUT1350X01 	Subminiature Dual Channel Transmissive Optical Sensor with Phototransistor Outputs
	Vishay Siliconix

	TCST1300 TCST1103 TCST2202 	Transmissive Optical Sensor with Phototransistor Output
   Transmissive Optical Sensor with Phototransistor Output
	http://
Vishay Siliconix

	TCPT120007 	Subminiature Transmissive Optical Sensor with Phototransistor Output, RoHS Compliant, Released for Lead (Pb)-free Solder Process
	Vishay Siliconix

	KT837L15 KT837W15 KT837L55 KT837L51 KT837W51 KT837	Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells . Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
	Optek Technology

	ADNS-2030 HDNS-2200 HDNS-2100 ADNK-2030 	Solid-State Optical Mouse Sensor Sample Kit
ADNS-2030 · High-performance, Low Power Optical Mouse Sensor (Optimized for Cordless Mouse Applications)
	http://
AD[Analog Devices]
Agilent (Hewlett-Packard)

	HOA1870 HOA1870-033 HOA1870-031 HOA-1870 HOA-1870-	TRANSMISSIVE SENSOR
	Honeywell Solid State Electronics Center

	HOA1884-013 HOA1884 HOA1884-011 HOA1884-012 	Transmissive Sensor
	Honeywell Solid State Electronics Center
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