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			 Related Part Number
	
					PART	Description	Maker
	APF3236SRSGMBCPRV 	3.2 x 1.6 mm surfase mount LED lamp. Super bright red(peak wavelength 660nm). Super bright green (peak wavelength 565nm).  Blue (peak wavelength 430nm). Lens type water clear.
	Kingbright Electronic

	BT134-D 	600V Vdrm 4A Triac, 1.7V Peak On-State Voltage, 0.5mA Repetitive Peak Off-State Current
Bi-Directional Triode Thyristor
	SEMIWELL[SemiWell Semiconductor]

	BT137F-600 BT137F 	600V Vdrm 8A Triac, 1.6V Peak On-State Voltage, 1.0mA Repetitive Peak Off-State Current
Bi-Directional Triode Thyristor
	SEMIWELL[SemiWell Semiconductor]

	ASM3I623S05AG-08-SR ASM3P623S05AG-08-SR ASM3I623S0	23S SERIES, PLL BASED CLOCK DRIVER, 4 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8
Timing-Safe?/a> Peak EMI reduction IC
Timing-Safe Peak EMI reduction IC
Timing-Safe垄芒 Peak EMI reduction IC
	http://
PulseCore Semiconductor

	APTB1612ESGC 	Bi-color SMD chip LED lamp. High efficiency red (peak wavelength 627 nm), super bright green (peak wavelength 565 nm). Lens type water clear.
	Kingbright Electronic

	APBL3025EYC APBL3025ESGC 	3.0 x 2.5 mm surface mount LED lamp. High efficiency red (peak wavelength 627 nm), yellow (peak wavelength 590 nm). Lens type white clear.
3.0 x 2.5 mm surface mount LED lamp. High efficiency red (peak wavelength 627 nm), mega bright green (peak wavelength 565 nm). Lens type white clear.
3.0 X 2.5mm SURFACE MOUNT LED LAMPS
	Kingbright Electronic
KINGBRIGHT[Kingbright Corporation]

	AA2734SRSGC 	2.7 x 3.4mm surface mount LED lamp. Super bright red (peak wavelength 660 nm). Super bright green (peak wavelength 565 nm). Lens type water clear.
	Kingbright Electronic

	P4KE11 P4KE6.8A P4KE68 P4KE56A P4KE24 P4KE68A P4KE	400W Peak Power / 1.0W Steady State 400W Peak Power TVS
	SeCoS Halbleitertechnologie GmbH

	30KW258A 30KW168 30KW168A 30KW216 30KW240 30KW240A	258.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
168.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
216.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
240.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
120.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
198.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
270.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
156.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
132.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
144.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
288.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
102.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
	MDE Semiconductor

	ZXGD3002E6 ZXGD3002E6TA ZXGD3002E6-15 	9A(PEAK) GATE DRIVER IN SOT26
9A(peak) Gate driver in SOT23-6
	Diodes Incorporated
Zetex Semiconductors

	BDY38 	Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:35Vrms; Voltage Rating DC, Vdc:45VDC; Peak Surge Current (8/20uS), Itm:2000A; Clamping Voltage 8/20us Max :110V; Peak Energy (10/1000uS):30J; Capacitance, Cd:10000pF 晶体管|晶体管|叩| 40V的五（巴西）总裁| 6A条一（c）|
	Vishay Intertechnology, Inc.

	BDX91 	Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:300Vrms; Voltage Rating DC, Vdc:405VDC; Peak Surge Current (8/20uS), Itm:1200A; Clamping Voltage 8/20us Max  :775V; Peak Energy (10/1000uS):25J; Capacitance, Cd:70pF
Bipolar NPN Device in a Hermetically sealed TO3 Metal Package.
	Seme LAB
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