

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						ICS722M			25ETT			RJK03			N8050			C1740			ST3006			05002			1102D			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			WJ1142CS59VDC50 - SUPER MK RELAY MSM19 RI SF 5 A @125VAC BL 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证 MS3108A24-10S 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证 Vandal Resistant Pushbutton Switch; Actuator Diameter:15.8mm; Circuitry:SPST-NO SPST-NC; Switch Operation:(On); Contact Current Max:0.1A 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证 Panel Kit; Contents Of Kit:Top panel; For Use With:R-120 Protective equipment case 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证 Switching capacity 16A, Small size suitable for high density mounting, PC board mounting, UL/CUL certified 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证 AB 9C 6#16 3#12 SKT PLUG AUTO  ADC 32K FLASH MSM22 PI SF 5A@030VDC BL SWITCH 250 V,GN PT ILL, 19 MM ; Switch function type: PUSH-BUTTON; Voltage, contact AC max:250V; Voltage, contact DC max:250V; Temp, op. max:85(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:19mm; Length / Height, BATTERY CLIP Panel Kit; Contents Of Kit:Bottom panel; For Use With:R-120 Protective equipment case O RING FOR R120 BOX Panel Kit; Contents Of Kit:Bottom panel; For Use With:R-300 Protective equipment case AB 4C 2#8 2#16 ANGLE PIN PLUG SWITCH, CAPACITIVE UNDERGLASSSWITCH, CAPACITIVE UNDERGLASS; Switch function type:Momentary; Voltage, contact DC max:24V; Temp, op. min:-20(degree C); Diameter, panel cut-out:16.2mm; Length / Height, external:4mm; Width, SWITCH, CAPACITIVE RED ILLUMINATIONSWITCH, CAPACITIVE RED ILLUMINATION; Switch function type:3 wire NPN; Temp, op. max:85(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:16mm; Colour:Red; Current, supply:20mA; SWITCH, CAPGREEN ILLUMINATIONSWITCH, CAPGREEN ILLUMINATION; Switch function type:Momentary; Temp, op. min:-20(degree C); Diameter, panel cut-out:16.2mm; Colour:Green; Current, switching DC max:175mA; Depth, behind panel:13mm; IP Vandal Resistant Switch CONNECTOR ACCESSORY MSMLA SWITCH,250V,22 MM,ILLUM-BLUE MCORE GPS CONTROLLER CIT SWTICH 
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	Part No.	WJ1142CS59VDC5.0 WJ114 WJ1141AS1012VDC3.5 WJ1141AS1012VDC5.0 WJ1141AS1015VDC3.5 WJ1141AS1015VDC5.0 WJ1141AS1024VDC3.5 WJ1141AS103VDC3.5 WJ1141AS103VDC5.0 WJ1141AS105VDC3.5 WJ1141AS105VDC5.0 WJ1141AS106VDC3.5 WJ1141AS106VDC5.0 WJ1141AS109VDC3.5 WJ1141AS109VDC5.0 WJ1141AS1612VDC3.5 WJ1141AS1612VDC5.0 WJ1141AS1615VDC3.5 WJ1141AS1624VDC3.5 WJ1141AS163VDC3.5 WJ1141AS163VDC5.0 WJ1141AS165VDC3.5 WJ1141AS165VDC5.0 WJ1141AS166VDC3.5 WJ1141AS166VDC5.0 WJ1141AS169VDC3.5 WJ1141AS169VDC5.0 WJ1141AS512VDC3.5 WJ1141AS512VDC5.0 WJ1141AS515VDC3.5 WJ1141AS515VDC5.0  

	Description	SUPER MK RELAY 
 MSM19 RI SF 5 A @125VAC BL 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证
MS3108A24-10S 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证
Vandal Resistant Pushbutton Switch; Actuator Diameter:15.8mm; Circuitry:SPST-NO SPST-NC; Switch Operation:(On); Contact Current Max:0.1A 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证
Panel Kit; Contents Of Kit:Top panel; For Use With:R-120 Protective equipment case 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证
Switching capacity 16A, Small size suitable for high density mounting, PC board mounting, UL/CUL certified 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证
AB 9C 6#16 3#12 SKT PLUG
AUTO  ADC 32K FLASH
MSM22 PI SF 5A@030VDC BL
SWITCH 250 V,GN PT ILL, 19 MM ; Switch function type: PUSH-BUTTON; Voltage, contact AC max:250V; Voltage, contact DC max:250V; Temp, op. max:85(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:19mm; Length / Height,
BATTERY CLIP
Panel Kit; Contents Of Kit:Bottom panel; For Use With:R-120 Protective equipment case
O RING FOR R120 BOX
Panel Kit; Contents Of Kit:Bottom panel; For Use With:R-300 Protective equipment case
AB 4C 2#8 2#16 ANGLE PIN PLUG
SWITCH, CAPACITIVE UNDERGLASSSWITCH, CAPACITIVE UNDERGLASS; Switch function type:Momentary; Voltage, contact DC max:24V; Temp, op. min:-20(degree C); Diameter, panel cut-out:16.2mm; Length / Height, external:4mm; Width,
SWITCH, CAPACITIVE RED ILLUMINATIONSWITCH, CAPACITIVE RED ILLUMINATION; Switch function type:3 wire NPN; Temp, op. max:85(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:16mm; Colour:Red; Current, supply:20mA;
SWITCH, CAPGREEN ILLUMINATIONSWITCH, CAPGREEN ILLUMINATION; Switch function type:Momentary; Temp, op. min:-20(degree C); Diameter, panel cut-out:16.2mm; Colour:Green; Current, switching DC max:175mA; Depth, behind panel:13mm; IP
Vandal Resistant Switch
CONNECTOR ACCESSORY
MSMLA SWITCH,250V,22 MM,ILLUM-BLUE
MCORE GPS CONTROLLER
CIT SWTICH


	File Size	150.40K  / 
						2 Page	 
	

						Maker	
						

						 Electronic Theatre Controls, Inc. 
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 			 Full text search : SUPER MK RELAY MSM19 RI SF 5 A @125VAC BL 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证 MS3108A24-10S 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证 Vandal Resistant Pushbutton Switch; Actuator Diameter:15.8mm; Circuitry:SPST-NO SPST-NC; Switch Operation:(On); Contact Current Max:0.1A 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证 Panel Kit; Contents Of Kit:Top panel; For Use With:R-120 Protective equipment case 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证 Switching capacity 16A, Small size suitable for high density mounting, PC board mounting, UL/CUL certified 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证 AB 9C 6#16 3#12 SKT PLUG AUTO  ADC 32K FLASH MSM22 PI SF 5A@030VDC BL SWITCH 250 V,GN PT ILL, 19 MM ; Switch function type: PUSH-BUTTON; Voltage, contact AC max:250V; Voltage, contact DC max:250V; Temp, op. max:85(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:19mm; Length / Height, BATTERY CLIP Panel Kit; Contents Of Kit:Bottom panel; For Use With:R-120 Protective equipment case O RING FOR R120 BOX Panel Kit; Contents Of Kit:Bottom panel; For Use With:R-300 Protective equipment case AB 4C 2#8 2#16 ANGLE PIN PLUG SWITCH, CAPACITIVE UNDERGLASSSWITCH, CAPACITIVE UNDERGLASS; Switch function type:Momentary; Voltage, contact DC max:24V; Temp, op. min:-20(degree C); Diameter, panel cut-out:16.2mm; Length / Height, external:4mm; Width, SWITCH, CAPACITIVE RED ILLUMINATIONSWITCH, CAPACITIVE RED ILLUMINATION; Switch function type:3 wire NPN; Temp, op. max:85(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:16mm; Colour:Red; Current, supply:20mA; SWITCH, CAPGREEN ILLUMINATIONSWITCH, CAPGREEN ILLUMINATION; Switch function type:Momentary; Temp, op. min:-20(degree C); Diameter, panel cut-out:16.2mm; Colour:Green; Current, switching DC max:175mA; Depth, behind panel:13mm; IP Vandal Resistant Switch CONNECTOR ACCESSORY MSMLA SWITCH,250V,22 MM,ILLUM-BLUE MCORE GPS CONTROLLER CIT SWTICH   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AZ9801 AZ9801-1A-12D AZ9801-1A-12DH AZ9801-1A-24D 	70 AMP SUPER-ISO AUTOMOTIVE RELAY
	American Zettler, Inc.

	EL1-P16 	Relay retaining bracket, with eject function and integrated equipment marking area (7.5 x 15 mm), to suit relay socket PR1, for 16 mm high miniature power relay and solid-state relay
	PHOENIX CONTACT

	RIF-2-RSC-LV-120AC 	Pre-assembled relay module with screw connection, consisting of: relay base, power contact relay, plug-in display/interference suppression module, and retaining bracket.
	PHOENIX CONTACT

	RIF-0-RSC-12DC 	Pre-assembled relay module with screw connection, consisting of: relay base with ejector and multi-layer gold contact relay. Contact type: 1 N/O contact. Input voltage: 12 V DC
	PHOENIX CONTACT

	ES62UL256-45TC ES62UL256 ES62UL256-25SC ES62UL256-	REED RELAY 32Kx8位超低功耗异步静态RAM
Dry Reed Relay; Relay Terminals:Thru Hole 32Kx8位超低功耗异步静态RAM
32Kx8 Bit Ultra-Low Power Asynchronous Static RAM
	Electronic Theatre Controls, Inc.
NanoAmp Solutions, Inc.
ETC[ETC]

	731XXX110AC 731ZXX230AC 731ZXX24DC 731ZXX12DC 731Z	RELAY SPNO 110VAC
RELAY SPCO 24VDC
RELAY SPCO 12VDC
Dual/Quad/Single, High-Speed, Ultra-Low-Power, Single-Supply TTL Comparators 继电器SPNO北京中立
	RECOM Electronic GmbH

	HLMP-C323-L0000 HLMP-C323-L0001 HLMP-C323-M0000 HL	HLMP-C323 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C315 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C515 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C223 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C215 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C523 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C423 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C115 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C415 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C623-E0002 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C623-E0001 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C523-KL000 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C323-KL000 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C323-K0002 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C323-K0001 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C323-K0000 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C523-J00UQ · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C523-J0002 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C523-J0001 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C615-G0002 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C615-G0001 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C415-M0001 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C215-M0001 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C415-MN000 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C215-MN000 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C215-M0002 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C415-M0002 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C415-M0000 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C115-O0002 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C115-O0001 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C515-LM000 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C515-L0002 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C515-L0001 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C315-LM000 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C315-L0002 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C315-L0001 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C315-L0000 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C423-L0002 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C423-L0001 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C423-L0000 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C223-L0002 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C223-L0001 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C123-L0002 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C123-L0001 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C423-LM000 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C223-MN000 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C117-OP000 · T-1 3/4 Super Ultra-Bright LED Lamp
HLMP-C115-OP000 · T-1 3/4 Super Ultra-Bright LED Lamp
T - 13/4 SUPER ULTRA-BRIGHT LED LAMPS
	Agilent(Hewlett-Packard...
Agilent (Hewlett-Packard)
HP[Agilent(Hewlett-Packard)]
http://

	SSF-LXH2109SISYW SSF-LXH241SOSOD 	T-1 DUAL COLOR LED ARRAY, SUPER HIGH INTENSITY RED/SUPER YELLOW, 3 mm
T-1 SINGLE COLOR LED ARRAY, SUPER ORANGE, 3 mm
	Lumex, Inc.

	RIF-RHM-2 	Relay retaining bracket, wire model, suitable for RIF-2 relay base
	PHOENIX CONTACT

	FTR-K2WAK024W FTR-K2WAK012W 	POWER RELAY 1 POLE - 30A DC Relay 2 x 3.2mm contact gap
	Fujitsu Component Limit...

	CPC1977J 	i4-PACPower Relay TRANSISTOR OUTPUT SOLID STATE RELAY, 2500 V ISOLATION-MAX
	Clare, Inc.
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