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			X28LC513JI-25 - Shielded Multiconductor Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes Paired Cable; Number of Conductors:16; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:8; Conductor Material:Copper; Conductor Plating:Tin; Jacket Color:Chrome RoHS Compliant: Yes 3.3 Volt, Byte Alterable E2PROM 3.3 Volt/ Byte Alterable E2PROM 
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	Description	Shielded Multiconductor Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes 
 Paired Cable; Number of Conductors:16; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:8; Conductor Material:Copper; Conductor Plating:Tin; Jacket Color:Chrome RoHS Compliant: Yes
3.3 Volt, Byte Alterable E2PROM
3.3 Volt/ Byte Alterable E2PROM
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			 Related Part Number
	
					PART	Description	Maker
	BYT11-600 BYT11-1000 BYT11-800 BYT11-600--1000 BYT	Shielded Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
Ultra low drop BICMOS voltage regulator
Fast Recovery Rectifier Diodes(快速恢复整流二极管)
Shielded Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Temperature Max:80 C; Voltage Nom.:300V RoHS Compliant: Yes
CABLE, 9534, 4CORE, 153M; Cores, No. of:4; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:4.67mm; Material, secondary insulation:PVC; Length, Reel (Imperial):500ft; Colour, secondary insulation:Chrome; RoHS Compliant: Yes
	意法半导
STMicroelectronics
SGS Thomson Microelectronics

	11DF2 	FRD LOW FORWARD VOLTAGE DROP
Cable/Wire, Multiconductor Cable, Audio, Wire and Cable, 2 Conductors, 22AWG, PVC Insulation, Chrome,  60  C, 300 V RoHS Compliant: Yes
	Nihon Inter Electronics...
NIEC[Nihon Inter Electronics Corporation]

	UES702 BYW77-100 BYW77-150 UES703 BYW31-100 BYW31-	RECTIFIERS
Shielded Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Fluoropolymer; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
	MICROSEMI[Microsemi Corporation]

	ST72611F1B1 	Multiconductor Cable
	

	BYW95A BYW95B BYW95C 	AVALANCHE FAST SOFT-RECOVERY RECTIFIER DIODES
Belden Shielded Plenum Multi-Conductor Cable, Wire Size: 18 AWG, Number of Conductors: 2, Length: 1000 feet, Conductor Material: Bare Copper, Shielding: Beldfoil, Jacket: Natural Flamarrest
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:30pF/ft; Conductor Material:Copper RoHS Compliant: Yes
	EIC discrete Semiconduc...
EIC[EIC discrete Semiconductors]
Electronics Industry Public Company Limited

	SFR16-XXX SFR16R-1 SFR16R-XXX SFR8R-1_5STE1 SFR10R	0.8nn FLEX CIRCUIT/FLAT CABLE/CIC SURFLOK SFR SERIES 0.8nn柔性电扁平电缆/议会SURFLOK的SFR系列
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Shielding Coverage:1% RoHS Compliant: Yes 0.8nn柔性电扁平电缆/议会SURFLOKSFR系列
	http://
Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]

	MIC2211-WSBML MIC2211-1.8_3.3BML MIC2211-JYBML MIC	Dual UCap LDO in 3mm ??3mm MLF??/span>
Dual UCap LDO in 3mm 3mm MLF 双开普LDO稳压器采3mm】3mm的MLF
Dual UCap LDO in 3mm 3mm MLF DUAL OUTPUT, FIXED POSITIVE LDO REGULATOR, DSO10
CAP 220PF 50V 5% C0G SMD-0805 BULK SN100
CONNECTOR ACCESSORY
115 VAC, 8 CHANNEL CON IN TRAN
DIODE SWITCHING DUAL COMMON-ANODE 70V 250mA-Io 150mW 4ns-trr SOT-523 3K/REEL
Multiconductor UTP Data Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:LSPVC; Number of Pairs:4; Approval Categories:Meets ANSI/TIA/EIA-568-B.2 Standards RoHS Compliant: Yes
Multiconductor UTP Data Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Approval Categories:Meets ANSI/TIA/EIA-568-B.2 Standards RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Paired Cable; Number of Conductors:8; Conductor Size AWG:23; Jacket Material:LSPVC; Number of Pairs:4; Approval Categories:CMP (Plenum) Rated; Features:Augmented Category 6; CMP (Plenum) Rated; Jacket Color:Yellow RoHS Compliant: Yes
Multiconductor Paired UTP Data Cable; Number of Conductors:8; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:LSPVC; Number of Pairs:4 RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Color:Orange; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Color:Red; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Paired Cable; Number of Conductors:8; Conductor Size AWG:23; Jacket Material:LSPVC; Number of Pairs:4; Approval Categories:CMP (Plenum) Rated; Features:Augmented Category 6; CMP (Plenum) Rated; Jacket Color:White RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:48; Conductor Size AWG:24; No. Strands x Strand Size:41 x 40; Jacket Material:Polyolefin; Shielding Material:Bare Copper Braid; Shielding Coverage:95%; Number of Pairs:24 RoHS Compliant: Yes
Dual UCap LDO in 3mm × 3mm MLF?/a>
Dual UCap LDO in 3mm  3mm MLF
Dual UCap LDO in 3mm 】 3mm MLF⑩
	MICREL INC
Micrel Semiconductor, Inc.
Micrel Semiconductor,Inc.
MICREL[Micrel Semiconductor]

	110-90-308-41-105161 110-90-314-41-105161 110-90-3	   Dual-in-line sockets and headers / open frame / surface mount pick and place
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:18.5pF/ft; Conductor Material:Copper RoHS Compliant: Yes
CAT 6A BLADE SERVER      PATCH CABLE 5 WHT
CAT 6A BLADE SERVER      PATCH CABLE 10 WHT
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:30.7pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:19 x 36; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:21.9pF/ft; Conductor Material:Copper RoHS Compliant: Yes
CAT 6A BLADE SERVER      PATCH CABLE 7 WHT
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:27.4pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:27.4pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E; Capacitance:30.7pF/ft RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:31pF/ft; Conductor Material:Copper RoHS Compliant: Yes
OTTA 25 M6 PH3
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:31.7pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Dual-in-line sockets and headers / open frame / surface mount pick and place 双列直插式插座和开架式/表面贴装贴装
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:PNP; Switch Terminals:Quick Connect; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA 双列直插式插座和开架式/表面贴装贴装
CONNECTOR ACCESSORY 双列直插式插座和开架式/表面贴装贴装
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:NPN; Switch Terminals:Quick Connect; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA 双列直插式插座和开架式/表面贴装贴装
HDFK 25 MIT,SCHRAUBE SIX LOBE 双列直插式插座和开架式/表面贴装贴装
OSC 3.3V SMT 7X5 PECL 双列直插式插座和开架式/表面贴装贴装
CAT 6A BLADE SERVER PATCH CABLE 5 WHT 双列直插式插座和开架式/表面贴装贴装
HDFK 95-VP 双列直插式插座和开架式/表面贴装贴装
	PREDIP[Precid-Dip Durtal SA]
PRECI-DIP SA

	11EFS4 	Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30, 16 x 30; Jacket Material:Polyvinylchloride
Low Forward Voltage drop Diode
	Nihon Inter Electronics Corporation

	3659-14 3659-40 USE297148 03F5949 03F5941 03F5947 	   050, Round, Shielded/Jacketed, Flat Cable
Intel® Server Spare ASRLXFANS, BRP to LX Fan Upgrade Kit. Only for SR2500
RIBBON CABLE 37 WAY ROUND/FLAT
RIBBON CABLE 10 WAY ROUND/FLAT 10带状电缆反过
RIBBON CABLE 34 WAY ROUND/FLAT 34带状电缆反过
300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit 20带状电缆反过
	Maxim Integrated Products, Inc.
Electronic Theatre Controls, Inc.
3M Company
3M Electronics

	74546-0807 74546-0802 	Cable; Cable Length:7m; No. of Contacts:68 INTERCONNECTION DEVICE
CABLE ASSEMBLY, 8 X PCIE, 2M; Connector type A:PCI Express Male; Connector type B:PCI Express male; Length, lead:2m; Cable type:Shielded 28 AWG VW1; Ways, No. of:68; Connector type:Mates with 74540-0100; Current rating:1A; RoHS Compliant: Yes
	Molex, Inc.
MOLEX INC
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