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			 Related Part Number
	
					PART	Description	Maker
	FX009A FX009ALS FX009AJ 	Digitally Controlled Amp Array
Digitally Controlled Gain Amplifier 数控增益放大
	CONSUMER MICROCIRCUITS LIMITED

	ISL95811 ISL95811UFRTZ ISL95811UFRTZ-TK ISL95811UF	Single Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: Full-Range Ind; Package: 8-MSOP T&amp;R
Single Digitally Controlled Potentiometer (XDCP垄芒)
Single Digitally Controlled Potentiometer (XDCP?
Single Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: Full-Range Ind; Package: 8-MSOP 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO8
	Intersil Corporation
Intersil, Corp.

	ISL90460 ISL90460WIH527Z-TK ISL90460TIE527-TK ISL9	Digitally Controlled Potentiometer (XD 50K DIGITAL POTENTIOMETER, INCREMENT/DECREMENT CONTROL INTERFACE, 32 POSITIONS, PDSO6
Digitally Controlled Potentiometer (XD 100K DIGITAL POTENTIOMETER, INCREMENT/DECREMENT CONTROL INTERFACE, 32 POSITIONS, PDSO6
Digitally Controlled Potentiometer (XD 10K DIGITAL POTENTIOMETER, INCREMENT/DECREMENT CONTROL INTERFACE, 32 POSITIONS, PDSO6
Single Volatile 32-Tap Digitally Controlled Potentiometer (XDCP™)
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	EP9810-950 EP9810-45 EP9810-850 EP9810-650 EP9810-	Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-PDIP
Single Digitally Controlled Potentiometer (XDCP™), Low Noise, Low Power, 3 wire Up/Down, 32 Taps; Temperature Range: -40°C to 85°C; Package: 8-MSOP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-MSOP
Single Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-DFN
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-PDIP
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP 抽头延迟
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-PDIP 抽头延迟
Single Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 抽头延迟
Tapped Delay Line 抽头延迟
	Ecliptek, Corp.
Amphenol, Corp.

	LTC1564 1564F LTC1564CG LTC1564IG 	10kHz to 150kHz Digitally Controlled Antialiasing Filter and 4-Bit P.G.A
From old datasheet system
8th Order, 150kHz, Elliptic, Digitally Controlled Antialiasing Filter and 4-Bit PGA
	Linear Technology

	X9252 X9252TV24-2.7 X9252TV24I-2.7 X9252UV24-2.7 X	Quad Digitally-Controlled (XDCPTM) Potentiometer
Quad Digitally-Controlled (XDCP) potentiometer
	XICOR[Xicor Inc.]

	X9429WS16I X9429WS16IZ X9429WV14IZ-2.7T1 INTERSILC	Single Digitally Controlled Potentiometer(XDCP?
Single Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP T&amp;R 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO14
	Intersil Corporation
Intersil, Corp.

	X9401WS24IZ-2.7 X9401WV24IZ X9401WS24IZT1 X9401WS2	Quad, 64 Tap, Digitally Controlled Potentiometer (XDCP?
Quad, 64 Tap, Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC T&amp;R QUAD 10K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
	Intersil Corporation
Intersil, Corp.

	EP9604G-850 EP9604G-150 EP9604G-350 EP9604G-60 EP9	Dual Digitally Controlled (XDCP™) Potentiometers; Temperature Range: -40°C to 85°C; Package: 24-SOIC
Dual Digitally Controlled (XDCP™) Potentiometers; Temperature Range: 0&degC to 70°C; Package: 24-SOIC
Dual Digitally Controlled (XDCP™) Potentiometers; Temperature Range: 0&degC to 70°C; Package: 24-TSSOP
Tapped Delay Line 抽头延迟
Dual Digitally Controlled (XDCP&#153;) Potentiometers; Temperature Range: 0&degC to 70&deg;C; Package: 24-TSSOP 抽头延迟
	Data Delay Devices, Inc.
Advanced Micro Devices, Inc.

	EPA230-TD-70 EPA230-TD-100 EPA230-TD-80 EPA230-TD-	Logarithmic Digitally Controlled Potentiometer (XDCP™), Terminal Voltage ±5V, 100 Taps, Log Taper; Temperature Range: -40°C to 85°C; Package: 8-PDIP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-PDIP
Logarithmic Digitally Controlled Potentiometer (XDCP™), Terminal Voltage ±5V, 100 Taps, Log Taper; Temperature Range: 0&degC to 70°C; Package: 8-PDIP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-PDIP
Delay Line 延迟
	Honeywell International, Inc.
NXP Semiconductors N.V.

	EP9910-5I EP9910-7I EP9910-6H EP9910-1I EP9910-4H 	Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-MSOP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-MSOP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-SOIC
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Logic IC 逻辑IC
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-MSOP 逻辑IC
	PCA Electronics, Inc.
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