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			 Related Part Number
	
					PART	Description	Maker
	ELH0021CK 	Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-QFN T&amp;R
	

	CS82C55A-596 	CMOS Programmable Peripheral Interface; Temperature Range: 0&degC to 70&deg;C; Package: 44-PLCC T&amp;R 24 I/O, PIA-GENERAL PURPOSE, PQCC44
	Intersil, Corp.

	HIN208CA-T HIN202CBN-T HIN202CB-T 	 5V Powered RS-232 Transmitters/Receivers with 0.1&#181;F External Capacitors; Temperature Range: 0&degC to 70&deg;C; Package: 24-SSOP T&amp;R QUAD LINE TRANSCEIVER, PDSO24
LINE TRANSCEIVER, PDSO16
	Intersil, Corp.
HARRIS SEMICONDUCTOR

	X9258TZ24I-2.7T1 	Low Noise, Low Power, 2-Wire Bus, 256 Taps Quad Digital Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP T&amp;R
	INTERSIL CORP

	ICL320705 ICL3217IBZ ICL3207 ICL3207CA ICL3207CAZ 	Low Power,  3V To  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 24-SSOP T&amp;R TRIPLE LINE TRANSCEIVER, PDSO24
	Intersil, Corp.
INTERSIL[Intersil Corporation]
http://

	PA10A 	Linear Op-Amp, 90V, 5A &quot;Select&quot; Grade RoHS Compliant: Yes OP-AMP, 4000 uV OFFSET-MAX, 4 MHz BAND WIDTH, CBFM8
	Cirrus Logic, Inc.

	HI5714_4CBZ HI5714_7CB-T HI5714_7CBZ-T HI571404 HI	8-Bit, 40/60/75/80 MSPS A/D Converter; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R 1-CH 8-BIT RESISTANCE LADDER ADC, PARALLEL ACCESS, PDSO24
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	EDI7F2331MV100BNC EDI7F2331MV150BNC 	Dual 3MHz, BiMOS Microprocessor Operational Amplifiers with MOSFET Input/CMOS Output; Temperature Range: -55&deg;C to 125&deg;C; Package: 8-SOIC T&amp;R EEPROM
	Bourns, Inc.

	ISL1209IU10-ZTK 	Low Power RTC with Battery Backed SRAM and Event Detection; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R REAL TIME CLOCK, PDSO8
	Intersil, Corp.

	LT1996IMSPBF LT1996IMSTR 	Precision, 100&#181;A Gain Selectable Amplifier; Package: MSOP; No of Pins: 10; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 200 uV OFFSET-MAX, 0.56 MHz BAND WIDTH, PDSO10
	Linear Technology, Corp.

	EDI8G321024V15MNC EDI8G321024V17MNC 	3-Channel DC/DC Converter; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-HTSSOP T&amp;R X32号的SRAM模块
	Bourns, Inc.

	X40231S16I-BT1 X40239S16I-AT1 X40237S16I-AT1 	Triple Voltage Monitors, POR, 2 kbit EEPROM Memory, and Single/Dual DCP; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC T&amp;R 3-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO16
	Intersil, Corp.
INTERSIL CORP



				
	 
	 Related keyword From Full Text Search System
	

					
						1N4007SG pulse	
						1N4007SG intersil	
						1N4007SG electronics	
						1N4007SG Server	
						1N4007SG china datasheet
	
						1N4007SG philips	
						1N4007SG npn	
						1N4007SG siemens	
						1N4007SG SePIC	
						1N4007SG purpose


				
	 



		 


	
		
Price & Availability of 1N4007SG 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.10185599327087















