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			 Related Part Number
	
					PART	Description	Maker
	CR32 CR43 CR5D11 CR54-4R4MC CR54-3R3MC CR54-5R6MC 	1 ELEMENT, 1 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 390 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 150 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 1.8 uH, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR POWER 15UH 1.30A SMD 1 ELEMENT, 15 uH, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR POWER 68UH 0.61A SMD 1 ELEMENT, 68 uH, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR POWER 2.7UH 3.44A SMD 1 ELEMENT, 2.7 uH, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR POWER 3.9UH 3.00A SMD 1 ELEMENT, 3.9 uH, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR POWER 5.6UH 2.48A SMD 1 ELEMENT, 5.6 uH, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR POWER 3.3UH 3.20A SMD 1 ELEMENT, 3.3 uH, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR POWER 4.4UH 2.80A SMD 1 ELEMENT, 4.4 uH, GENERAL PURPOSE INDUCTOR, SMD
XCCCPOWER INDUCTORS 
XCCCPOWER INDUCTORS  Type
1 ELEMENT, 180 uH, GENERAL PURPOSE INDUCTOR, SMD
	Sumida, Corp.
SUMIDA CORPORATION.
SUMIDA[Sumida Corporation]

	CDRH3D16 CDRH3D16-4R7NC 	1 ELEMENT, 4.7 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
POWER INDUCTORS (SMD Type)
	Sumida Corporation

	SRU6025-100Y SRU6025-150Y SRU6025-151Y SRU6025-220	CHOKE, POWER, SHIELDED, 10UH; Inductor type:Shielded Power Choke; Inductance:10uH; Tolerance, inductance:30%; Resistance:57mR; Frequency, resonant:25MHz; Case style:SMD Shielded; Q factor:8; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 15UH; Inductor type:Shielded Power Choke; Inductance:15uH; Tolerance, inductance:30%; Resistance:86mR; Frequency, resonant:22MHz; Case style:SMD Shielded; Q factor:12; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 150UH; Inductor type:Shielded Power Choke; Inductance:150uH; Tolerance, inductance:30%; Resistance:770mR; Frequency, resonant:5MHz; Case style:SMD Shielded; Q factor:30; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 22UH; Inductor type:Shielded Power Choke; Inductance:22uH; Tolerance, inductance: /-30%; Resistance:130mR; Frequency, resonant:18MHz; Case style:SMD Shielded; Q factor:12; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 220UH; Inductor type:Shielded Power Choke; Inductance:220uH; Tolerance, inductance:30%; Resistance:1250mR; Frequency, resonant:4MHz; Case style:SMD Shielded; Q factor:20; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 33UH; Inductor type:Shielded Power Choke; Inductance:33uH; Tolerance, inductance:30%; Resistance:180mR; Frequency, resonant:12MHz; Case style:SMD Shielded; Q factor:12; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 4.7UH; Inductor type:Shielded Power Choke; Inductance:4.7uH; Tolerance, inductance: /-30%; Resistance:35mR; Frequency, resonant:42MHz; Case style:SMD Shielded; Q factor:8; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 68UH; Inductor type:Shielded Power Choke; Inductance:68uH; Tolerance, inductance: /-30%; Resistance:365mR; Frequency, resonant:8MHz; Case style:SMD Shielded; Q factor:10; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
	BOURNS INC

	SMI-75 SMI-75-100 SMI-75-101 SMI-75-120 SMI-75-121	1 ELEMENT, 33 uH, GENERAL PURPOSE INDUCTOR, SMD
PUSHBUTTON 240VAC 1.5AMP XB6  OPTIONS
Rnd Red LED  120vac
16MM SELECTOR SWITCH
LED Lamp; Color:Blue; LED Color:Blue; Mounting Hole Dia:16mm; Mounting Type:Panel Mount; Terminal Type:Solder SMD功率电感
SMD POWER INDUCTORS SMD功率电感
1 ELEMENT, 22 uH, GENERAL PURPOSE INDUCTOR, SMD
	MICRO-ELECTRONICS[Micro Electronics]

	CM04RC07T CM04RC04T CM04RC01T CM05RC13T BU05MC CM0	   COMMON MODE CHOKE COILS (FOR DC AND SIGNAL LINES) SMD TYPE
COMMON MODE CHOKE COILS (FOR DC AND SIGNAL LINES) SMD TYPE 共模扼流线圈（区议会及信号线）SMD
COMMON MODE CHOKE COILS (FOR DC AND SIGNAL LINES) SMD TYPE 共模扼流线圈（区议会及信号线SMD
Circular Connector; Body Material:Aluminum; Series:PT02; No. of Contacts:39; Connector Shell Size:20; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-39
Common Mode Choke Coils SMD Type
	NXP Semiconductors N.V.
KEMET Corporation
ITT, Corp.
Abracon, Corp.
TAIYO-YUDEN[Taiyo Yuden (U.S.A.), Inc]
Taiyo Yuden (U.S.A.), I...

	EF2-1.5NU EF2-1.5T EF2-1.5TNUX EF2-12NUH EF2-12TNU	Ultra-low power/ compact and lightweight/ High breakdown voltage/ Surface mounting type
A/D Converter (A-D) IC; Resolution (Bits):24; ADC Sample Rate:192kSPS; Input Channels Per ADC:2; Input Channel Type:Differential Inputs; Data Interface:Serial; Package/Case:24-SOIC; Interface Type:Serial
POWER/ENERGY MEASURE, SMD, SSOP28; Pins, No. of:28; Case style:SSOP; Base number:5467; Termination Type:SMD RoHS Compliant: Yes
Marker Strip; External Height:.135"; External Width:1.13"; Label Material:Vulcanized Fiber 超低功耗，结构紧凑，重量轻，高击穿电压，表面安装型
Ultra-low power, compact and lightweight, High breakdown voltage, Surface mounting type 超低功耗，结构紧凑，重量轻，高击穿电压，表面安装型
CONNECTOR ACCESSORY 连接器附
   Ultra-low power, compact and lightweight, High breakdown voltage, Surface mounting type
	NEC Corp.
NEC, Corp.

	CMD6D11B CMD5D11 CMD5D13 	POWER INDUCTORS 
	SUMIDA[Sumida Corporation]

	CDEP104 CDEP104-0R3B-88 CDEP104-0R3C-88 CDEP104-0R	POWER INDUCTORS (SMD Type)
	SUMIDA[Sumida Corporation]

	CDEP134 CDEP134-8R0NC-H CDEP134-0R3MB CDEP134-0R3M	POWER INDUCTORS (SMD Type)
	http://
SUMIDA[Sumida Corporation]

	CDR10D48MN CDR7D43MN 	POWER INDUCTORS 
	SUMIDA[Sumida Corporation]
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