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			 Related Part Number
	
					PART	Description	Maker
	HA2-5135_883 HA-5135883 HA-5135_883 HA2-5135/883 	LED Indicator; Color:Yellow; Luminous Intensity (MSCP):1000foot lambert; Voltage Rating:5V; LED Color:Yellow; Leaded Process Compatible:No; Lens Style:(H x Dia) 35.6 x 19.80 mm; Lens Width:17.8; Mounting Type:Through Hole
Precision Operational Amplifier
	INTERSIL[Intersil Corporation]

	AA3022EC-4.5SF AA3022GC-4.5SF AA3022SGC-4.5SF AA30	3.0 x 2.2mm single color surface mount LED lamp. High efficiency red (peak wavelength 627 nm). Lens type water clear.
3.0 x 2.2mm single color surface mount LED lamp. Super bright green (peak wavelength 565 nm). Lens type water clear.
3.0 x 2.2mm single color surface mount LED lamp. Yellow (peak wavelength 590 nm). Lens type water clear.
	Kingbright Electronic

	249-4162-3334-504F 249-4168-3734-504F 249-4167-373	SINGLE COLOR LED, BLUE, 7.1 mm ROHS COMPLIANT PACKAGE-2
SINGLE COLOR LED, BLUE ROHS COMPLIANT PACKAGE-2
SINGLE COLOR LED, YELLOW ROHS COMPLIANT PACKAGE-2
; LED Color:Blue; Luminous Intensity:120ucd; Forward Current:10mA; Forward Voltage:5V; Operating Temperature Range:-20 C to  C; Color:Blue; Lens Style:(H x Dia) 31.0 x 8.40 mm; Lens Width:7.1"; Mounting Type:Through Hole RoHS Compliant: Yes
	Dialight PLC
DIALIGHT CORP

	609-1122-340F 609-2122-120F 609-2122-130F 609-2122	LED Panel Mount Indicators for 9.35mm Mounting Hole w/ Optional Watertight Capability
LED PNL MT 9MM 6V CHROME YELLOW SINGLE COLOR LED, YELLOW, 9 mm
LED INDICATOR, RECESSED RED 24VDC SINGLE COLOR LED, RED, 9 mm
LED Lamp; Color:Red; Lens Color:Red; Luminous Intensity (MSCP):60; Voltage Rating:6V; Forward Current:15mA; Forward Voltage:6VDC; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(H x Dia) 37.08 x 10.92 mm; Lens Width:9mm
SINGLE COLOR LED, GREEN, 6 mm
	Dialight Corporation
Dialight PLC

	L799SURKMGKW 	8 mm bi-color indicator lamp. Hyper red, mega green. Lens type white diffused.
8mm BI-COLOR INDICATOR LAMPS
	Kingbright Electronic
Kingbright Corporation

	PLCC6W6 	Emitting Color White Lens Type Yellow Diffused
	HB Electronic Components

	591-3101-013F 	Multi-Color LED; Color:Yellow/Green; Luminous Intensity (MSCP):6.8/8; Viewing Angle:40 ; Forward Voltage:2V; LED Color:Yellow/Green; Leaded Process Compatible:Yes; Lens Style:Round; Mounting Type:Surface Mount T-1 DUAL COLOR LED, YELLOW/GREEN, 3 mm
	Dialight PLC

	WSL3637L5000FEA WSL3637L5000FEK WSL3637L5000JEA WS	LED Indicator; LED Color:Red; Forward Current:20mA; Forward Voltage:28V; Color:Red; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Power Metal Strip shunts, very low R-val
very low R-value, very low TCR;
low thermal EMF
LED Indicator; Color:Green; Luminous Intensity (MSCP):1000foot lambert; Voltage Rating:24V; LED Color:Green; Leaded Process Compatible:No; Lens Style:(H x Dia) 35.6 x 19.80 mm; Lens Width:17.8; Mounting Type:Through Hole
Power Metal Strip Resistors, Low Value, Surface Mount
	Vishay Intertechnology,Inc.
Vishay Siliconix

	SM6611BBH SM6611BAH SM6611FBH SM6611 SM6611AAH SM6	Lens Cap; For Use With:XB2B 22mm Pushbutton Switches; Lens Color:Red; Color:Red; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
OPERATOR MUSHROOM KEY OPERATED RED 60MM
Miniature High-Precision Temperature Switch IC
	Seiko NPC Corporation
NPC[Nippon Precision Circuits Inc]

	APBA3010SGYC 	3.0 x 1.0 mm right angle bi-color SMD chip LED. Super bright green, yellow.  Lens type water clear.
	Kingbright Electronic

	591-2101-013F 591-2801-013F 591-2801-007F 591-2901	Multi-Color LED; Color:Red; Luminous Intensity (MSCP):23.9; Viewing Angle:40 ; Forward Voltage:1.8V; LED Color:Red; LED Gas Type:AlGaAs; Leaded Process Compatible:Yes; Lens Style:Round; Mounting Type:Surface Mount T-1 SINGLE COLOR LED, RED, 2.85 mm
LED 3MM PRISM WHITE SMD T-1 SINGLE COLOR LED, WHITE, 2.85 mm
LED Lamp; Bulb Size:3mm; LED Color:White; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):No; Reel Quantity:400 RoHS Compliant: Yes T-1 SINGLE COLOR LED, WHITE, 2.85 mm
T-1 SINGLE COLOR LED, GREEN, 2.85 mm ROHS COMPLIANT PACKAGE-2
LED PRISM 3MM RA HIEFF RED SMT T-1 SINGLE COLOR LED, HIGH EFFICIENCY RED, 2.85 mm
Multi-Color LED; Bulb Size:3mm; LED Color:High Efficiency Red; Luminous Intensity:5ucd; Viewing Angle:40 ; Forward Current:10mA; Forward Voltage:2V; Operating Temperature Range:-55 C to  100 C; Color:High Efficiency Red RoHS Compliant: Yes
Multi-Color LED; Bulb Size:3mm; LED Color:Yellow; Luminous Intensity:33.6ucd; Viewing Angle:40 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-55 C to  100 C; Color:Yellow; LED Gas Type:AlInGaP RoHS Compliant: Yes
SURFACE MOUNT CBI - ROUND LENS RoHS COMPLIANT
	Dialight PLC
DIALIGHT CORP
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